3GPP TSG-RAN3 Meeting #100
R3-183571
Busan, Korea, 21 - 25 May 2018
Title: 
W1 interface general aspects and principles
Source: 
Huawei, China Unicom
Agenda item:
12.1
Document for:
Discussion
1   Introduction
This pCR tries to include W1 interface general aspects and principles according to the offline discussion.
CB: # 72_GenPrinc

- ensure that the different PDCP versions are not mixed together

- remove part on multiple SCTP associations

-  further check details

- FFSs / ed notes? Seems WI will not be completed

- ng-eNB pending RAN2 

- eNBCUIDis not needed?
2   Text Proposal

Start of the first change
1
Scope

The present document is an introduction to the 3GPP TS xx.xxx series of technical specifications that define the W1 interface. The W1 interface provides means for interconnecting an eNB-CU and an eNB-DU of an eNB within an NG-RAN, or for interconnecting an eNB-CU and an eNB-DU of an eNB within an E-UTRAN.
Editor’s notes: Definitions of CU and DU are FFS; it should be clarified to which logical nodes this interface connects to; whether one or multiple interfaces are considered is FFS.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

W1: interface between an eNB-CU and an eNB-DU, providing an interconnection point between the eNB-CU and the eNB-DU. 
W1-C: Reference point for the control plane protocol between eNB-CU and eNB-DU.

eNB-CU:.
eNB-DU:.
eNB: as defined in TS 36.300 [6]

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

DRB
Data Radio Bearers
W1-U
W1 User plane interface

W1-C
W1 Control plane interface

W1AP
W1 Application Protocol

GTP-U
GPRS Tunnelling Protocol

IP
Internet Protocol

NR-MIB
NR-Master Information Block

O&M
Operation and Maintenance
PA
Paging Area

PF
Paging Frame

PO
Paging Occasion

QoS
Quality of Service

RRC
Radio Resource Control

SCTP
Stream Control Transmission Protocol

SRB
Signalling Radio Bearers

SIB1
System Information Block 1

TNL
Transport Network Layer

4
General aspects

This clause captures the W1 interface principles and characteristics. 

4.1
W1 interface general principles

The general principles for the specification of the W1 interface are as follows:

-
An eNB may consist of an eNB-CU and eNB-DUs. An eNB-CU and an eNB-DU is connected via W1 logical interface.
-
One eNB-CU controls one or more eNB-DUs.
-
One eNB-DU supports one or multiple cells. One cell is supported by only one eNB-DU.


-
eNB-DU ID isused to identify eNB-DU only over W1AP procedures, eNB-DU ID is not connected to cell identifier.

-
The eNB-CU terminates W1 interface connected with the eNB-DU.

-
The eNB-DU terminates W1 interface connected with the eNB-CU.
-
The W1 interface shall separate Radio Network Layer and Transport Network Layer.

-
The W1 interface shall enable exchange of UE associated information and non-UE associated information.



-
The standard should not prevent to separated CP and UP.
4.2
W1 interface specification objectives

4.3
W1 interface capabilities

4.4
W1 interface characteristics

5
Functions of the W1 interface

5.1
General
The following clauses describe the functions supported over W1-C and W1-U. 

5.2
W1-C functions
5.2.1
Interface management function
5.2.2
System Information management function
5.2.5   Paging function 

5.2.3
UE context management function

5.2.4
RRC message transfer function

5.2.5   Bearer Management function

5.3
W1-U functions
5.3.1
Transfer of user data 

5.3.2
Flow control function 

6
Procedures of the W1 interface

6.1
Control plane procedures

6.1.1
Interface Management procedures

The W1 Interface management procedures are listed below:

-
W1 Setup
-
W1 Reset
-
eNB-CU/eNB-DU Configuration Update
-
Error Indication
6.1.2
Context Management procedures

The W1 Context management procedures are listed below:

-
UE Context Setup
-
UE Context Modification
-
UE context Release Request (eNB-DU initiated)
-
UE context Release (eNB-CU initiated)
6.1.3
RRC Message Transfer procedures

The W1 RRC message transfer procedures are listed below:
-
Initial UL RRC Message Transfer procedure
-
UL RRC Message Transfer procedure

-
DL RRC Message Transfer procedure
6.1.4
Paging procedures 

The W1 Paging procedures are listed below:

-
Paging
6.2
User plane procedures
6.2.1
User Data Transfer 


6.2.2
Flow Control 

7
W1 interface protocol structure

7.1
W1 Control Plane Protocol (W1-C)

Figure 7.1-1 shows the protocol structure for W1-C. The TNL is based on IP transport, comprising the SCTP on top of IP. The application layer signalling protocol is referred to as W1AP (W1 Application Protocol).
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Figure 7.1-1: Interface protocol structure for W1-C

7.2
W1 User Plane Protocol (W1-U)

Figure 7.2-1 shows the protocol structure for W1-U. The TNL is based on IP transport, comprising the UDP and GTP-U on top of IP.
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Figure 7.2-1: Interface protocol structure for W1-U

End of the next change
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