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1   Introduction
In last meeting, the stage 3 TPs for support of location reporting function in NG-RAN were agreed. However, the stage2 TP is not treated. 
This paper proposes to capture the stage 2 TP into 38.410 for support of location reporting for NG-RAN. 
2   Text Proposals to 38.410
<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
5. X

Location reporting function

The positioning function performs the determination of the geographical position of the UE in RRC_CONNECTED state and in RRC_INACTIVE state. 
This function allows the AMF to request the NG-RAN for a given UE either to report directly the current serving cell or to report upon change of serving cell, or to report UE’s last known location with time stamp, or to report the UE presence in the Area Of Interest (i.e., IN, OUT, or UNKNOWN).

<<<<<<<<<<<<<<<<<<<< Next Text Proposal >>>>>>>>>>>>>>>>>>>>
6. X

Location reporting Procedures

The following list of location reporting procedures are used to report the UE location to the AMF:

-
Location Reporting Control procedure;

-
Location Report procedure;
-
Location Reporting Failure Indication procedure.
<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
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