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1. Overall Description:
SA2 has specified delay critical 5QI(s) (with QoS characteristics including Maximum Data Burst Volume) as follows in TS 23.501:
· Maximum Data Burst Volume denotes the largest amount of data that the 5G-AN is required to serve within a period of 5G-AN PDB (i.e. 5G-AN part of the PDB). The Maximum Data Burst Volume may be signalled with 5QIs to the (R)AN, and if it is not received, a standardized value applies (for standardized 5QIs the value in the QoS characteristics Table 5.7.4) applies.

For the QoS flows not exceeding the GFBR, SA2 has discussed the use cases where the UE has multiple QoS flows with delay critical 5QIs. SA2 expect that the PDB and PER requirements are satisfied in the UL and DL for all delay critical QoS flows that do not exceed the MDBV in the presence of any competing traffic. If other  delay critical QoS Flows exceeds the MDBV, it is not required that for these QoS flows the PDB and PER targets are met.

SA2 would like to ask RAN2 to confirm the above behaviour is supported by the RAN specifications and whether any specific action is required in order to deliver predictable behaviour to compliant flows, in presence other delay critical QoS flows.

2. Actions:
[bookmark: _Hlk512349968]To RAN2 group.
ACTION: 	SA2 respectfully asks RAN2 to confirm that the PDB and PER requirements are satisfied in the UL and DL for all delay critical QoS flows that do not exceed the MDBV, even if other delay critical QoS Flows  (which may also be of higher priority) for the same UE or other UE exceeds the MDBV.

3. Date of Next TSG-SA WG2 Meetings:
3GPP SA WG2 #127bis28 	May 28 – Jun 1		Newport Beach, US
3GPP SA WG2 #128		July 2 – 6			Vilnius

