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1. Introduction and Discussion
At RAN3#99bis, upon receiving UE CONTEXT RELEASE COMMAND message, how anchor gNB commands UE from RRC_INACTIVE state directly to IDLE state was further discussed. Since per current SA2 requirement, the anchor gNB shall send UE CONTEXT RELEASE COMPLET message to AMF immediately upon receiving UE CONTEXT RELEASE COMMAND message, hence anchor gNB cannot keep UE Context until RAN paging or UE context retrieval procedure. It has also been minuted that 

Opt3 does not seem feasible
WA: adopt Opt1
As acknowledged by some companies, the transient RRC state mismatch between UE and NG-RAN node is not problematic, because UE in RRC_INACTIVE still listens to CN Paging in addition to RAN Paging, then UE can fall back to IDLE state autonomously and initiate the RRC Connection Request later. With such approach, no further work is needed.
Proposal: Upon receiving UE CONTEXT RELEASE COMMAND message, the anchor gNB shall not perform any RAN paging but send UE CONTEXT RELEASE COMPLET message to AMF immediately.
2. TP for 38.413
///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////

8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: UE context release: successful operation

The AMF initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the NG-RAN node. 

The UE CONTEXT RELEASE COMMAND message shall contain both the AMF UE NGAP ID IE and the RAN UE NGAP ID IE if available, otherwise the message shall contain the AMF UE NGAP ID IE.

Upon reception of the UE CONTEXT RELEASE COMMAND message, the NG-RAN node shall release all UE related signalling and context and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.


If the User Location Information IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall handle this information as specified in TS 23.502 [10].

If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall, if supported, store it and may use it for subsequent paging. [FFS]
Editor’s Note:
Further details are FFS.
///////////////////////////////////////////////////////////////////////       Next         /////////////////////////////////////////////////////////////////////////////////

9.2.2.5
UE CONTEXT RELEASE COMMAND

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.


This message is sent by the AMF to request the release of the UE-associated logical NG-connection over the NG interface.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	CHOICE UE NGAP IDs
	M
	
	
	
	YES
	reject

	>UE NGAP ID pair
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	-
	

	>>RAN UE NGAP ID
	M
	
	9.3.3.2
	
	-
	

	>AMF UE NGAP ID
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	-
	

	
	
	
	
	
	
	

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore


///////////////////////////////////////////////////////////////////////        end         //////////////////////////////////////////////////////////////////////////////////
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