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Introduction

As discussed in R3-182870, the update stage3 text for E1 setup in TS38.463 is provided with high light as below:
Start of TP1 for TS 38.463

9.2.1.4
GNB-CU-UP E1 SETUP REQUEST

This message is sent by the gNB-CU-UP to transfer information for a TNL association.

Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-UP ID (FFS)
	M
	
	9.3.1.x3
	
	YES
	reject

	gNB-CU-UP Name (FFS)
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	Supported 5QI (FFS)
	M
	
	9.3.1.x2
	
	YES
	reject

	Security information (FFS)
	
	
	
	
	
	

	NR CGI (FFS)
	M
	
	9.3.1.x1
	
	YES
	reject

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	EACH
	Reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice Support List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	Supported Maximum UE numbers
	O
	
	INTEGER (1 .. 216)
	Maximum number of UEs supported by the CU-UP
	YES
	reject

	Supported Maximum DRB numbers
	O
	
	INTEGER (1 .. 232)
	Maximum number of DRBs supported by the CU-UP
	YES
	reject


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


Start of TP2 for TS 38.463

9.2.1.8
GNB-CU-CP E1 SETUP RESPONSE

This message is sent by the gNB-CU-UP to transfer information for a TNL association.

Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-UP ID (FFS)
	M
	
	9.3.1.x3
	
	YES
	reject

	gNB-CU-UP Name (FFS)
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	Supported 5QI (FFS)
	M
	
	9.3.1.x2
	
	YES
	reject

	Security information (FFS)
	
	
	
	
	
	

	NR CGI (FFS)
	M
	
	9.3.1.x1
	
	YES
	reject

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	EACH
	Reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice Support List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	Supported Maximum UE numbers
	O
	
	INTEGER (1 .. 216)
	Maximum number of UEs supported by the CU-UP
	YES
	reject

	Supported Maximum DRB numbers 
	O
	
	INTEGER (1 .. 232)
	Maximum number of DRBs supported by the CU-UP
	YES
	reject


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


Start of TP3 for TS 38.463

9.2.1.10
GNB-CU-UP CONFIGURATION UPDATE

This message is sent by the gNB-CU-UP to transfer updated information for a TNL association.

Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-UP ID (FFS)
	O
	
	9.3.1.x3
	
	YES
	reject

	gNB-CU-UP Name (FFS)
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	Supported 5QI (FFS)
	O
	
	9.3.1.x2
	
	YES
	reject

	Security information (FFS)
	O
	
	
	
	
	

	NR CGI (FFS)
	O
	
	9.3.1.x1
	
	YES
	reject

	Broadcast PLMNs
	
	0..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	EACH
	Reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice Support List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	Supported Maximum UE numbers
	O
	
	INTEGER (1 .. 216)
	Maximum number of UEs supported by the CU-UP
	YES
	reject

	Supported Maximum DRB numbers 
	O
	
	INTEGER (1 .. 232)
	Maximum number of DRBs supported by the CU-UP
	YES
	reject


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


