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1. Introduction
With related to the User Inactivity monitoring function, this contribution discuss user inactivity for X2 EN-DC. Corresponding CR is provided.

2. Discussion

In X2AP the cause value “User Inactivity” was introduced from Rel-12 for Dual Connectivity purpose. While not any place has specified how to use it, from the past discussion during Rel-12, i.e. no agreement of introducing user inactivity indication (informing) from SeNB and let the MeNB to decide whether to keep or release the SeNB, it can be understood that:
- the SeNB to monitor the user inactivity for both split bearer and SCG bearer

- the SeNB initiated SeNB Release Required by this cause value “User Inactivity” towards MeNB, and MeNB cannot refuse but can only to release the SeNB.

For the EN-DC, since the situation is not expected to change, it is proposed to follow the same.
Proposal: It is proposed to apply same user inactivity handling as in existing X2 also for EN-DC, with updating the usage of the cause value “User Inactivity”.
	User Inactivity
	The action is requested due to user inactivity on all E-RABs, e.g., S1 is requested to be released in order to optimise the radio resources; or SeNB/en-gNB didn’t see activity on the DRB recently.

In the current version of this specification applicable for Dual Connectivity only.


3. Conclusion and Proposal
Proposal: It is proposed to apply same user inactivity handling as in existing X2 also for EN-DC, with updating the usage of the cause value “User Inactivity”.

Companion CR is provided.
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