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However, in ASN.1for GNB-DU CONFIGURATION UPDATE message, if the Active Cells List is present, at least one Active Cells Item IE shall be included.
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---------------------------- Start of TP ---------------------------
9.4.4
PDU Definitions

[…]

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE

--

-- **************************************************************

GNBDUConfigurationUpdate::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateIEs} },


...

}

GNBDUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID








PRESENCE mandatory
}|

{ ID id-Served-Cells-To-Add-List

CRITICALITY reject
TYPE Served-Cells-To-Add-List





PRESENCE optional
}|


{ ID id-Served-Cells-To-Modify-List

CRITICALITY reject
TYPE Served-Cells-To-Modify-List




PRESENCE optional
}|


{ ID id-Served-Cells-To-Delete-List

CRITICALITY reject
TYPE Served-Cells-To-Delete-List




PRESENCE optional
}|


{ ID id-Active-Cells-List



CRITICALITY reject
TYPE
 Active-Cells-List






PRESENCE optional
},


...

} 

Served-Cells-To-Add-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Add-ItemIEs } }

Served-Cells-To-Modify-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Modify-ItemIEs } }

Served-Cells-To-Delete-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Delete-ItemIEs } }
Active-Cells-List
::= SEQUENCE (SIZE(0.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Active-Cells-ItemIEs } }
Served-Cells-To-Add-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Add-Item

CRITICALITY reject
TYPE
Served-Cells-To-Add-Item



PRESENCE mandatory
},

...

}

Served-Cells-To-Modify-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Modify-Item


CRITICALITY reject
TYPE

Served-Cells-To-Modify-Item






PRESENCE mandatory
},


...

}

Served-Cells-To-Delete-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Delete-Item



CRITICALITY reject
TYPE

Served-Cells-To-Delete-Item




PRESENCE mandatory
},

...

}
Active-Cells-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Active-Cells-Item



CRITICALITY reject
TYPE

Active-Cells-Item




PRESENCE mandatory
},


...

}

---------------------------- End of TP ---------------------------
