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1 Introduction
In the TS 38.413, there is still some FFS on AMF name as:

Editor’s Note:
Details on AMF Name are FFS in SA2.

SA2 and CT4 (C4-183284) has already defined the AMF name as:

	28.3.2.x
AMF Name
The AMF Name FQDN shall uniquely identify an AMF.

The AMF Name FQDN shall be constructed as:

"<AMF-id>.amf.5gc.mnc<MNC>.mcc<MCC>.3gppnetwork.org"

where


-
the <MNC> and <MCC> shall identify the PLMN where the AMF is located and shall be encoded as

-
<MNC> = 3 digits

-
<MCC> = 3 digits


If there are only 2 significant digits in the MNC, one "0" digit shall be inserted at the left side to fill the 3 digits coding of MNC in the AMF Name FQDN.

-
the <AMF-id> shall contain at least one label.

As example,
-
If <AMF-id> is amf1.cluster1.net2, the AMF Name FQDN for MCC 345 and MNC 12 as:

"amf1.cluster1.net2.amf.5gc.mnc012.mcc345.3gppnetwork.org"


Since the existing agreement in RAN3 is quite aligned with SA2 and CT4’s conclusion, then the FFSs on AMF name can be deleted.
2 Text Proposal
--------------------------------------------------------Change Start--------------------------------------------------------
8.7.3
AMF Configuration Update

8.7.3.1
General

The purpose of the AMF Configuration Update procedure is to update application level configuration data needed for the NG-RAN node and AMF to interoperate correctly on the NG-C interface. This procedure does not affect existing UE-related contexts, if any.

Editor’s Note:
Further details are FFS.

8.7.3.2
Successful Operation

· 
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Figure 8.7.3.2-1: AMF configuration update: successful operation

The AMF initiates the procedure by sending an AMF CONFIGURATION UPDATE message including the appropriate updated configuration data to the NG-RAN node. The NG-RAN node responds with an AMF CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data.

If the Slice Support List IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall overwrite the list of supported AMF slices for the PLMN Identity affected by the new list and use the received values for further network slice selection and AMF selection. 

If the AMF TNL Association to Add List IE is contained in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall, if supported, use it to establish the TNL association(s) with the AMF. The NG-RAN node shall report to the AMF, in the AMF CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the AMF as follows:

-
A list of successfully established TNL associations shall be included in the AMF TNL Association Setup List IE;

-
A list of TNL associations that failed to be established shall be included in the AMF TNL Association Failed to Setup List IE.
If the AMF TNL Association to Remove List IE is contained in the AMF CONFIGURATION UPDATE message the NG-RAN node shall, if supported, initiate removal of the TNL association(s) indicated by the received AMF Transport Layer Information towards the AMF.

If the AMF Name IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall, if supported, overwrite the previously stored AMF name and use it to identify the AMF.

If the Served GUAMI List IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall, if supported, overwrite the whole list of GUAMIs served by the AMF by the new list and use the received values for further AMF management as defined in TS 23.501 [9]. 

If the Relative AMF Capacity IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node may use it as defined in TS 23.501 [9].
If the AMF TNL Association to Update List IE is contained in the AMF CONFIGURATION UPDATE message the NG-RAN node shall, if supported, update the TNL association(s) indicated by the received AMF Transport Layer Information towards the AMF.

If the TNL Association Usage IE or the TNL Association Weight Factor IE is included in the AMF TNL Association to Add List IE or the AMF TNL Association to Update List IE, the NG-RAN node shall, if supported, consider it as defined in TS 23.502 ([10]).

Editor’s Note:
Further details are FFS.

--------------------------------------------------------Next Change--------------------------------------------------------
8.7.6
AMF Status Indication

8.7.6.1
General

The purpose of the AMF Status Indication procedure is to support AMF management functions.

8.7.6.2
Successful Operation

· 
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Figure 8.7.6.2-1: AMF status indication

The AMF initiates the procedure by sending an AMF STATUS INDICATION message to the NG-RAN node.

Upon receipt of the AMF STATUS INDICATION message, the NG-RAN node shall consider the indicated GUAMI(s) will be unavailable and perform AMF reselection as defined in TS 23.501 [9].

The NG-RAN node shall, if supported, act accordingly as specified in TS 23.501 [9], based on the presence or absence of the Timer Approach for GUAMI Removal IE.
If the Backup AMF Name IE is included in the AMF STATUS INDICATION message, the NG-RAN node shall, if supported, perform AMF reselection considering the AMF as indicated by the Backup AMF Name IE.
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