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Introduction
At the last meeting, based on the discussion in R3-182259, it was agreed that the gNB-CU does not always need to read the RRC container (CellGroupConfig) generated by the gNB-DU. Based on this, it was agreed to introduce the C-RNTI in the UE Context Setup Response message. For the same reason, the C-RNTI should also be added in the Initial UL RRC Message Transfer message.
Proposal 1:	Based on the agreement that the gNB-CU does not need to read the container generated by the gNB-DU, the C-RNTI should be included in the Initial UL RRC Message Transfer.   
Proposal 2:	RAN3 is kindly asked to agree with the TP in Annex I.   
Annex I: TP for SA BL CR for TS 38.473

[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.3.1	INITIAL UL RRC MESSAGE TRANSFER
This message is sent by the gNB-DU to transfer the initial layer 3 message to the gNB-CU over the F1 interface.
Direction: gNB-DU gNB-CU
Editor’s Note: It is FFS whether the C-RNTI is included and the presence. If the CU does not always need or is unable to read the DU To CU RRC Information container, this IE shall be present. This IE has to be present if DU to CU RRC Container IE is not included in this message
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NG-RAN Cell Global Identifier (NR CGI)
	YES
	reject

	C-RNTI
	FFSM
	
	FFS9.3.1.32
	C-RNTI allocated at the gNB-DU
	YES
	reject

	RRC-Container
	M
	
	9.3.1.6
	
	YES
	reject

	DU to CU RRC Container
	O
	
	OCTET STRING 
	CellGroupConfig IE as defined in subclause 6.3.2 in TS 38.331. Required at least to carry SRB1 configuration
	YES
	reject



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- Initial UL RRC Message Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- INITIAL UL RRC Message Transfer
--
-- **************************************************************

InitialULRRCMessageTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ InitialULRRCMessageTransferIEs}},
	...
}

InitialULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI						PRESENCE mandatory	}|
	{ ID id-C-RNTI									CRITICALITY reject	TYPE C-RNTI		PRESENCE mandatory	}|

	{ ID id-RRCContainer				CRITICALITY reject	TYPE RRCContainer				PRESENCE mandatory	}|
	{ ID id-DUtoCURRCContainer		CRITICALITY reject	TYPE DUtoCURRCContainer			PRESENCE optional	},
	...
}

<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
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