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1 Introduction
At last RAN3 meeting, the signaling structure of QoS profile was discussed and the following agreements are achieved,
Remove 5QI IE from higher level; Add 5QI IE as M in non-dynamic part
The remaining FFS on 5QI of QoS profile is whether to add 5QI IE in the dynamic part. It is marked as to be continued in the chairman notes,
Add 5QI IE in dynamic part? To be continued
In [1], we have proposed for TS 38.413 to address the FFS by not adding 5QI in the dynamic descriptor. In this paper, we therefore propose to agree the Text Proposal below to mirror into TS 38.423 the change in [1]. 
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3 Annex: TP for 38.423

START OF CHANGE
9.2.2.7
Dynamic 5QI Descriptor

This IE defines the QoS characteristics for a non-standardized or not pre-configured 5QI for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Priority level
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	Packet Delay Budget
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	Packet Error Rate
	M
	
	<reference>
	For details refer to TS 23.501 [7].

	Delay Critical
	C-ifGBRflow
	
	ENUMERATED (Delay critical, Non-delay critical)
	For details refer to TS 23.501 [7].

	Averaging window
	C-ifGBRflow
	
	<reference>
	For details refer to TS 23.501 [7].

	Maximum Data Burst Volume
	O
	
	<reference>
	For details refer to TS 23.501 [7].


	Condition
	Explanation

	ifGBRflow
	This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.


9.2.2.8
Non dynamic 5QI Descriptor

This IE defines QoS characteristics for a standardized or pre-configured 5QI for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	5QI
	M
	
	INTEGER (0.255)
	See details in TS 24.501 [7}

	Priority level
	O
	
	<reference>
	For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.

	Averaging window
	O
	
	<reference>
	This IE applies to GBR QoS Flows only. For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.

	Maximum Data Burst Volume
	O
	
	<reference>
	For details refer to TS 23.501 [7]. When included overrides standardized or pre-configured value.


END OF CHANGE
