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1   Introduction
In [1, the use case of gNB-CU-CP TEID change for CP-UP separation is discussed. In this paper, the related TP for TS 38.463 is provided.
2   Reference
[1] R3-183288, (TP for CPUP_Split BL CR for TS 38.401): on Clarification on use case of gNB-CU-UP TEID change, Huawei 
3   Text Proposal to TS 38.463
Start of the first change
9.2.2.7
BEARER CONTEXT MODIFICATION REQUIRED
This message is sent by the gNB-CU-UP to inform the gNB-CU-CP that a modification of a bearer context is required (e.g., due to local problems at the gNB-CU-UP).
Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE system
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>S1 DL UP Trasnport Layer Information
	M
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for S1-U. For delivery of DL PDUs.
	-
	-

	>>>>F1 UL UP Trasnport Layer Information
	O
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for F1-U. For delivery of UL PDUs.
	-
	-

	>>>>X2 UL UP Trasnport Layer Information
	O
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for X2-U. For delivery of UL PDUs.
	-
	-

	>>DRB To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>S1 DL UP Parameters
	O
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for S1-U. For delivery of DL PDUs.
	-
	-

	>>>>F1 UL UP Trasnport Layer Information
	O
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for F1-U. For delivery of UL PDUs.
	-
	-

	>>>>X2 UL UP Trasnport Layer Information
	O
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for X2-U. For delivery of UL PDUs.
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	
	
	-
	-

	>>>>S-NSSAI 
	O
	
	
	
	-
	-

	>>>>PDU Session Resource Setup Request Transfer
	M
	
	
	Defined in TS 38.413 [6].
	-
	-

	>>>>DRB To Setup List
	
	1
	
	
	
	

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	
	

	>>>>>>DRB ID
	M
	
	
	
	-
	-

	>>>>NG DL UP Trasnport Layer Information
	M
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	DL TNL address information for NG-U. For delivery of DL PDUs.
	
	

	>>>>F1 UL UP Trasnport Layer Information
	O
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for F1-U. For delivery of UL PDUs.
	-
	-

	>>PDU Session Resource To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>DRB To Setup List
	
	1
	
	
	
	

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	
	

	>>>>>>DRB ID
	M
	
	
	
	-
	-

	>>>>NG DL UP Trasnport Layer Information
	M
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	DL TNL address information for NG-U. For delivery of DLL PDUs.
	
	

	>>>>F1 UL UP Trasnport Layer Information
	O
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for F1-U. For delivery of UL PDUs.
	-
	-

	>>>>DRB To Modify List
	
	0.. 1
	
	
	
	

	>>>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>S1 UL UP Trasnport Layer Information
	M
	
	
	
	
	

	>>>>F1 UL UP Trasnport Layer Information
	O
	
	GTP Tunnel Endpoint

UP Transport Layer Information
(FFS)
	UL TNL address information for F1-U. For delivery of UL PDUs.
	-
	-


End of the next change
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