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1 Description and Proposal
In R3-183248 it was described how a solution for securing signaling connections can be achieved in a way that addresses all cases where AS security establishment is required. This TP reflects proposals in R3-183248
2 Text Proposal for TS 38.413
-----------------------------------First Change-----------------------------------
8.6
Transport of NAS Messages Procedures
8.6.1
Initial UE Message

8.6.1.1
General

Editor’s Note:
Further details are FFS.
8.6.1.2
Successful Operation
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Figure 8.6.1.2-1: Initial UE message
When the NG-RAN node has received from the radio interface the first UL NAS message transmitted on an RRC connection to be forwarded to an AMF, the NG-RAN node shall invoke the NAS Transport procedure and send the INITIAL UE MESSAGE message to the AMF including the NAS message as a NAS-PDU IE. The NG-RAN node shall allocate a unique RAN UE NGAP ID to be used for the UE and the NG-RAN node shall include this identity in the INITIAL UE MESSAGE message. 

In case of network sharing, the selected PLMN is indicated by the PLMN Identity IE within the TAI IE included in the INITIAL UE MESSAGE message. [FFS for network sharing]
When the NG-RAN node has received from the radio interface the S-TMSI IE, it shall include it in the INITIAL UE MESSAGE message. [FFS on S-TMSI]
If the AMF Group ID IE [FFS] is included in the INITIAL UE MESSAGE message this indicates that the message is a rerouted message and the AMF shall, if supported, use the IE as described in TS 23.502 [10].
If the UE Context Request IE is included in the INITIAL UE MESSAGE message the AMF shall trigger an NG: Initial Context Setup procedure towards the NG-RAN node. 
Editor’s Note:
Further details are FFS.
8.6.1.3
Abnormal Conditions
Editor’s Note:
Further details are FFS.
-----------------------------------Third Change-----------------------------------
9.2.5
NAS Transport Messages

9.2.5.1
INITIAL UE MESSAGE
Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	FFS
	YES
	reject

	RRC Establishment Cause
	FFS
	
	<ref>
	FFS
	YES
	ignore

	S-TMSI
	O
	
	<ref>
	
	YES
	reject

	GUAMI
	O
	
	<ref>
	
	YES
	reject

	AMF Group ID
	O
	
	<ref>
	FFS
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	This IE indicates that a UE context including security information needs to be setup at the NG-RAN
	YES
	ignore


End of Text Proposal for TS 38.413
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