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1   Introduction
This pCR tries to have initial text proposals to W1 interface layer1 part, including:

· Scope

· Reference

· Definitions, symbols and abbreviations
2   Text Proposal

Start of the first change
1
Scope

The present document specifies the standards allowed to implement Layer 1 on the F1 interface. The F1 interface provides means for interconnecting an eNB-CU and an eNB-DU of an eNB within an NG-RAN, or for interconnecting an eNB-CU and an eNB-DU of an eNB within an E-UTRAN.

The specification of transmission delay requirements and O&M requirements are not in the scope of the present document.

In the following 'Layer 1' and ‘Physical Layer’ are assumed to be synonymous.


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA), Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".
[2]
3GPP TS 36.411: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 layer 1".
3
Definitions, symbols and abbreviations
Editor’s Note: Details are FFS.
3.1
Definitions

eNB-CU: a logical node hosting RRC and PDCP layers in case of E-UTRAN, a  logical node hosting RRC, SDAP and PDCP layers in case of NG-RAN.
eNB-DU: a logical node hosting RLC, MAC and PHY layers.
eNB: as defined in TS 36.300 [1]

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TS 36.411 [2] apply.

4
Introduction

The W1 Layer 1 shall comply with the requirements of clauses 4 through 6 in TS 36.411 [2].

End of the next change
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