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1
Introduction

This TP introduces an option EPS TAC in the Served Cell Information, following discussions on CB#63 for an related CR for X2AP.
The reason for including this paramter is that the configured 2-byte EPS TAC is a cell configuration parameter which should come from the gNB-DU, although not broadcast in an NR cell on SIB1.

The DU would need to signal this information as an optional parameter (this only applies to EN-DC and deployments applying mobility restrictions based on TACs)

No Stage 2 TP is necessary, reference to 37.340 and the usage of this new optional IE for applying “Roaming and Access Restrictions”.
The TP is based on the latest endorsed BL CR in R3-182580, additional changes highlighted.

As coordinated with the F1AP rapporteur, the TAC IE was renamed to 5GS TAC to clearly distinguish the IE from the Configured EPS TAC IE. 
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

CN
Core Network

GTP
GPRS Tunnelling Protocol

EN-DC
E-UTRA-NR Dual Connectivity
IE
Information Element
NR CGI 
NR Cell Global Identifier
RRC
Radio Resource Control

SCTP
Stream Control Transmission Protocol
SUL
Supplementary Uplink
TEID
Tunnel Endpoint Identifier

UE
User Equipment

UL
Uplink

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	-

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	
	

	5GS TAC
	M
	
	9.3.1.29
	5GS Tracking Area Code
	YES
	reject

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	-

	CHOICE NR-Mode-Info 
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	-
	-

	>>>UL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	–
	–

	>>>DL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>TDD
	
	
	
	
	-
	-

	>>TDD Info
	
	1
	
	
	-
	-

	>>>FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	SUL Information 
	O
	
	9.3.1.28
	
	-
	-

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration IE defined in TS 38.331 [8].
	–
	–

	Configured EPS TAC
	O
	
	9.3.1.29a
	
	–
	


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.1.29
5GS TAC

This information element is used to identify Tracking Area Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TAC
	M
	
	OCTET STRING (SIZE (3))
	


9.3.1.29a
Configured EPS TAC

This information element is used to identify a configured EPS Tracking Area Code in order to enable application of Roaming and Access Restrictions for EN-DC as specified in TS 37.340 [7]. This IE is configured for the cell, but not broadcast.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Configured EPS TAC
	M
	
	OCTET STRING (SIZE (2))
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Text not modified omitted >>>>>>>>>>>>>>>>>>>>

Served-Cell-Information ::= SEQUENCE {


nRCGI






NRCGI,


nRPCI






NRPCI,


fiveGS-TAC







FiveGS-TAC,


broadcastPLMNs




BroadcastPLMNs-List,


nR-Mode-Info




NR-Mode-Info, 


sUL-Information




SUL-Information 
OPTIONAL, 


measurementTimingConfiguration
OCTET STRING,

configured-EPS-TAC



Configured-EPS-TAC 

OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {Served-Cell-Information-ExtIEs} } OPTIONAL,


...

}

Served-Cell-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

<<<<<<<<<<<<<<<<<<<< Text not modified omitted >>>>>>>>>>>>>>>>>>>>

-- T

FiveGS-TAC ::= OCTET STRING (SIZE(3))
Configured-EPS-TAC ::= OCTET STRING (SIZE(3))
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
