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1
Introduction
This paper discusses and proposes to introduce C-RNTI in UE Context Modification Response message in TS 38.473. The TP is also provided in the Annex.
2
Discussion

Currently, C-RNTI is defined in UE Context Setup Response message, but not defined in UE Context Modification Response message. Since gNB-DU may change C-RNTI in the UE Context Modification Response message, it is essential to define it in that message. Otherwise, gNB-CU has to decode the RRC container to know the C-RTNI allocated by the gNB-DU.
Proposal 1: It is proposed to introduce C-RNTI in UE Context Modification Response message as the TP for TS 38.473 provided in the Annex.

3
Conclusions
Proposal 1: It is proposed to introduce C-RNTI in UE Context Modification Response message as the TP for TS 38.473 provided in the Annex.

Text Proposal to TS 38.473 (NR BL CR) 
Beginning of Text Proposal to TS 38.473
9.2.2.8
UE CONTEXT MODIFICATION RESPONSE

This message is sent by the gNB-DU to confirm the modification of a UE context.

Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9].
	YES
	ignore

	DU To CU RRC Information


	O
	
	9.3.1.26
	
	YES
	reject

	DRB Setup List
	
	0..1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>LCID
	O
	
	9.3.1.35
	LCID for primary path if PDCP duplication is applied
	
	

	>>DL UP TNL Information to be setup List
	
	1
	
	
	
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>LCID
	O
	
	9.3.1.35
	LCID for primary path if PDCP duplication is applied
	
	

	>>DL UP TNL Information to be setup List
	
	1
	
	
	
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	SRB Failed to be Setup List
	
	0..1
	
	The List of SRBs which are failed to be established.
	YES
	ignore

	>SRB Failed to be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	DRB Failed to be Setup List
	
	0..1
	
	The List of DRBs which are failed to be setup.
	YES
	ignore

	>DRB Failed to be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	DRB Failed to be Modified List
	
	0..1
	
	The List of DRBs which are failed to be modified.
	YES
	ignore

	>DRB Failed to be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	SCell Failed To Setup List
	
	0..1
	
	
	
	

	>SCell Failed to Setup Item
	
	1 .. <maxnoofSCells>
	
	
	
	

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	
	

	>>Cause
	O
	
	9.3.1.2
	
	
	

	Inactivity Monitoring Response
	O
	
	ENUMERATED (Not-supported, …)
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	C-RNTI
	O
	
	9.3.1.32
	C-RNTI allocated at the gNB-DU
	YES
	ignore


	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLUPTNLInformation
	Maximum no. of DL UP TNL Information allowed towards one DRB, the maximum value is 2.


Next Text Proposal to TS 38.473
9.4.4
PDU Definitions
<<skipped>>
-- **************************************************************

--

-- UE CONTEXT MODIFICATION RESPONSE

--

-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationResponseIEs} },


...

}

UEContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-DUtoCURRCInformation




CRITICALITY reject
TYPE DUtoCURRCInformation






PRESENCE optional}|


{ ID id-DRBs-SetupMod-List





CRITICALITY ignore
TYPE DRBs-SetupMod-List







PRESENCE optional}|


{ ID id-DRBs-Modified-List





CRITICALITY ignore
TYPE DRBs-Modified-List







PRESENCE optional}|


{ ID id-SRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE SRBs-FailedToBeSetupMod-List



PRESENCE optional
}|


{ ID id-DRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE DRBs-FailedToBeSetupMod-List



PRESENCE optional
}|


{ ID id-SCell-FailedtoSetupMod-List



CRITICALITY ignore
TYPE SCell-FailedtoSetupMod-List



PRESENCE optional
}|

{ ID id-DRBs-FailedToBeModified-List


CRITICALITY ignore
TYPE DRBs-FailedToBeModified-List



PRESENCE optional
}|

{ ID id-InactivityMonitoringResponse


CRITICALITY reject
TYPE InactivityMonitoringResponse



PRESENCE optional
}|

{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
},


...,


{ ID id-C-RNTI








CRITICALITY ignore
TYPE C-RNTI










PRESENCE optional
}
}

End of Text Proposal to TS 38.473

