3GPP TSG-RAN WG3#101



        

R3-184577
Goteborg, Sweden, 20-24 August 2018 
Agenda Item:
31.3.1.12
Source:
CATT 

Title:
TP for NR BL CR for TS 38.413: Correction on Path Switch ACK
Document for:
Discussion and Decision
1. Introduction
According to the current BL CR [1], the UL NG-U UP TNL Information IE and Security Indication IE are both optional within the Path Switch Request Acknowledge Transfer IE of the Path Switch Request ACK message. Therefore, the Path Switch Request Acknowledge Transfer IE should be an optional IE.
2. Reference

[1] R3-184387, Baseline CR for TS 38.413 covering agreements of RAN3#AH1807
3. Text Proposal for TS 38.413
///////////////////////////////////////////////////////Text Proposal/////////////////////////////////////////////////////////////////////////////
9.2.3.9
PATH SWITCH REQUEST ACKNOWLEDGE

This message is sent by the AMF to inform the NG-RAN node that the path switch has been successfully completed in the 5GC.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	UE Security Capabilities
	O
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	PDU Session Resource Switched List
	
	1 
	
	
	YES
	ignore

	>PDU Session Resource Switched Item IEs
	
	1..<maxnoofPDUSessions> 
	
	
	EACH
	ignore

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Acknowledge Transfer
	O
	
	OCTET STRING
	Containing the Path Switch Request Acknowledge Transfer IE specified in subclause 9.3.4.9.
	-
	

	PDU Session Resource Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Released Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Path Switch Request Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the Path Switch Request Unsuccessful Transfer IE specified in subclause 9.3.4.20.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	ignore

	Core Network Assistance Information 
	O
	
	9.3.1.15
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


///////////////////////////////////////////////////////unchanged omited/////////////////////////////////////////////////////////////////////////////
-- **************************************************************

--

-- PATH SWITCH REQUEST ACKNOWLEDGE

--

-- **************************************************************

PathSwitchRequestAcknowledge ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { PathSwitchRequestAcknowledgeIEs} },


...

}

PathSwitchRequestAcknowledgeIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID







CRITICALITY ignore
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY ignore
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-UESecurityCapabilities





CRITICALITY reject
TYPE UESecurityCapabilities






PRESENCE optional

}|


{ ID id-SecurityContext







CRITICALITY reject
TYPE SecurityContext








PRESENCE mandatory
}|


{ ID id-NewSecurityContextInd





CRITICALITY ignore
TYPE NewSecurityContextInd






PRESENCE optional

}|

{ ID id-PDUSessionResourceSwitchedList



CRITICALITY ignore
TYPE PDUSessionResourceSwitchedList



PRESENCE mandatory
}|


{ ID id-PDUSessionResourceReleasedListPSAck


CRITICALITY ignore
TYPE PDUSessionResourceReleasedListPSAck

PRESENCE optional

}|

{ ID id-AllowedNSSAI







CRITICALITY ignore
TYPE AllowedNSSAI









PRESENCE mandatory
}|

{ ID id-CoreNetworkAssistanceInformation


CRITICALITY ignore
TYPE CoreNetworkAssistanceInformation


PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics






PRESENCE optional

},


...

}

PDUSessionResourceSwitchedList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceSwitchedItemIEs} }

PDUSessionResourceSwitchedItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceSwitchedItem

CRITICALITY reject
TYPE PDUSessionResourceSwitchedItem

PRESENCE mandatory
},


...

}

PDUSessionResourceSwitchedItem ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pathSwitchRequestAcknowledgeTransfer

OCTET STRING (CONTAINING PathSwitchRequestAcknowledgeTransfer)


OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { { PDUSessionResourceSwitchedItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSwitchedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceReleasedListPSAck ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceReleasedItemPSAckIEs} }

PDUSessionResourceReleasedItemPSAckIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceReleasedItemPSAck

CRITICALITY ignore 
TYPE PDUSessionResourceReleasedItemPSAck

PRESENCE mandatory
},


...

}

PDUSessionResourceReleasedItemPSAck ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pathSwitchRequestUnsuccessfulTransfer

OCTET STRING (CONTAINING PathSwitchRequestUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleasedItemPSAck-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleasedItemPSAck-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
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