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Introduction

There have been some discussion for the NR neighbor cell and serving cell information. To be specific, the mapping between NCGI and PLMN. In this contribution, we provide the TP for the NR Served Cell Information for TS38.473.

Discussion
For NR Served Cell Information, RAN2 has agreed that the TAC and CGI is signalled per PLMN in NR/5GC in SIB1. However, for X2 interface, the NR Served Cell Information structure shows that one NCGI is followed by a PLMN list. In order to reflect the RAN2 agreements in the above issue, the the Serving NR Cell Information in F1 interface could be updated as follows:

9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	-

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	
	

	5GS TAC
	M
	
	9.3.1.29
	5GS Tracking Area Code
	YES
	reject

	Configured EPS TAC
	O
	
	9.3.1.29a
	
	–
	

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	-

	>TAI Slice Support List
	O
	
	Slice Support List

9.3.1.37
	Supported S-NSSAIs per TA. 
	YES
	ignore

	>NR CGI
	O
	
	9.3.1.12
	
	–
	–

	>5GS TAC
	O
	
	9.3.1.29
	5GS Tracking Area Code
	–
	–

	>Configured EPS TAC
	O
	
	9.3.1.29a
	
	–
	–

	CHOICE NR-Mode-Info 
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	-
	-

	>>>UL FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	>>>DL FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>TDD
	
	
	
	
	-
	-

	>>TDD Info
	
	1
	
	
	-
	-

	>>> NR FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
	–
	–

	RANAC
	O
	
	9.3.1.57
	RAN Area Code
	YES
	ignore


