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1   Introduction
The Location Reporting Reference ID is used to identify the corresponding Area of Interest when reporting type ‘report UE moving presence into or out of the Area of Interest’ when location reporting is initiated from AMF.  

And this IE is set to mandatory in the Location Information IE in Location Report message on NGAP. 

Therefore, when the location reporting configuration is transferred from source NG-RAN node to target NG-RA node on Xn the Location Reporting Reference ID IE should be also mandatory.
This contribution proposes to correct this issue in XnAP spec.

2   TP to 38.423 BL CR
<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
9.2.3.48
Area of Interest

This IE indicates the area of interest.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	List of Area Of Interest
	
	1..

<maxnoofAoIs>
	
	

	>List of TAIs
	
	0..1
	
	

	>>TAI List Item
	
	1..< maxnoofTAIsinAoI >
	
	

	>>>PLMN
	M
	
	9.2.2.4
	

	>>>TAC
	M
	
	9.2.2.5
	

	>List of Cells
	
	0..1
	
	This IE may need to be refined with SA2.

	>>Cell List Item
	
	1..<maxnoofcellsinAoI>
	
	

	>>>PLMN
	M
	
	9.2.2.4
	

	>>>NG-RAN Cell Identity
	M
	
	9.2.2.9
	

	>Location Reporting Reference ID
	M
	
	9.2.3.58
	


	Range bound
	Explanation

	maxnoofAOIs
	Maximum no. of areas of interest. Value is 64.

	maxnoofTAIsinAoI
	Maximum no. of tracking areas in an area of interest. Value is 16.

	maxnoofcellsinAoI
	Maximum no. of cells in an Area of Interest. Value is 256. This value may need to be refined.


<<<<<<<<<<<<<<<<<<<< Next Text Proposal >>>>>>>>>>>>>>>>>>>>
-- A

<skip unchanged part>
AreaOfInterest-Item ::= SEQUENCE {

listOfTAIs





ListOfTAIsinAoI











OPTIONAL,


listOfCells





ListOfCells












OPTIONAL,


locationReportingReferenceID
LocationReportingReferenceID







,


iE-Extensions




ProtocolExtensionContainer { {AreaOfInterest-Item-ExtIEs} } OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
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