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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ABS
Almost Blank Subframe

BBF
Broadband Forum

BL
Bandwidth reduced Low complexity

CCO
Cell Change Order

CE
Coverage Enhancement

CoMP
Coordinated Multi Point

DC
Dual Connectivity

DL
Downlink

EARFCN
E-UTRA Absolute Radio Frequency Channel Number

E-CID
Enhanced Cell-ID (positioning method)

eNB
E-UTRAN NodeB

EN-DC
E-UTRA-NR Dual Connectivity

EP
Elementary Procedure

EPC
Evolved Packet Core

E-RAB
E-UTRAN Radio Access Bearer

E-UTRAN
Evolved UTRAN

GNSS
Global Navigation Satellite System

GUMMEI
Globally Unique MME Identifier

HFN
Hyper Frame Number

IE
Information Element

L-GW
Local GateWay

LWA
LTE-WLAN Aggregation

MCG
Master Cell Group

MDT
Minimization of Drive Tests

MeNB
Master eNB

MME
Mobility Management Entity

MTSI
Multimedia Telephony Service for IMS

NAICS
Network-Assisted Interference Cancellation and Suppression

NR
New Radio

PDCP
Packet Data Convergence Protocol

PLMN
Public Land Mobile Network

ProSe
Proximity Service

QMC
QoE Measurement Collection

QoE
Quality of Experience

SCG
Secondary Cell Group

S-GW
Serving Gateway

SeNB
Secondary eNB

SgNB
Secondary gNB

SIPTO
Selected IP Traffic Offload

SIPTO@LN
Selected IP Traffic Offload at the Local Network

SN
Sequence Number
SSID
Service Set Identifier
TAC
Tracking Area Code

UE
User Equipment

UL
Uplink

V2X
Vehicle-to-Everything

WLAN
Wireless Local Area Network

WT
WLAN Termination
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8.2.1
Handover Preparation

8.2.1.1
General

This procedure is used to establish necessary resources in an eNB for an incoming handover.

The procedure uses UE-associated signalling.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation

The source eNB initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. When the source eNB sends the HANDOVER REQUEST message, it shall start the timer TRELOCprep. 

The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
The source eNB may include in the GUMMEI IE any GUMMEI corresponding to the source MME node.

If at least one of the requested non-GBR E-RABs is admitted to the cell indicated by the Target Cell ID IE, the target eNB shall reserve necessary resources, and send the HANDOVER REQUEST ACKNOWLEDGE message back to the source eNB. The target eNB shall include the E-RABs for which resources have been prepared at the target cell in the E-RABs Admitted List IE. The target eNB shall include the E-RABs that have not been admitted in the E-RABs Not Admitted List IE with an appropriate cause value.

At reception of the HANDOVER REQUEST message the target eNB shall:
-
prepare the configuration of the AS security relation between the UE and the target eNB by using the information in the UE Security Capabilities IE and the AS Security Information IE in the UE Context Information IE.
For each E-RAB for which the source eNB proposes to do forwarding of downlink data, the source eNB shall include the DL Forwarding IE within the E-RABs To be Setup Item IE of the HANDOVER REQUEST message. For each E-RAB that it has decided to admit, the target eNB may include the DL GTP Tunnel Endpoint IE within the E-RABs Admitted Item IE of the HANDOVER REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. This GTP tunnel endpoint may be different from the corresponding GTP TEID IE in the E-RAB To Be Switched in Downlink List IE of the PATH SWITCH REQUEST message (see TS 36.413 [4]) depending on implementation choice.

For each bearer in the E-RABs Admitted List IE, the target eNB may include the UL GTP Tunnel Endpoint IE to indicate that it requests data forwarding of uplink packets to be performed for that bearer.

Upon reception of the HANDOVER REQUEST ACKNOWLEDGE message the source eNB shall stop the timer TRELOCprep, start the timer TX2RELOCoverall and terminate the Handover Preparation procedure. The source eNB is then defined to have a Prepared Handover for that X2 UE-associated signalling.

If the Trace Activation IE is included in the HANDOVER REQUEST message then the target eNB shall, if supported, initiate the requested trace function as described in TS 32.422 [6]. In particular, the target eNB shall, if supported:

-
if the Trace Activation IE does not include the MDT Configuration IE, initiate the requested trace session as described in TS 32.422 [6];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT and Trace” initiate the requested trace session and MDT session as described in TS 32.422 [6];

-
if the Trace Activation IE includes the MDT Activation IE, within the MDT Configuration IE, set to “Immediate MDT Only” initiate the requested MDT session as described in TS 32.422 [6] and the target eNB shall ignore Interfaces To Trace IE, and Trace Depth IE;

-
if the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, store this information and take it into account in the requested MDT session;

-
if the Trace Activation IE includes the Signalling based MDT PLMN List IE, within the MDT Configuration IE, the eNB may use it to propagate the MDT Configuration as described in TS 37.320 [31];

-
if the Trace Activation IE includes the UE Application layer measurement configuration IE, initiate the requested trace session and QoE Measurement Collection function as described in TS 36.300 [15].

-
if the Trace Activation IE includes the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [31].
-
if the Trace Activation IE includes the WLAN Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [31].
<Next modification>
9.2.56
MDT Configuration

The IE defines the MDT configuration parameters.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Immediate MDT and Trace, …)
	
	–
	–

	CHOICE Area Scope of MDT
	M
	
	
	
	–
	–

	>Cell Based
	
	
	
	
	–
	–

	>>Cell ID List for MDT
	
	1..<maxnoofCellIDforMDT>
	
	
	–
	–

	>>>ECGI
	M
	
	9.2.14
	
	–
	–

	>TA Based
	
	
	
	
	–
	–

	>>TA List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	–
	–

	>>>TAC
	M
	
	OCTET STRING (2)
	Tracking Area Code.

The TAI is derived using the current serving PLMN.
	–
	–

	>PLMN Wide
	
	
	NULL
	
	–
	–

	>TAI based
	
	
	
	
	
	

	>>TAI List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	
	

	>>>TAC
	M
	
	OCTET STRING (2)
	Tracking Area Code
	
	

	>>>PLMN Identity
	M
	
	9.2.4
	
	
	

	Measurements to Activate
	M
	
	BITSTRING

(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [25].

First Bit = M1,

Second Bit = M2,

Third Bit = M3,

Fourth Bit = M4,

Fifth Bit = M5,

Sixth Bit = logging of M1 from event triggered measurement reports according to existing RRM configuration.

Seventh Bit = M6,

Eighth Bit = M7.
Value “1” indicates “activate” and value “0” indicates “do not activate”.
	–
	–

	M1 Reporting Trigger
	M
	
	ENUMERATED (periodic, A2event-triggered, …, A2event-triggered periodic)
	This IE shall be ignored if the Measurements to Activate IE has the first bit set to “0”.
	–
	–

	M1 Threshold Event A2
	C-ifM1A2trigger
	
	
	Included in case of event-triggered or event-triggered periodic reporting for measurement M1
	–
	–

	>CHOICE Threshold
	M
	
	
	
	–
	–

	>>RSRP
	
	
	
	
	–
	–

	>>>Threshold RSRP
	M
	
	INTEGER (0..97)
	This IE is defined in TS 36.331 [9].
	–
	–

	>>RSRQ
	
	
	
	
	–
	–

	>>>Threshold RSRQ
	M
	
	INTEGER (0..34)
	This IE is defined in TS 36.331 [9].
	–
	–

	M1 Periodic reporting
	C-ifperiodicMDT
	
	
	Included in case of periodic or event-triggered periodic reporting for measurement M1
	–
	–

	>Report interval
	M
	
	ENUMERATED ( ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60)
	This IE is defined in TS 36.331 [9].
	–
	–

	>Report amount
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity)
	Number of reports
	–
	–

	M3 Configuration
	C-ifM3
	
	9.2.61
	
	YES
	ignore

	M4 Configuration
	C-ifM4
	
	9.2.62
	
	YES
	ignore

	M5 Configuration
	C-ifM5
	
	9.2.63
	
	YES
	ignore

	MDT Location Information
	O
	
	BITSTRING(SIZE(8))
	Each position in the bitmap represents requested location information as defined in TS 37.320 [31].

First Bit = GNSS

Second Bit = E-CID information.

Other bits are reserved for future use and are ignored if received.

Value “1” indicates “activate” and value “0” indicates “do not activate”.

The eNB shall ignore the first bit unless the Measurements to Activate IE has the first bit or the sixth bit set to “1”.
	YES
	ignore

	Signalling based MDT PLMN List
	O
	
	MDT PLMN List

9.2.64
	
	YES
	ignore

	M6 Configuration
	C-ifM6
	
	9.2.87
	
	YES
	ignore

	M7 Configuration
	C-ifM7
	
	9.2.88
	
	YES
	ignore

	Bluetooth Measurement Configuration
	O
	
	9.2.xx
	
	YES
	ignore

	WLAN Measurement Configuration
	O
	
	9.2.yy
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.


	Condition
	Explanation

	ifM1A2trigger
	This IE shall be present if the Measurements to Activate IE has the first bit set to "1" and the M1 Reporting Trigger IE is set to "A2event-triggered" or to “A2event-triggered periodic”.

	ifperiodicMDT
	This IE shall be present if the M1 Reporting Trigger IE is set to "periodic" or to “A2event-triggered periodic”.

	ifM3
	This IE shall be present if the Measurements to Activate IE has the third bit set to “1”.

	ifM4
	This IE shall be present if the Measurements to Activate IE has the fourth bit set to “1”.

	ifM5
	This IE shall be present if the Measurements to Activate IE has the fifth bit set to “1”.

	ifM6
	This IE shall be present if the Measurements to Activate IE has the seventh bit set to “1”.

	ifM7
	This IE shall be present if the Measurements to Activate IE has the eighth bit set to “1”.
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9.2.87
M6 Configuration

This IE defines the parameters for M6 measurement collection.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M6 Report Interval
	M
	
	ENUMERATED (ms1024, ms2048, ms5120, ms10240, …)
	

	M6 Delay Threshold
	C-ifUL 
	
	ENUMERATED (ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300, ms500, ms750, …)
	

	M6 Links to log
	M
	
	ENUMERATED(uplink, downlink, both-uplink-and-downlink, …)
	


	Condition
	Explanation

	ifUL
	This IE shall be present if the M6 Links to log IE is set to “uplink” or to “both-uplink-and-downlink”.


9.2.88
M7 Configuration

This IE defines the parameters for M7 measurement collection.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M7 Collection Period
	M
	
	INTEGER (1..60, …)
	Unit: minutes

	M7 Links to log
	M
	
	ENUMERATED(uplink, downlink, both-uplink-and-downlink, …)
	


9.2.xx
Bluetooth Measurement Configuration

This IE defines the parameters for Bluetooth measurement collection.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bluetooth Measurement Configuration
	M
	
	ENUMERATED (Setup, …)
	

	Bluetooth Measurement Configuration Name List
	
	0..1
	
	

	>Bluetooth Measurement Configuration Name Item IEs
	
	1 .. <maxnoofBluetoothName>
	
	

	>>Bluetooth Measurement Configuration Name
	M
	
	OCTET STRING (SIZE (1..248))
	

	BT RSSI
	O
	
	ENUMERATED (True, …)
	In case of Immediate MDT, it corresponds to M8 measurement as defined in 37.320 [31].


	Range bound
	Explanation

	maxnoofBluetoothname
	Maximum no. of Bluetooth local name used for Bluetooth measurement collection, the maximum value is 4.


9.2.yy
WLAN Measurement Configuration

This IE defines the parameters for WLAN measurement collection.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	WLAN Measurement Configuration
	M
	
	ENUMERATED (Setup, …)
	

	WLAN Measurement Configuration Name List
	
	0..1
	
	

	>WLAN Measurement Configuration Name Item IEs
	
	1 .. <maxnoofWLANName>
	
	

	>>WLAN Measurement Configuration Name
	M
	
	OCTET STRING (SIZE (1..32))
	

	WLAN RSSI
	O
	
	ENUMERATED (True, …)
	In case of Immediate MDT, it corresponds to M8 as defined in 37.320 [31].

	WLAN RTT
	O
	
	ENUMERATED (True, …)
	For Immediate MDT, it corresponds to M9 as defined in 37.320 [31].


	Range bound
	Explanation

	maxnoofWLANname
	Maximum no. of WLAN SSID used for WLAN measurement collection, the maximum value is 4.
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9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-E-RAB-Item,


id-Number-of-Antennaports,

id-MBSFN-Subframe-Info,

id-PRACH-Configuration,


id-CSG-Id,


id-MDTConfiguration,

id-SignallingBasedMDTPLMNList,


id-MultibandInfoList,


id-FreqBandIndicatorPriority,


id-NeighbourTAC,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-MBMS-Service-Area-List,


id-HO-cause,


id-eARFCNExtension,


id-DL-EARFCNExtension,


id-UL-EARFCNExtension,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-NRrestriction,


id-AdditionalSpecialSubframe-Info,


id-UEID,


id-enhancedRNTP,


id-ProSeUEtoNetworkRelaying,


id-M6Configuration,


id-M7Configuration,


id-OffsetOfNbiotChannelNumberToDL-EARFCN,


id-OffsetOfNbiotChannelNumberToUL-EARFCN,

id-AdditionalSpecialSubframeExtension-Info,


id-BandwidthReducedSI,


id-extended-e-RAB-MaximumBitrateDL,


id-extended-e-RAB-MaximumBitrateUL,


id-extended-e-RAB-GuaranteedBitrateDL,


id-extended-e-RAB-GuaranteedBitrateUL,


id-extended-uEaggregateMaximumBitRateDownlink,


id-extended-uEaggregateMaximumBitRateUplink,


id-E-RABUsageReport-Item,


id-SecondaryRATUsageReport-Item,


id-UEAppLayerMeasConfig,


id-DL-scheduling-PDCCH-CCE-usage,


id-UL-scheduling-PDCCH-CCE-usage,


id-DownlinkPacketLossRate,


id-UplinkPacketLossRate,


id-serviceType,


id-ProtectedEUTRAResourceIndication,


id-NRS-NSSS-PowerOffset,


id-NSSS-NumOccasionDifferentPrecoder,

id-BluetoothMeasurementConfiguration,


id-WLANMeasurementConfiguration,

maxnoofBearers,

maxCellineNB,


maxEARFCN,


maxEARFCNPlusOne,


newmaxEARFCN,


maxInterfaces,


maxnoofBands,


maxnoofBPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,

maxnoofPRBs,


maxNrOfErrors,

maxPools,


maxnoofMBSFN,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMBMSServiceAreaIdentities,


maxnoofMDTPLMNs,


maxnoofCoMPHypothesisSet,


maxnoofCoMPCells,


maxUEReport,


maxCellReport,


maxnoofPA,


maxCSIProcess,


maxCSIReport,


maxSubband,


maxnooftimeperiods,


maxnoofCellIDforQMC,


maxnoofTAforQMC,


maxnoofPLMNforQMC,

maxUEsinengNBDU,


maxnoofProtectedResourcePatterns,


maxnoNRcellsSpectrumSharingWithE-UTRA,


maxnoofNrCellBands,

maxnoofBluetoothName,


maxnoofWLANName
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-- B

BandwidthReducedSI::= ENUMERATED {


scheduled,


...

}

BearerType ::= ENUMERATED {


non-IP,


...

}

BenefitMetric ::= INTEGER (-101..100, ...)

BitRate ::= INTEGER (0..10000000000)

BroadcastPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF PLMN-Identity
BluetoothMeasurementConfiguration ::= SEQUENCE {

bluetoothMeasConfig             BluetoothMeasConfig,

bluetoothMeasConfigNameList

BluetoothMeasConfigNameList       OPTIONAL,

bt-rssi                         ENUMERATED {true, ...}            OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { { BluetoothMeasurementConfiguration-ExtIEs } } OPTIONAL,


...

}

BluetoothMeasurementConfiguration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
BluetoothMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofBluetoothName)) OF BluetoothName,

BluetoothMeasConfig::= ENUMERATED {setup,...}
BluetoothName ::= OCTET STRING (SIZE (1..248))

-- C

CapacityValue ::= INTEGER (0..100)
Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}
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-- M

M1PeriodicReporting ::= SEQUENCE { 


reportInterval



ReportIntervalMDT,


reportAmount



ReportAmountMDT,


iE-Extensions



ProtocolExtensionContainer { { M1PeriodicReporting-ExtIEs} } OPTIONAL,


...

}


M1PeriodicReporting-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

M1ReportingTrigger::= ENUMERATED{


periodic,


a2eventtriggered,


...,


a2eventtriggered-periodic

}

M1ThresholdEventA2 ::= SEQUENCE { 


measurementThreshold

MeasurementThresholdA2,


iE-Extensions



ProtocolExtensionContainer { { M1ThresholdEventA2-ExtIEs} } OPTIONAL,


...

}

M1ThresholdEventA2-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

M3Configuration ::= SEQUENCE {


m3period


M3period,


iE-Extensions

ProtocolExtensionContainer { { M3Configuration-ExtIEs} } OPTIONAL,


...

}

M3Configuration-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

M3period ::= ENUMERATED {ms100, ms1000, ms10000, ... } 

M4Configuration ::= SEQUENCE {


m4period


M4period,


m4-links-to-log

Links-to-log,


iE-Extensions

ProtocolExtensionContainer { { M4Configuration-ExtIEs} } OPTIONAL,


...

}

M4Configuration-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

M4period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5Configuration ::= SEQUENCE {


m5period


M5period,


m5-links-to-log

Links-to-log,


iE-Extensions

ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,


...

}

M5Configuration-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

M5period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... }

M6Configuration ::= SEQUENCE {


m6report-interval
M6report-interval,


m6delay-threshold
M6delay-threshold
OPTIONAL,

-- This IE shall be present if the M6 Links to log IE is set to “uplink” or to “both-uplink-and-downlink” --


m6-links-to-log

Links-to-log,


iE-Extensions

ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,


...

}

M6Configuration-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

M6report-interval ::= ENUMERATED { ms1024, ms2048, ms5120, ms10240, ... } 

M6delay-threshold ::= ENUMERATED { ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300, ms500, ms750, ... }

M7Configuration ::= SEQUENCE {


m7period


M7period,


m7-links-to-log

Links-to-log,


iE-Extensions

ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,


...

}

M7Configuration-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

M7period ::= INTEGER(1..60, ...)

MakeBeforeBreakIndicator::= ENUMERATED {true, ...}

ManagementBasedMDTallowed ::= ENUMERATED {allowed, ...}

Masked-IMEISV ::= BIT STRING (SIZE (64))

MDT-Activation

::= ENUMERATED { 


immediate-MDT-only,


immediate-MDT-and-Trace,


...

}

MDT-Configuration ::= SEQUENCE {


mdt-Activation



MDT-Activation,


areaScopeOfMDT



AreaScopeOfMDT,


measurementsToActivate

MeasurementsToActivate,


m1reportingTrigger


M1ReportingTrigger,


m1thresholdeventA2


M1ThresholdEventA2


OPTIONAL,

-- Included in case of event-triggered, or event-triggered periodic reporting for measurement M1


m1periodicReporting


M1PeriodicReporting


OPTIONAL,

-- Included in case of periodic, or event-triggered periodic reporting for measurement M1


iE-Extensions



ProtocolExtensionContainer { { MDT-Configuration-ExtIEs} } OPTIONAL,


...

}

MDT-Configuration-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ID id-M3Configuration



CRITICALITY ignore
EXTENSION M3Configuration

PRESENCE conditional}|


{ID id-M4Configuration



CRITICALITY ignore
EXTENSION M4Configuration

PRESENCE conditional}|


{ID id-M5Configuration



CRITICALITY ignore
EXTENSION M5Configuration

PRESENCE conditional}|


{ID id-MDT-Location-Info


CRITICALITY ignore
EXTENSION MDT-Location-Info

PRESENCE optional}|


{ID id-SignallingBasedMDTPLMNList
CRITICALITY ignore
EXTENSION MDTPLMNList


PRESENCE optional}|


{ID id-M6Configuration



CRITICALITY ignore
EXTENSION M6Configuration

PRESENCE conditional}|


{ID id-M7Configuration



CRITICALITY ignore
EXTENSION M7Configuration

PRESENCE conditional}|


{ ID id-BluetoothMeasurementConfiguration

CRITICALITY ignore
EXTENSION BluetoothMeasurementConfiguration

PRESENCE optional}|


{ ID id-WLANMeasurementConfiguration

CRITICALITY ignore
EXTENSION WLANMeasurementConfiguration

PRESENCE optional},

...

}

MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMN-Identity

MDT-Location-Info ::= BIT STRING (SIZE (8))

Measurement-ID
::= INTEGER (1..4095, ...) 
MeasurementsToActivate::= BIT STRING (SIZE (8))

MeasurementThresholdA2 ::= CHOICE { 


threshold-RSRP



Threshold-RSRP,


threshold-RSRQ



Threshold-RSRQ,


...

}

MeNBResourceCoordinationInformation ::= SEQUENCE {


eUTRA-Cell-ID




ECGI,


uLCoordinationInformation

BIT STRING (SIZE(6..4400, ...)),


dLCoordinationInformation

BIT STRING (SIZE(6..4400, ...))

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { MeNBResourceCoordinationInformationExtIEs} }

 OPTIONAL,


...

}

<Next modification>
-- W
WidebandCQI ::= SEQUENCE {


widebandCQICodeword0

INTEGER (0..15, ...),


widebandCQICodeword1

WidebandCQICodeword1

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { WidebandCQI-ExtIEs} } OPTIONAL,


...

}

WidebandCQI-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

WidebandCQICodeword1::= CHOICE {


four-bitCQI







INTEGER (0..15, ...),


three-bitSpatialDifferentialCQI


INTEGER (0..7, ...),


...

}
WLANMeasurementConfiguration ::= SEQUENCE {

wlanMeasConfig             WLANMeasConfig,

wlanMeasConfigNameList

WLANMeasConfigNameList      OPTIONAL,

wlan-rssi                  ENUMERATED {true, ...}            OPTIONAL,

wlan-rtt                   ENUMERATED {true, ...}            OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { { WLANMeasurementConfiguration-ExtIEs } } OPTIONAL,


...

}

WLANMeasurementConfiguration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
WLANMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofWLANName)) OF WLANName,

WLANMeasConfig::= ENUMERATED {setup,...}
WLANName ::= OCTET STRING (SIZE (1..32))

WTID ::= CHOICE {


wTID-Type1


WTID-Type1,


wTID-Type2


WTID-Long-Type2,


...

}

WTID-Type1 ::= SEQUENCE {


pLMN-Identity




PLMN-Identity,


shortWTID





BIT STRING (SIZE(24)),


...

}

WTID-Long-Type2 ::= BIT STRING (SIZE(48))

WT-UE-XwAP-ID ::= OCTET STRING (SIZE (3))
-- X

X2BenefitValue ::= INTEGER (1..8, ...)

-- Y

-- Z

END
<Next modification>
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

id-mobilitySettingsChange









ProcedureCode ::= 12

id-rLFIndication











ProcedureCode ::= 13

id-handoverReport











ProcedureCode ::= 14

id-cellActivation











ProcedureCode ::= 15

id-x2Release












ProcedureCode ::= 16

id-x2APMessageTransfer










ProcedureCode ::= 17

id-x2Removal












ProcedureCode ::= 18

id-seNBAdditionPreparation









ProcedureCode ::= 19

id-seNBReconfigurationCompletion







ProcedureCode ::= 20

id-meNBinitiatedSeNBModificationPreparation





ProcedureCode ::= 21

id-seNBinitiatedSeNBModification







ProcedureCode ::= 22

id-meNBinitiatedSeNBRelease









ProcedureCode ::= 23

id-seNBinitiatedSeNBRelease









ProcedureCode ::= 24

id-seNBCounterCheck











ProcedureCode ::= 25

id-retrieveUEContext










ProcedureCode ::= 26

id-sgNBAdditionPreparation









ProcedureCode ::= 27

id-sgNBReconfigurationCompletion








ProcedureCode ::= 28

id-meNBinitiatedSgNBModificationPreparation





ProcedureCode ::= 29

id-sgNBinitiatedSgNBModification








ProcedureCode ::= 30

id-meNBinitiatedSgNBRelease









ProcedureCode ::= 31

id-sgNBinitiatedSgNBRelease









ProcedureCode ::= 32

id-sgNBCounterCheck











ProcedureCode ::= 33

id-sgNBChange












ProcedureCode ::= 34

id-rRCTransfer












ProcedureCode ::= 35

id-endcX2Setup












ProcedureCode ::= 36

id-endcConfigurationUpdate









ProcedureCode ::= 37

id-secondaryRATDataUsageReport








ProcedureCode ::= 38

id-endcCellActivation










ProcedureCode ::= 39

id-endcPartialReset











ProcedureCode ::= 40

id-eUTRANRCellResourceCoordination







ProcedureCode ::= 41

id-SgNBActivityNotification









ProcedureCode ::= 42

id-endcX2Removal











ProcedureCode ::= 43

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs







INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofCoMPHypothesisSet




INTEGER ::= 256

maxnoofCoMPCells






INTEGER ::= 32

maxUEReport








INTEGER ::= 128

maxCellReport







INTEGER ::= 9

maxnoofPA








INTEGER ::= 3

maxCSIProcess







INTEGER ::= 4

maxCSIReport







INTEGER ::= 2

maxSubband








INTEGER ::= 14

maxofNRNeighbours






INTEGER ::= 1024

maxCellinengNB







INTEGER ::= 16384

--
maxnoofNRCarriers





INTEGER ::= 32

maxnooftimeperiods






INTEGER ::= 2

maxnoofCellIDforQMC






INTEGER ::= 32

maxnoofTAforQMC







INTEGER ::= 8

maxnoofPLMNforQMC






INTEGER ::= 16

maxUEsinengNBDU







INTEGER ::= 8192

maxnoofProtectedResourcePatterns


INTEGER ::= 16

maxnoNRcellsSpectrumSharingWithE-UTRA

INTEGER ::= 64

maxnoofNrCellBands






INTEGER ::= 32
maxnoofBluetoothName




INTEGER ::= 4

maxnoofWLANName






INTEGER ::= 4
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25

id-ServedCellsToModify













ProtocolIE-ID ::= 26

id-ServedCellsToDelete













ProtocolIE-ID ::= 27

id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport















ProtocolIE-ID ::= 29

id-ReportingPeriodicity













ProtocolIE-ID ::= 30

id-CellToReport-Item













ProtocolIE-ID ::= 31

id-CellMeasurementResult












ProtocolIE-ID ::= 32

id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDToAddList













ProtocolIE-ID ::= 34

id-GUGroupIDToDeleteList












ProtocolIE-ID ::= 35

id-SRVCCOperationPossible












ProtocolIE-ID ::= 36

id-Measurement-ID














ProtocolIE-ID ::= 37

id-ReportCharacteristics












ProtocolIE-ID ::= 38

id-ENB1-Measurement-ID













ProtocolIE-ID ::= 39

id-ENB2-Measurement-ID













ProtocolIE-ID ::= 40

id-Number-of-Antennaports












ProtocolIE-ID ::= 41

id-CompositeAvailableCapacityGroup










ProtocolIE-ID ::= 42

id-ENB1-Cell-ID















ProtocolIE-ID ::= 43

id-ENB2-Cell-ID















ProtocolIE-ID ::= 44

id-ENB2-Proposed-Mobility-Parameters









ProtocolIE-ID ::= 45

id-ENB1-Mobility-Parameters












ProtocolIE-ID ::= 46

id-ENB2-Mobility-Parameters-Modification-Range







ProtocolIE-ID ::= 47

id-FailureCellPCI














ProtocolIE-ID ::= 48

id-Re-establishmentCellECGI












ProtocolIE-ID ::= 49

id-FailureCellCRNTI














ProtocolIE-ID ::= 50

id-ShortMAC-I















ProtocolIE-ID ::= 51

id-SourceCellECGI














ProtocolIE-ID ::= 52

id-FailureCellECGI














ProtocolIE-ID ::= 53

id-HandoverReportType













ProtocolIE-ID ::= 54

id-PRACH-Configuration













ProtocolIE-ID ::= 55
id-MBSFN-Subframe-Info













ProtocolIE-ID ::= 56

id-ServedCellsToActivate












ProtocolIE-ID ::= 57

id-ActivatedCellList













ProtocolIE-ID ::= 58

id-DeactivationIndication












ProtocolIE-ID ::= 59

id-UE-RLF-Report-Container












ProtocolIE-ID ::= 60

id-ABSInformation














ProtocolIE-ID ::= 61

id-InvokeIndication














ProtocolIE-ID ::= 62

id-ABS-Status















ProtocolIE-ID ::= 63

id-PartialSuccessIndicator












ProtocolIE-ID ::= 64

id-MeasurementInitiationResult-List










ProtocolIE-ID ::= 65

id-MeasurementInitiationResult-Item










ProtocolIE-ID ::= 66

id-MeasurementFailureCause-Item











ProtocolIE-ID ::= 67

id-CompleteFailureCauseInformation-List









ProtocolIE-ID ::= 68

id-CompleteFailureCauseInformation-Item









ProtocolIE-ID ::= 69

id-CSG-Id
















ProtocolIE-ID ::= 70

id-CSGMembershipStatus













ProtocolIE-ID ::= 71

id-MDTConfiguration














ProtocolIE-ID ::= 72

id-ManagementBasedMDTallowed











ProtocolIE-ID ::= 74

id-RRCConnSetupIndicator












ProtocolIE-ID ::= 75

id-NeighbourTAC















ProtocolIE-ID ::= 76

id-Time-UE-StayedInCell-EnhancedGranularity








ProtocolIE-ID ::= 77

id-RRCConnReestabIndicator












ProtocolIE-ID ::= 78

id-MBMS-Service-Area-List












ProtocolIE-ID ::= 79

id-HO-cause
















ProtocolIE-ID ::= 80

id-TargetCellInUTRAN













ProtocolIE-ID ::= 81

id-MobilityInformation













ProtocolIE-ID ::= 82

id-SourceCellCRNTI














ProtocolIE-ID ::= 83

id-MultibandInfoList













ProtocolIE-ID ::= 84

id-M3Configuration














ProtocolIE-ID ::= 85

id-M4Configuration














ProtocolIE-ID ::= 86

id-M5Configuration














ProtocolIE-ID ::= 87

id-MDT-Location-Info













ProtocolIE-ID ::= 88

id-ManagementBasedMDTPLMNList











ProtocolIE-ID ::= 89

id-SignallingBasedMDTPLMNList











ProtocolIE-ID ::= 90

id-ReceiveStatusOfULPDCPSDUsExtended









ProtocolIE-ID ::= 91

id-ULCOUNTValueExtended













ProtocolIE-ID ::= 92

id-DLCOUNTValueExtended













ProtocolIE-ID ::= 93

id-eARFCNExtension














ProtocolIE-ID ::= 94

id-UL-EARFCNExtension













ProtocolIE-ID ::= 95

id-DL-EARFCNExtension













ProtocolIE-ID ::= 96

id-AdditionalSpecialSubframe-Info










ProtocolIE-ID ::= 97

id-Masked-IMEISV














ProtocolIE-ID ::= 98

id-IntendedULDLConfiguration











ProtocolIE-ID ::= 99

id-ExtendedULInterferenceOverloadInfo









ProtocolIE-ID ::= 100

id-RNL-Header















ProtocolIE-ID ::= 101

id-x2APMessage















ProtocolIE-ID ::= 102

id-ProSeAuthorized














ProtocolIE-ID ::= 103

id-ExpectedUEBehaviour













ProtocolIE-ID ::= 104

id-UE-HistoryInformationFromTheUE










ProtocolIE-ID ::= 105

id-DynamicDLTransmissionInformation










ProtocolIE-ID ::= 106

id-UE-RLF-Report-Container-for-extended-bands







ProtocolIE-ID ::= 107

id-CoMPInformation














ProtocolIE-ID ::= 108

id-ReportingPeriodicityRSRPMR











ProtocolIE-ID ::= 109

id-RSRPMRList















ProtocolIE-ID ::= 110

id-MeNB-UE-X2AP-ID














ProtocolIE-ID ::= 111

id-SeNB-UE-X2AP-ID














ProtocolIE-ID ::= 112

id-UE-SecurityCapabilities












ProtocolIE-ID ::= 113

id-SeNBSecurityKey














ProtocolIE-ID ::= 114

id-SeNBUEAggregateMaximumBitRate










ProtocolIE-ID ::= 115

id-ServingPLMN















ProtocolIE-ID ::= 116

id-E-RABs-ToBeAdded-List












ProtocolIE-ID ::= 117

id-E-RABs-ToBeAdded-Item












ProtocolIE-ID ::= 118

id-MeNBtoSeNBContainer













ProtocolIE-ID ::= 119

id-E-RABs-Admitted-ToBeAdded-List










ProtocolIE-ID ::= 120

id-E-RABs-Admitted-ToBeAdded-Item










ProtocolIE-ID ::= 121

id-SeNBtoMeNBContainer













ProtocolIE-ID ::= 122

id-ResponseInformationSeNBReconfComp









ProtocolIE-ID ::= 123

id-UE-ContextInformationSeNBModReq










ProtocolIE-ID ::= 124

id-E-RABs-ToBeAdded-ModReqItem











ProtocolIE-ID ::= 125

id-E-RABs-ToBeModified-ModReqItem










ProtocolIE-ID ::= 126

id-E-RABs-ToBeReleased-ModReqItem










ProtocolIE-ID ::= 127

id-E-RABs-Admitted-ToBeAdded-ModAckList









ProtocolIE-ID ::= 128

id-E-RABs-Admitted-ToBeModified-ModAckList








ProtocolIE-ID ::= 129

id-E-RABs-Admitted-ToBeReleased-ModAckList








ProtocolIE-ID ::= 130

id-E-RABs-Admitted-ToBeAdded-ModAckItem









ProtocolIE-ID ::= 131

id-E-RABs-Admitted-ToBeModified-ModAckItem








ProtocolIE-ID ::= 132

id-E-RABs-Admitted-ToBeReleased-ModAckItem








ProtocolIE-ID ::= 133

id-E-RABs-ToBeReleased-ModReqd











ProtocolIE-ID ::= 134

id-E-RABs-ToBeReleased-ModReqdItem










ProtocolIE-ID ::= 135

id-SCGChangeIndication













ProtocolIE-ID ::= 136

id-E-RABs-ToBeReleased-List-RelReq










ProtocolIE-ID ::= 137

id-E-RABs-ToBeReleased-RelReqItem










ProtocolIE-ID ::= 138

id-E-RABs-ToBeReleased-List-RelConf










ProtocolIE-ID ::= 139

id-E-RABs-ToBeReleased-RelConfItem










ProtocolIE-ID ::= 140

id-E-RABs-SubjectToCounterCheck-List









ProtocolIE-ID ::= 141

id-E-RABs-SubjectToCounterCheckItem










ProtocolIE-ID ::= 142

id-CoverageModificationList












ProtocolIE-ID ::= 143

id-ReportingPeriodicityCSIR












ProtocolIE-ID ::= 145

id-CSIReportList














ProtocolIE-ID ::= 146

id-UEID

















ProtocolIE-ID ::= 147

id-enhancedRNTP















ProtocolIE-ID ::= 148

id-ProSeUEtoNetworkRelaying












ProtocolIE-ID ::= 149

id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18








ProtocolIE-ID ::= 150

id-ULCOUNTValuePDCP-SNlength18











ProtocolIE-ID ::= 151

id-DLCOUNTValuePDCP-SNlength18











ProtocolIE-ID ::= 152

id-UE-ContextReferenceAtSeNB











ProtocolIE-ID ::= 153

id-UE-ContextKeptIndicator












ProtocolIE-ID ::= 154

id-New-eNB-UE-X2AP-ID-Extension











ProtocolIE-ID ::= 155

id-Old-eNB-UE-X2AP-ID-Extension











ProtocolIE-ID ::= 156

id-MeNB-UE-X2AP-ID-Extension











ProtocolIE-ID ::= 157

id-SeNB-UE-X2AP-ID-Extension











ProtocolIE-ID ::= 158

id-LHN-ID
















ProtocolIE-ID ::= 159

id-FreqBandIndicatorPriority











ProtocolIE-ID ::= 160

id-M6Configuration














ProtocolIE-ID ::= 161

id-M7Configuration














ProtocolIE-ID ::= 162
id-Tunnel-Information-for-BBF











ProtocolIE-ID ::= 163

id-SIPTO-BearerDeactivationIndication









ProtocolIE-ID ::= 164

id-GW-TransportLayerAddress












ProtocolIE-ID ::= 165

id-Correlation-ID














ProtocolIE-ID ::= 166

id-SIPTO-Correlation-ID













ProtocolIE-ID ::= 167

id-SIPTO-L-GW-TransportLayerAddress










ProtocolIE-ID ::= 168

id-X2RemovalThreshold













ProtocolIE-ID ::= 169

id-CellReportingIndicator












ProtocolIE-ID ::= 170

id-BearerType















ProtocolIE-ID ::= 171

id-resumeID
















ProtocolIE-ID ::= 172

id-UE-ContextInformationRetrieve










ProtocolIE-ID ::= 173

id-E-RABs-ToBeSetupRetrieve-Item










ProtocolIE-ID ::= 174

id-NewEUTRANCellIdentifier












ProtocolIE-ID ::= 175

id-V2XServicesAuthorized












ProtocolIE-ID ::= 176

id-OffsetOfNbiotChannelNumberToDL-EARFCN








ProtocolIE-ID ::= 177

id-OffsetOfNbiotChannelNumberToUL-EARFCN








ProtocolIE-ID ::= 178
id-AdditionalSpecialSubframeExtension-Info








ProtocolIE-ID ::= 179

id-BandwidthReducedSI













ProtocolIE-ID ::= 180

id-MakeBeforeBreakIndicator












ProtocolIE-ID ::= 181

id-UE-ContextReferenceAtWT












ProtocolIE-ID ::= 182

id-WT-UE-ContextKeptIndicator











ProtocolIE-ID ::= 183

id-UESidelinkAggregateMaximumBitRate









ProtocolIE-ID ::= 184

id-uL-GTPtunnelEndpoint













ProtocolIE-ID ::= 185

id-DL-scheduling-PDCCH-CCE-usage










ProtocolIE-ID ::= 193

id-UL-scheduling-PDCCH-CCE-usage










ProtocolIE-ID ::= 194

id-UEAppLayerMeasConfig













ProtocolIE-ID ::= 195
id-extended-e-RAB-MaximumBitrateDL










ProtocolIE-ID ::= 196

id-extended-e-RAB-MaximumBitrateUL










ProtocolIE-ID ::= 197

id-extended-e-RAB-GuaranteedBitrateDL









ProtocolIE-ID ::= 198

id-extended-e-RAB-GuaranteedBitrateUL









ProtocolIE-ID ::= 199

id-extended-uEaggregateMaximumBitRateDownlink







ProtocolIE-ID ::= 200

id-extended-uEaggregateMaximumBitRateUplink








ProtocolIE-ID ::= 201

id-NRrestriction















ProtocolIE-ID ::= 202

id-SgNBSecurityKey














ProtocolIE-ID ::= 203

id-SgNBUEAggregateMaximumBitRate











ProtocolIE-ID ::= 204

id-E-RABs-ToBeAdded-SgNBAddReqList










ProtocolIE-ID ::= 205

id-MeNBtoSgNBContainer













ProtocolIE-ID ::= 206

id-SgNB-UE-X2AP-ID














ProtocolIE-ID ::= 207

id-RequestedSplitSRBs













ProtocolIE-ID ::= 208

id-E-RABs-ToBeAdded-SgNBAddReq-Item










ProtocolIE-ID ::= 209

id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAckList







ProtocolIE-ID ::= 210

id-SgNBtoMeNBContainer













ProtocolIE-ID ::= 211 

id-AdmittedSplitSRBs














ProtocolIE-ID ::= 212 

id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAck-Item







ProtocolIE-ID ::= 213 

id-ResponseInformationSgNBReconfComp










ProtocolIE-ID ::= 214 

id-UE-ContextInformation-SgNBModReq










ProtocolIE-ID ::= 215 

id-E-RABs-ToBeAdded-SgNBModReq-Item










ProtocolIE-ID ::= 216 

id-E-RABs-ToBeModified-SgNBModReq-Item









ProtocolIE-ID ::= 217 

id-E-RABs-ToBeReleased-SgNBModReq-Item









ProtocolIE-ID ::= 218 

id-E-RABs-Admitted-ToBeAdded-SgNBModAckList








ProtocolIE-ID ::= 219 

id-E-RABs-Admitted-ToBeModified-SgNBModAckList







ProtocolIE-ID ::= 220 

id-E-RABs-Admitted-ToBeReleased-SgNBModAckList







ProtocolIE-ID ::= 221 

id-E-RABs-Admitted-ToBeAdded-SgNBModAck-Item








ProtocolIE-ID ::= 222 

id-E-RABs-Admitted-ToBeModified-SgNBModAck-Item







ProtocolIE-ID ::= 223 

id-E-RABs-Admitted-ToBeReleased-SgNBModAck-Item







ProtocolIE-ID ::= 224 

id-E-RABs-ToBeReleased-SgNBModReqdList









ProtocolIE-ID ::= 225 

id-E-RABs-ToBeModified-SgNBModReqdList









ProtocolIE-ID ::= 226 

id-E-RABs-ToBeReleased-SgNBModReqd-Item









ProtocolIE-ID ::= 227

id-E-RABs-ToBeModified-SgNBModReqd-Item









ProtocolIE-ID ::= 228

id-E-RABs-ToBeReleased-SgNBChaConfList









ProtocolIE-ID ::= 229 

id-E-RABs-ToBeReleased-SgNBChaConf-Item









ProtocolIE-ID ::= 230 

id-E-RABs-ToBeReleased-SgNBRelReqList









ProtocolIE-ID ::= 231 

id-E-RABs-ToBeReleased-SgNBRelReq-Item









ProtocolIE-ID ::= 232 

id-E-RABs-ToBeReleased-SgNBRelConfList









ProtocolIE-ID ::= 233 

id-E-RABs-ToBeReleased-SgNBRelConf-Item









ProtocolIE-ID ::= 234 

id-E-RABs-SubjectToSgNBCounterCheck-List









ProtocolIE-ID ::= 235 

id-E-RABs-SubjectToSgNBCounterCheck-Item









ProtocolIE-ID ::= 236 

id-RRCContainer















ProtocolIE-ID ::= 237 

id-SRBType
















ProtocolIE-ID ::= 238 

id-Target-SgNB-ID














ProtocolIE-ID ::= 239

id-HandoverRestrictionList












ProtocolIE-ID ::= 240

id-SCGConfigurationQuery













ProtocolIE-ID ::= 241

id-SplitSRB
















ProtocolIE-ID ::= 242

id-UENRMeasurement














ProtocolIE-ID ::= 243

id-InitiatingNodeType-EndcX2Setup










ProtocolIE-ID ::= 244

id-InitiatingNodeType-EndcConfigUpdate









ProtocolIE-ID ::= 245

id-RespondingNodeType-EndcX2Setup










ProtocolIE-ID ::= 246

id-RespondingNodeType-EndcConfigUpdate









ProtocolIE-ID ::= 247

id-NRUESecurityCapabilities












ProtocolIE-ID ::= 248

id-PDCPChangeIndication













ProtocolIE-ID ::= 249

id-ServedEUTRAcellsENDCX2ManagementList









ProtocolIE-ID ::= 250

id-CellAssistanceInformation












ProtocolIE-ID ::= 251

id-Globalen-gNB-ID














ProtocolIE-ID ::= 252

id-ServedNRcellsENDCX2ManagementList










ProtocolIE-ID ::= 253

id-UE-ContextReferenceAtSgNB












ProtocolIE-ID ::= 254

id-SecondaryRATUsageReport












ProtocolIE-ID ::= 255 

id-ActivationID















ProtocolIE-ID ::= 256

id-MeNBResourceCoordinationInformation









ProtocolIE-ID ::= 257
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