3GPP TSG-RAN WG3 #101
R3-185151
Gothenburg, Sweden, 20-24 August 2018
Agenda item:

31.3.1.11
Source:
LG Electronics Inc.
Title:
(TP for NR BL CR for TS 38.413): Further discussions on RRC inactive transition report
Document for:

Discussion and Approval
1. Introduction
This document provides the Text proposal to TS 38.413 to add the UE location information IE in the UE CONTEXT MODIFICATION RESPONSE message.
2. Text proposal to TS 38.413
----------------Start of the First Change---------------
9.2.2.8
UE CONTEXT MODIFICATION RESPONSE

This message is sent by the NG-RAN node to confirm the performed UE context updates.
Direction: NG-RAN node ( AMF

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	RRC State
	O
	
	9.3.1.92
	
	YES
	ignore

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


----------------End of the First Change ---------------
----------------End of the Second Change ---------------
9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

/**********Skip the unchanged part***********/
-- **************************************************************

--

-- UE CONTEXT MODIFICATION RESPONSE

--

-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextModificationResponseIEs} },


...

}

UEContextModificationResponseIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY ignore
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RRCState




CRITICALITY ignore
TYPE RRCState




PRESENCE optional

}|

{ ID id-UserLocationInformation

CRITICALITY ignore
TYPE UserLocationInformation

PRESENCE optional 
}|

{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}
----------------End of the Second Change ---------------[image: image1.png]



