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1   Introduction
This document contains the following CB:
CB: # 72_UpdateAOI_Xn

-  check details

- CHOICE encoding?

(HW)

Rev in R3-185245
2   Reference

[1] R3-184596 
(TP for NR BL CR for TS 38.413) Update to area of interest.
3   Annex – TP to 38.423 BL CR
	1st change


9.2.3.48
Area of Interest
This IE indicates the area of interest.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	List of Area Of Interest
	
	1..

<maxnoofAoIs>
	
	

	>List of TAIs
	
	0..1
	
	

	>>TAI List Item
	
	1..< maxnoofTAIsinAoI >
	
	

	>>>PLMN
	M
	
	9.2.2.4
	

	>>>TAC
	M
	
	9.2.2.5
	

	>List of Cells
	
	0..1
	
	

	>>Cell List Item
	
	1..<maxnoofcellsinAoI>
	
	

	>>>PLMN
	M
	
	9.2.2.4
	

	>>>NG-RAN Cell Identity
	M
	
	9.2.2.9
	

	>List of Global NG-RAN Nodes
	
	0..1
	
	

	>>Global NG-RAN Node List Item
	
	1..<maxnoofRANNodesinAoI>
	
	

	>>>Global NG-RAN Node ID
	M
	
	9.2.2.3
	

	>Location Reporting Reference ID
	O
	
	9.2.3.58
	


	Range bound
	Explanation

	maxnoofAOIs
	Maximum no. of areas of interest. Value is 64.

	maxnoofTAIsinAoI
	Maximum no. of tracking areas in an area of interest. Value is 16.

	maxnoofcellsinAoI
	Maximum no. of cells in an Area of Interest. Value is 256. 

	maxnoofRANNodesinAoI
	Maximum no. of global NG-RAN nodes in an Area of Interest. Value is 64. 


	2nd change


9.4.5
Information Element Definitions

<Unchanged Text Omitted>

maxEARFCN,


maxnoofAllowedAreas,


maxnoofAoIs,


maxnoofBPLMNs,


maxnoofCellsinAoI,


maxnoofCellsinNGRANnode,


maxnoofCellsinRNA,


maxnoofCellsinUEHistoryInfo,


maxnoofDRBs,


maxnoofEPLMNs,


maxnoofEUTRABands,

maxnoofForbiddenTACs,

maxnoofMBSFNEUTRA,


maxnoofNeighbours,


maxnoofNRCellBands,


maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofQoSFlows,


maxnoofRANAreaCodes,


maxnoofRANAreasinRNA,


maxnoofSliceItems,

maxnoofsupportedTACs,


maxnoofsupportedPLMNs,


maxnoofTAI,


maxnoofTAIsinAoI,


maxnoofUEContexts,


maxNRARFCN,


maxNrOfErrors


maxnoofRANNodesinAoI,

<Unchanged Text Omitted>
AreaOfInterest ::= SEQUENCE (SIZE(1..maxnoofAoIs)) OF ProtocolIE-Single-Container { {AreaOfInterest-ItemIEs} }

AreaOfInterest-ItemIEs
XNAP-PROTOCOL-IES ::= {


{ ID id-AreaOfInterest-Item
 CRITICALITY ignore

TYPE AreaOfInterest-Item
PRESENCE mandatory },


...

}

AreaOfInterest-Item ::= SEQUENCE {


listOfTAIs





ListOfTAIsinAoI











OPTIONAL,


listOfCells





ListOfCells












OPTIONAL,

listOfRANNodes




ListOfRANNodesinAoI










OPTIONAL,

locationReportingReferenceID
LocationReportingReferenceID







OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {AreaOfInterest-Item-ExtIEs} } OPTIONAL,


...

}

AreaOfInterest-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

<Unchanged Text Omitted>
ListOfRANNodesinAoI ::= SEQUENCE (SIZE(1.. maxnoofRANNodesinAoI)) OF GlobalNG-RANNodesinAoI-Item

GlobalNG-RANNodesinAoI-Item ::= SEQUENCE {


global-NG-RAN-Node-ID

GlobalNG-RANNode-ID,


iE-Extensions

ProtocolExtensionContainer { {GlobalNG-RANNodesinAoI-Item-ExtIEs} } OPTIONAL,


...

}

GlobalNG-RANNodesinAoI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ListOfTAIsinAoI ::= SEQUENCE (SIZE(1..maxnoofTAIsinAoI)) OF TAIsinAoI-Item

TAIsinAoI-Item ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


tAC




TAC,


iE-Extensions

ProtocolExtensionContainer { {TAIsinAoI-Item-ExtIEs} } OPTIONAL,


...

}

TAIsinAoI-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

<Unchanged Text Omitted>
	3rd change


9.3.7
Constant Definitions

<Unchanged Text Omitted>
maxEARFCN








INTEGER ::= 262143
maxnoofAllowedAreas






INTEGER ::= 16
maxnoofAoIs








INTEGER ::= 64

maxnoofBPLMNs







INTEGER ::= 12
maxnoofCellsinAoI






INTEGER ::= 256
maxnoofCellsinUEHistoryInfo




INTEGER ::= 16

maxnoofCellsinNGRANnode





INTEGER ::= 16384

maxnoofCellsinRNA






INTEGER ::= 32

maxnoofDRBs








INTEGER ::= 32

maxnoofEUTRABands






INTEGER ::= 16

maxnoofEPLMNs







INTEGER ::= 15

maxnoofForbiddenTACs






INTEGER ::= 4096
maxnoofMBSFNEUTRA






INTEGER ::= 8

maxnoofNeighbours






INTEGER ::= 1024

maxnoofNRCellBands






INTEGER ::= 32

maxnoofPLMNs







INTEGER ::= 16

maxnoofPDUSessions






INTEGER ::= 256

maxnoofQoSFlows







INTEGER ::= 64
maxnoofRANAreaCodes






INTEGER ::= 32

maxnoofRANAreasinRNA





INTEGER ::= 16

maxnoofSliceItems






INTEGER ::= 1024

maxnoofsupportedPLMNs





INTEGER ::= 16   -- This IE may need to be refined.
maxnoofsupportedTACs





INTEGER ::= 1024 -- This IE may need to be refined.

maxnoofTAI








INTEGER ::= 16
maxnoofTAIsinAoI 






INTEGER ::= 16

maxnoofUEContexts






INTEGER ::= 8292
maxNRARFCN








INTEGER ::= 3279165

maxNrOfErrors







INTEGER ::= 256

maxnoofRANNodesinAoI






INTEGER ::= 64
<Unchanged Text Omitted>
	End of changes
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