3GPP TSG RAN WG3#101 
                                                                               R3-184540

Gothenburg, Sweden, 20th  – 24th August 2018
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	38.423
	CR
	CRNum
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	x


	

	Title:

	(TP for NR BL CR for TS 38.423) Usage Alignment of Index to RFSP info for XnAP

	
	

	Source to WG:
	ZTE

	Source to TSG:
	 RAN3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-06-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	At RAN3#100, the usage of IE “Index to RAT/Frequency Selection Priority” in NGAP, XnAP and F1AP were further polished in R3-183399, R3-183541 and R3-183540 respectively. According to R3-183399/ R3-183541, it was agreed for NG and Xn as such:

If the Index to RAT/Frequency Selection Priority IE is contained in … NG-RAN node shall store this information and use it as defined in TS 23.501[7].
In contrast, in R3-183540, it was agreed for F1 as such: “If the Index to RAT/Frequency Selection Priority IE is available at the gNB-CU, the Index to RAT/Frequency Selection Priority IE shall be included in the UE CONTEXT SETUP REQUEST. The gNB-DU may use it for RRM purposes.”
The differences as highlighted are due to that gNB-DU is not responsible for frequency priority/mobility management, hence instead of using the “Index to RAT/Frequency Selection Priority” as defined in TS 23.501, gNB-DU only use it for RRM purpose.

According to current TS 38.423, there are two places as such:

“If the S-NODE ADDITION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it for RRM purposes.”
“If the S-NODE MODIFICATION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it for RRM purposes.”
In MR-DC, the terminating SN has its own independent RRC/RRM, rather than corresponding node as gNB-DU, hence above description is not complete when SN plays the terminating/hosting node role, and in such case, SN can also handle frequency priority/mobility management etc as normal NG-RAN node.

	
	

	Summary of change:
	To add up the usage description of “Index to RAT/Frequency Selection Priority” for the case when SN plays the terminating/hosting node role

	
	

	Consequences if not approved:
	The usage is missing with “Index to RAT/Frequency Selection Priority” for the case when SN plays the terminating/hosting node role.

	
	

	Clauses affected:
	9.2.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////
8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation

The M-NG-RAN node initiates the procedure by sending the S-NODE ADDITION REQUEST message to the S-NG-RAN node.

When the M-NG-RAN node sends the S-NODE ADDITION REQUEST message, it shall start the timer TXnDCprep.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the PDU Session Level QoS Parameters IE shall follow the principles described for the PDU Session Resource Setup procedure in TS 38.413 [5].
If the S-NODE ADDITION REQUEST message contains the Selected PLMN IE, the S-NG-RAN node may use it for RRM purposes.

If the S-NODE ADDITION REQUEST message contains the Expected UE Behaviour IE, the S-NG-RAN node shall, if supported, store this information and may use it to optimize resource allocation.

If the S-NODE ADDITION REQUEST message contains the Handover Restriction List IE, the S-NG-RAN node, if supported, shall store this information and use it to select an appropriate SCG.
If the S-NODE ADDITION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it as defined in TS 23.501[7] or for RRM purposes.
The S-NG-RAN node shall report to the M-NG-RAN node, in the S-NODE ADDITION REQUEST ACKNOWLEDGE message, the result for all the requested PDU session resouces in the following way:

-
A list of PDU session resources which are successfully established shall be included in the PDU Session Resources Admitted To Be Added List IE.

-
A list of PDU session resources which failed to be established shall be included in the PDU Session Resources Not Admitted List IE.
Upon reception of the S-NODE ADDITION REQUEST ACKNOWLEDGE message the M-NG-RAN node shall stop the timer TXnDCprep.

If the S-NG-RAN node UE XnAP ID IE is contained in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, store this information and use it as defined in TS 37.340 [8].

Interactions with the S-NG-RAN node Reconfiguration Completion procedure:

If the S-NG-RAN node admits at least one PDU session resource, the S-NG-RAN node shall start the timer TXnDCoverall when sending the S-NODE ADDITION REQUEST ACKNOWLEDGE message to the M-NG-RAN node. The reception of the S-NODE RECONFIGURATION COMPLETE message shall stop the timer TXnDCoverall.
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Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.

When the M-NG-RAN node sends the S-NODE MODIFICATION REQUEST message, it shall start the timer TXnDCprep.

The S-NODE MODIFICATION REQUEST message may contain

-
within the UE Context Information IE;

-
PDU session resources to be added within the PDU Session Resources To Be Added Item IE;

-
PDU session resources to be modified within the PDU Session Resources To Be Modified Item IE;

-
PDU session resources to be released within the PDU Session Resources To Be Released Item IE;

-
the S-NG-RAN node UE Aggregate Maximum Bit Rate IE;

-
the M-NG-RAN node to S-NG-RAN node Container IE;

-
the SCG Change Indication IE;

-
the SCG Configuration Query IE.
If the S-NODE MODIFICATION REQUEST message contains the Selected PLMN IE, the S-NG-RAN node may use it for RRM purposes.

If the S-NODE MODIFICATION REQUEST message contains the Handover Restriction List IE, the S-NG-RAN node shall 
-
replace the previously provided Handover Restriction List by the received Handover Restriction List in the UE context;

-
use this information to select an appropriate SCG.

If the S-NG-RAN node UE Aggregate Maximum Bit Rate IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall:

-
replace the previously provided S-NG-RAN node UE Aggregate Maximum Bit Rate by the received S-NG-RAN node UE Aggregate Maximum Bit Rate in the UE context;

-
use the received S-NG-RAN node UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE as defined in TS 37.340 [8].

If the S-NODE MODIFICATION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it as defined in TS 23.501[7] or for RRM purposes.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the PDU Session Level QoS Parameters IE shall follow the principles described for the PDU Session Resource Setup procedure in TS 38.413 [5].
If at least one of the requested modifications is admitted by the S-NG-RAN node, the S-NG-RAN node shall modify the related part of the UE context accordingly and send the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message back to the M-NG-RAN node. 

The S-NG-RAN node shall include the PDU sessions for which resources have been either added or modified or released at the S-NG-RAN node either in the PDU Session Resources Admitted To Be Added List IE or the PDU Session Resources Admitted To Be Modified List IE or the PDU Session Resources Admitted To Be Released List IE. The S-NG-RAN node shall include the PDU sessions that have not been admitted in the PDU Session Resources Not Admitted List IE with an appropriate cause value.

If the PDU Session level QoS parameter IE is included in the S-NODE MODIFICATION REQUEST message for an PDU session resource to be modified the S-NG-RAN node shall allocate respective resources and provide corresponding radio configuration information within the S-NG-RAN node to M-NG-RAN node Container IE as described in TS 37.340 [8].

If the S-NODE MODIFICATION REQUEST message contains for an PDU session resource to be modified which is configured with the SCG bearer option the NG UL UP Address IE the S-NG-RAN node shall use it as the new UL NG-U address.

If the S-NODE MODIFICATION REQUEST message contains for an PDU session resource to be modified which is configured with the split bearer option the M-NG-RAN node UP Address IE the S-NG-RAN node shall use it as the new UL Xn-U address.

For an PDU session resource to be modified which is configured with the SCG bearer option the S-NG-RAN node may include in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message the NG DL UP Address IE.

For an PDU session resource to be modified which is configured with the split bearer option the S-NG-RAN node may include in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message the S-NG-RAN node UP Address IE.

If the SCG Change Indication IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall act as specified in TS 37.340 [8].

Upon reception of the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message the M-NG-RAN node shall stop the timer TXnDCprep. If the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message has included the S-NG-RAN node to M-NG-RAN node Container IE the M-NG-RAN node is then defined to have a Prepared S-NG-RAN node Modification for that Xn UE-associated signalling. 

If the SCG Configuration Query IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall provide corresponding radio configuration information within the SgNB to MeNB Container IE as described in TS 37.340 [8].
Interactions with the S-NG-RAN node Reconfiguration Completion procedure:
If the S-NG-RAN node admits a modification of the UE context requiring the M-NG-RAN node to report about the success of the RRC connection reconfiguration procedure, the S-NG-RAN node shall start the timer TXnDCoverall when sending the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message to the M-NG-RAN node. The reception of the S-NG-RAN node RECONFIGURATION COMPLETE message shall stop the timer TXnDCoverall.
//////////////////////////////////////////////////////////////////////        end         //////////////////////////////////////////////////////////////////////////////////
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