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8.2.5.2
Successful Operation
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Figure 8.2.5.2-1: PDU session resource modify indication: successful operation

The NG-RAN node initiates the procedure by sending a PDU SESSION RESOURCE MODIFY INDICATION message. Upon reception of the PDU SESSION RESOURCE MODIFY INDICATION message, the AMF shall, for each PDU session indicated in the PDU Session ID IE, transparently transfer the PDU Session Resource Modify Indication Transfer IE to each SMF associated with the concerned PDU session.
-
The DL TNL Information IE included in the PDU Session Resource Modify Indication Transfer IE in the PDU SESSION RESOURCE MODIFY INDICATION message shall be considered by the SMF as the new DL address of the PDU sessions.
NOTE 1:
The text above on the PDU Session Resource Modify Indication Transfer IE may need to be refined.

The AMF shall report to the NG-RAN node in the PDU SESSION MODIFY RESOURCE CONFIRM message the result for each PDU session listed in PDU SESSION RESOURCE MODIFY INDICATION message:

-
For each PDU session which is successfully modified, the PDU Session Resource Modify Confirm Transfer IE shall be included to report: 

1.
The list of QoS flows which are modified successfully shall be included in the QoS Flow Modify Confirm List IE.

2.
The list of QoS flows which fail to be modified, if any, shall be included in the QoS Flow Failed to Modify List IE.

NOTE 2:
The text above on the PDU Session Resource Modify Confirm Transfer IE may need to be refined, including whether to define a Modify Failure Confirm.

-
For each PDU session which failed to be modified, the PDU Session Resource Modify Confirm Transfer IE shall be included to report the failure cause.
Upon reception of the PDU Session Resource Modify Confirm Transfer IE for each PDU session listed in the PDU SESSION RESOURCE MODIFY CONFIRM message:
-
If the QoS Flow Failed To Modify List IE is included, the NG-RAN node shall either 

1.
de-associate the corresponding Data Radio Bearer for the concerned QoS flow, or

2.
keep the previous transport information before sending the PDU SESSION RESOURCE MODIFY INDICATION unchanged for the concerned QoS flow.
-
If a PDU session failed to be modified is included, the NG-RAN node shall either
1.
release all corresponding NG-RAN configuration and resources for the concerned PDU session, or

2.
keep the previous transport information before sending the PDU SESSION RESOURCE MODIFY INDICATION unchanged for the concerned PDU session.
The NG-RAN node shall, if supported, report in the PDU SESSION RESOURCE MODIFY INDICATION message location information of the UE in the User Location Information IE.
If the User Location Information IE is included in the PDU SESSION RESOURCE MODIFY INDICATION message, the AMF shall handle this information as specified in TS 23.501 [9].
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9.2.1.8
PDU SESSION RESOURCE MODIFY INDICATION

This message is sent by the NG-RAN node and is used to request the AMF to enable modifications of already established PDU session resources for a given UE.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	PDU Session Resource Modify Indication List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Modify Indication Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Modify Indication Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Modify Indication Transfer IE specified in subclause 9.3.4.6.
	-
	

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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-- **************************************************************

--

-- PDU SESSION RESOURCE MODIFY INDICATION

--

-- **************************************************************

PDUSessionResourceModifyIndication ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceModifyIndicationIEs} },


...

}

PDUSessionResourceModifyIndicationIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-PDUSessionResourceModifyListModInd

CRITICALITY reject
TYPE PDUSessionResourceModifyListModInd

PRESENCE mandatory
}|

{ ID id-UserLocationInformation

CRITICALITY ignore
TYPE UserLocationInformation

PRESENCE optional
},


...

}

PDUSessionResourceModifyListModInd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF ProtocolIE-SingleContainer { {PDUSessionResourceModifyItemModIndIEs} }

PDUSessionResourceModifyItemModIndIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionResourceModifyItemModInd

CRITICALITY reject
TYPE PDUSessionResourceModifyItemModInd

PRESENCE mandatory
},


...

}

PDUSessionResourceModifyItemModInd ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceModifyIndicationTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyIndicationTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModInd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModInd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

//////////////////////////////////////////////////////////////////           end         //////////////////////////////////////////////////////////////////////////////////
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