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20.2.2.28
EN-DC X2 Setup procedure

The purpose of the EN-DC X2 Setup procedure is to exchange application level data needed for an eNB and an en-gNB to interoperate correctly over the X2 interface in EN-DC case. The procedure is triggered by the eNB or by the en-gNB.
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Figure 20.2.2.28-1: EN-DC X2 Setup procedure triggered by the eNB.
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Figure 20.2.2.28-2: EN-DC X2 Setup procedure triggered by the en-gNB.

20.2.2.29
EN-DC Configuration Update procedure

The purpose of the EN-DC Configuration Update procedure is to update application level configuration data needed for an eNB and an en-gNB to interoperate correctly over the X2 interface in EN-DC case. The procedure is triggered by the eNB or by the en-gNB.
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Figure 20.2.2.29-1: EN-DC Configuration Update procedure triggered by the eNB.




[image: image8.emf] 

X2 - AP:  EN - DC  CONFIGURATION UPDATE REQUEST  

M eNB  

en - gNB  

X2 - AP:  EN - DC  CONFIGURATION UPDATE   RESPONSE  

X2 - AP:  EN - DC  CONFIGURATION UPDATE   FAILURE  


Figure 20.2.2.29-2: EN-DC Configuration Update procedure triggered by the en-gNB.

20.2.2.30
EN-DC Cell Activation procedure

The purpose of the EN-DC Cell Activation procedure is to enable an eNB to request the re-activation of one or more NR cells controlled by an en-gNB, and which had been previously indicated as dormant.
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Figure 20.2.2.30-1: EN-DC Cell Activation procedure

20.2.2.31
E-UTRA - NR Cell Resource Coordination procedure

The purpose of the E-UTRA - NR Cell Resource Coordination procedure is to exchange information needed for an eNB and an en-gNB to coordinate physical layer resources when E-UTRA and NR cells are deployed on overlapping carrier. The procedure is triggered by the eNB or by the en-gNB.
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Figure 20.2.2.31-1: E-UTRA - NR Cell Resource Coordination procedure triggered by the eNB.
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Figure 20.2.2.31-2: E-UTRA - NR Cell Resource Coordination procedure triggered by the en-gNB.
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