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1   Introduction
In NR, the Session-AMBR is introduced to limit the aggregate bit rate per PDU session. In this document we will address this Session-AMBR support for MR-DC connected with 5GC. 
2   Discussion

The Session-AMBR, as depicted in [1] as follows, is used to limit the aggregate bit rate across all Non-GBR QoS flows for a particular PDU.  

-
per Session Aggregate Maximum Bit Rate (Session-AMBR).

SMF may use the subscribed Session-AMBR or modify it based on local policy or use the authorized Session-AMBR received from PCF to get the Session-AMBR, which is signalled to the appropriate UPF entity/ies to the UE and to the (R)AN (to enable the calculation of the UE-AMBR). The Session-AMBR limits the aggregate bit rate that can be expected to be provided across all Non-GBR QoS Flows for a specific PDU Session. The Session-AMBR is measured over an AMBR averaging window which is a standardized value. The Session-AMBR is not applicable to GBR QoS Flows. In downlink direction, the Session-AMBR is enforced by the UPF. In uplink, the Session-AMBR is enforced by both the UE and the UPF.
The Session-AMBR is then signalled to the RAN to calculate the UE-AMBR as depicted in [1], in the following formula: 

UE-AMBR = min{subscribed UE-AMBR, sum{Session-AMBR of active PDU sessions}}

In MR-DC connected with 5GC (option 4 and option 7), currently, the MN decides the split of UL and DL UE-AMBR and signals to the SN. In addition to the rate enforcement of UE-AMBR at the SN, the SN should also be able to enforce the rate limitation on a PDU session granularity. This requires the MN to signal the assigned Session-AMBR to the SN. 
· The UE-AMBR, which is signalled to the SN, is the sum of session-AMBR of all active PDU sessions. The SN could not calculate the Session-AMBR for each active PDU session.  
· The QoS flow parameters, in terms of standardized values or operator defined ones could only indicate the maximum bit rate for GBR QoS flows. The SN is not able to calculate the bit rate limitation for each active PDU session which may include both the GBR and non-GBR QoS flows.   
Based on the assigned Session-AMBR, the SN may limit the aggregated bit rate across all non-GBR QoS flows for each active PDU session. Hence the following proposals are given. 
Proposal 1: The M-NG-RAN node determines and notifies the portion of Session-AMBR to be limited by the S-NG-RAN node for each PDU session. 
Furthermore, it should be discussed the enforcement of session-AMBR at the SN if the breach occurs. Currently, there are ongoing discussions of UL AMBR in EN-DC and disaggregated RAN node deployment with the following options. 
Solution A1: Existing method

Solution A2: Existing method, with event trigger reporting (overload condition indicator over CP or UP)

Solution B1: UL enforcement at the PDCP level

Solution B2: UL enforcement at the PDCP level, with enforcement at the scheduler

To be continued…
When there is conclusion for the UE AMBR, the breach of Session-AMBR portion could be addressed later. 
Proposal 2:  Whether to allow enhancement of Session-AMBR in case of breach could be addressed after UE AMBR solution is decided.   
It should be noted that in [2][3], the UL and DL session AMBR are proposed to be signalled respectively. Then for multi-connectivity case, the UL and DL session AMBR should also be considered to be separate if [2] can be agreed.

3   Conclusion

Based on the discussion in this paper, we provide the Session-AMBR over Xn interface, and list our proposal as below. 
Proposal 3: The M-NG-RAN node determines and notifies the portion of Session-AMBR to be limited by the S-NG-RAN node for each PDU session. 

Proposal 4: Whether to allow enhancement of Session-AMBR in case of breach could be addressed after UE AMBR solution is decided.   

We propose to update the TS 38.423 in order to reflect this requirements in Section 5. 
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5   Annex – TP to 38.423
--------------------------------------------------Change Start---------------------------------------------

9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	This IE may need to be refined.
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate 

9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	This IE may need to be refined.
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	YES
	reject

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Aggregate Maximum Bitrate
	M
	
	Bit Rate
9.2.3.4
	
	
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – SN terminated
	M
	
	9.2.1.5
	
	–
	

	>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – MN terminated
	M
	
	9.2.1.7
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	OCTET STRING
	This IE may need to be revised
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.

The value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.


--------------------------------------------------Next Change---------------------------------------------

9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation to modify S-NG-RAN node resources for a specific UE.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	SCG Change Indication
	O
	
	ENUMERATED (true, ...)
	This IE may need to be refined.
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	This IE may need to be refined.
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	This IE may need to be refined.
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Aggregate Maximum Bitrate
	M
	
	Bit Rate

9.2.3.4
	
	
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – SN terminated
	M
	
	9.2.1.5
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Setup Info – MN terminated
	
	
	9.2.1.7
	
	–
	

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>Bearer Configurations To Be Modified
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Info – SN terminated
	
	
	9.2.1.9
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Info – MN terminated
	
	
	9.2.1.11
	
	–
	

	> PDU Session Resources To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Released List – SN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	>>PDU Session Resources to Be Released List  – MN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10]
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.

This value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.


--------------------------------------------------Change End---------------------------------------------
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