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1   Introduction

The following change is proposed to clarify the range for DL discard Number of blocks. Since a flag “DL Discard Blocks” is used to indicate the presence of DL discard Number of blocks and etc,         the range should not include the value “0” in that case.

	CHANGE START


5.5.3.8
DL discard NR PDCP PDU SN

Description: This parameter indicates the downlink NR discard PDCP PDU sequence number up to and including which all the NR PDCP PDUs should be discarded.

Value range: {0..218-1}.

Field length: 3 octets.

5.5.3.9
DL Discard Blocks

Description: This parameter indicates the presence of DL discard Number of blocks, DL discard NR PDCP PDU SN start and Discarded Block size.

Value range: {0= DL discard Number of blocks, DL discard NR PDCP PDU SN start and Discarded Block size not present, 1= DL discard Number of blocks, DL discard NR PDCP PDU SN start and Discarded Block size present}.

Field length: 1 bit.

5.5.3.10
DL discard NR PDCP PDU SN start

Description: This parameter indicates the starting SN of a downlink NR PDCP PDU block to be discarded.

Value range: {0..218-1}.

Field length: 3 octets.

5.5.3.11
DL discard Number of blocks

Description: This parameter indicates the number of NR PDCP PDU blocks to be discarded.

Value range: {1..244}.

Field length: 1 octet.

5.5.3.12
Discarded Block size

Description: This parameter indicates the number of NR PDCP PDUs counted from the starting SN to be discarded.

Value range: {1..255}.

Field length: 1 octet.

	CHANGE END


