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Discussion and Decision
1. Introduction
RAN2 with the LS (R1-1807910) exchange from RAN1, has agreed R2-1810896 that the gNB request UE to report its UplinkTxDirectCurrentLocation and then the UE report in the RRCReconfigurationComplete message. This Uplink txDirectCurrent location information need to be transferred from gNB-CU to gNB-DU. 
2. Discussion

For the gNB-CU and gNB-DU split case, the sequence will be like below:

1) gNB-DU set the reportUplinkTxDirectCurrent to “true” in the CellGroupConfig. This will be transferred to the UE.
2) the UE then report the Uplink txDirectCurrentLocation information in the RRCReconfigurationComplete message.

Since the gNB-DU need this information, as it requested the UE to report, for configuration of related L1 configuration e.g. to avoid mapping the PTRS (Phase Tracking Reference Signal) on such DC subcarrier location.
In the F1AP, currently the UE Context Modification procedure is used to inform the gNB-DU that the RRC reconfiguration is complete (i.e. the RRC Reconfiguration Complete Indicator IE exists in UE CONTEXT MODIFICATION REQUEST message), it is also appropriate to give this Uplink txDirectCurrentLocation information received from UE in this UE Context Modification procedure.
Proposal : It is proposed to add Uplink txDirectCurrentLocation information in the UE Context Modification procedure. 
3. Conclusion and Proposal
Proposal: it is proposed to add Uplink txDirectCurrentLocation information in the UE Context Modification procedure. 

CR is provided.
New IE Uplink TxDirectCurrent List Information IE is added in UE CONTEXT MODIFICATION REQUEST message. This Uplink TxDirectCurrent List Information IE refer to 38.331 UplinkTxDirectCurrentList IE.
(In RRC(the agreed RAN2 CR [2], the txDirectCurrentLocation IE is included in the UplinkTxDirectCurrentList IE)
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