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1 Introduction
This TP tries to reflect the following agreement reached in last RAN3 meeting: 
Proposal 1: Redefine “TNLA weight factors” to “TNL address weight factors”.
2 Annex: Text Proposal to TS 38.413
<<<<<First Change>>>>>

8.7.3.2
Successful Operation
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Figure 8.7.3.2-1: AMF configuration update: successful operation

The AMF initiates the procedure by sending an AMF CONFIGURATION UPDATE message including the appropriate updated configuration data to the NG-RAN node. The NG-RAN node responds with an AMF CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data.

If the Slice Support List IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall overwrite the list of supported AMF slices for the PLMN Identity affected by the new list and use the received values for further network slice selection and AMF selection. 

If the AMF TNL Association to Add List IE is contained in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall, if supported, use it to establish the TNL association(s) with the AMF. The NG-RAN node shall report to the AMF, in the AMF CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the AMF as follows:

-
A list of successfully established TNL associations shall be included in the AMF TNL Association Setup List IE;

-
A list of TNL associations that failed to be established shall be included in the AMF TNL Association Failed to Setup List IE.
If the AMF TNL Association to Remove List IE is contained in the AMF CONFIGURATION UPDATE message the NG-RAN node shall, if supported, initiate removal of the TNL association(s) indicated by the received AMF Transport Layer Information towards the AMF.

If the AMF Name IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall, if supported, overwrite the previously stored AMF name and use it to identify the AMF.
If the Served GUAMI List IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node shall, if supported, overwrite the whole list of GUAMIs served by the AMF by the new list and use the received values for further AMF management as defined in TS 23.501 [9]. 

If the Relative AMF Capacity IE is included in the AMF CONFIGURATION UPDATE message, the NG-RAN node may use it as defined in TS 23.501 [9].
If the AMF TNL Association to Update List IE is contained in the AMF CONFIGURATION UPDATE message the NG-RAN node shall, if supported, update the TNL association(s) indicated by the received AMF Transport Layer Information towards the AMF.

If the TNL Association Usage IE or the TNL Address Weight Factor IE is included in the AMF TNL Association to Add List IE or the AMF TNL Association to Update List IE, the NG-RAN node shall, if supported, consider it as defined in TS 23.502 [10].
<<<<<Next Change>>>>>

9.2.6.7
AMF CONFIGURATION UPDATE

This message is sent by the AMF to transfer updated information for an NG-C interface instance.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	O
	
	9.3.3.21
	
	YES
	reject

	Served GUAMI List
	
	0..1
	
	
	GLOBAL
	reject

	>Served GUAMI Item IEs
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name

9.3.3.21
	
	-
	

	Relative AMF Capacity
	O
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	0..1
	
	
	GLOBAL
	reject

	>PLMN Support Item IEs
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN
	-
	

	AMF TNL Association to Add List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information

9.3.2.6
	AMF Transport Layer information used to set up the new TNL association.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, …)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both.
	-
	

	>>TNL Address Weight Factor
	M
	
	INTEGER (0..255)
	Value 0 indicates the TNL association is not permitted for the initial NGAP message. If the value for each TNL association is the same, it indicates the deployments that rely solely on 5GC-based load balancing.
	-
	

	AMF TNL Association to Remove List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Remove Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information

9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be removed.
	-
	

	AMF TNL Association to Update List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information

9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be updated.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, …)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both.
	-
	

	>>TNL Address Weight Factor
	O
	
	INTEGER (0..255)
	Value 0 indicates the TNL association is not permitted for the initial NGAP message. If the value for each TNL association is the same, it indicates the deployments that rely solely on 5GC-based load balancing.
	-
	


	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is 256.

	maxnoofPLMNs
	Maximum no. of PLMNs per message. Value is 12.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 32.


<<<<< Next Change>>>>>

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformation,

CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EUTRA-CGI,


FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverCommandTransfer,

HandoverPreparationUnsuccessfulTransfer,


HandoverRequiredTransfer,

HandoverRequestAcknowledgeTransfer,

HandoverResourceAllocationUnsuccessfulTransfer,

HandoverType,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,

NewSecurityContextInd,

NGRAN-CGI,


NGRANTraceID,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,


PagingDRX,


PagingOrigin,


PagingPriority,


PathSwitchRequestAcknowledgeTransfer,

PathSwitchRequestSetupFailedTransfer,

PathSwitchRequestTransfer,


PathSwitchRequestUnsuccessfulTransfer,


PDUSessionID,


PDUSessionResourceModifyConfirmTransfer,


PDUSessionResourceModifyIndicationTransfer,


PDUSessionResourceModifyRequestTransfer,


PDUSessionResourceModifyResponseTransfer,


PDUSessionResourceModifyUnsuccessfulTransfer,


PDUSessionResourceNotifyTransfer,

PDUSessionResourceNotifyReleasedTransfer,

PDUSessionResourceReleaseCommandTransfer,

PDUSessionResourceSetupRequestTransfer,


PDUSessionResourceSetupResponseTransfer,

PDUSessionResourceSetupUnsuccessfulTransfer,


PLMNSupportList,


PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RelativeAMFCapacity,


RepetitionPeriod,


RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,

SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SupportedTAList,


TAI,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer,


TimeStamp,


TimeToWait,


TNLAssociationList,


TNLAssociationUsage,


TNLAddressWeightFactor,

TraceActivation,


TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-ConnectionItem,


UEContextRequest,


UEIdentityIndexValue,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UESecurityCapabilities,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType

FROM NGAP-IEs

<<<<< Next Change>>>>>

-- **************************************************************

--

-- AMF CONFIGURATION UPDATE 

--

-- **************************************************************

AMFConfigurationUpdate ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {AMFConfigurationUpdateIEs} },


...

}

AMFConfigurationUpdateIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMFName







CRITICALITY reject
TYPE AMFName







PRESENCE optional

}|


{ ID id-ServedGUAMIList





CRITICALITY reject
TYPE ServedGUAMIList





PRESENCE optional

}|


{ ID id-RelativeAMFCapacity




CRITICALITY ignore
TYPE RelativeAMFCapacity




PRESENCE optional

}|


{ ID id-PLMNSupportList





CRITICALITY reject
TYPE PLMNSupportList





PRESENCE optional

}|


{ ID id-AMF-TNLAssociationToAddList


CRITICALITY ignore
TYPE AMF-TNLAssociationToAddList


PRESENCE optional

}|


{ ID id-AMF-TNLAssociationToRemoveList

CRITICALITY ignore
TYPE AMF-TNLAssociationToRemoveList

PRESENCE optional

}|


{ ID id-AMF-TNLAssociationToUpdateList

CRITICALITY ignore
TYPE AMF-TNLAssociationToUpdateList

PRESENCE optional

},


...

}

AMF-TNLAssociationToAddList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF ProtocolIE-SingleContainer { {AMF-TNLAssociationToAddItemIEs} }

AMF-TNLAssociationToAddItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-TNLAssociationToAddItem


CRITICALITY reject
TYPE AMF-TNLAssociationToAddItem

PRESENCE mandatory
},


...

}

AMF-TNLAssociationToAddItem ::= SEQUENCE {


aMF-TNLAssociationAddress


CPTransportLayerInformation,


tNLAssociationUsage




TNLAssociationUsage








OPTIONAL,


tNLAddressWeightFactor


TNLAddressWeightFactor,

iE-Extensions

ProtocolExtensionContainer { {AMF-TNLAssociationToAddItem-ExtIEs} }
OPTIONAL,


...

}

AMF-TNLAssociationToAddItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AMF-TNLAssociationToRemoveList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF ProtocolIE-SingleContainer { {AMF-TNLAssociationToRemoveItemIEs} }

AMF-TNLAssociationToRemoveItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-TNLAssociationToRemoveItem


CRITICALITY reject
TYPE AMF-TNLAssociationToRemoveItem

PRESENCE mandatory
},


...

}

AMF-TNLAssociationToRemoveItem ::= SEQUENCE {


aMF-TNLAssociationAddress

CPTransportLayerInformation,


iE-Extensions

ProtocolExtensionContainer { {AMF-TNLAssociationToRemoveItem-ExtIEs} }
OPTIONAL,


...

}

AMF-TNLAssociationToRemoveItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AMF-TNLAssociationToUpdateList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF ProtocolIE-SingleContainer { {AMF-TNLAssociationToUpdateItemIEs} }

AMF-TNLAssociationToUpdateItemIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-TNLAssociationToUpdateItem


CRITICALITY reject
TYPE AMF-TNLAssociationToUpdateItem

PRESENCE mandatory
},


...

}

AMF-TNLAssociationToUpdateItem ::= SEQUENCE {


aMF-TNLAssociationAddress


CPTransportLayerInformation,


tNLAssociationUsage




TNLAssociationUsage









OPTIONAL,


tNLAddressWeightFactor


TNLAddressWeightFactor







OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {AMF-TNLAssociationToUpdateItem-ExtIEs} }
OPTIONAL,


...

}

AMF-TNLAssociationToUpdateItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

<<<<< Next Change>>>>>

-- T

TAC ::= OCTET STRING (SIZE(3))

TAI ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


tAC




TAC,


iE-Extensions

ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,


...

}

TAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIBroadcastEUTRA ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAIBroadcastEUTRA-Item

TAIBroadcastEUTRA-Item ::= SEQUENCE {


tAI







TAI,


completedCellsInTAI-EUTRA

CompletedCellsInTAI-EUTRA,


iE-Extensions

ProtocolExtensionContainer { {TAIBroadcastEUTRA-Item-ExtIEs} } OPTIONAL,


...

}

TAIBroadcastEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIBroadcastNR ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAIBroadcastNR-Item

TAIBroadcastNR-Item ::= SEQUENCE {


tAI






TAI,


completedCellsInTAI-NR

CompletedCellsInTAI-NR,


iE-Extensions

ProtocolExtensionContainer { {TAIBroadcastNR-Item-ExtIEs} } OPTIONAL,


...

}

TAIBroadcastNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAICancelledEUTRA ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAICancelledEUTRA-Item

TAICancelledEUTRA-Item ::= SEQUENCE {


tAI







TAI,


cancelledCellsInTAI-EUTRA

CancelledCellsInTAI-EUTRA,


iE-Extensions

ProtocolExtensionContainer { {TAICancelledEUTRA-Item-ExtIEs} } OPTIONAL,


...

}

TAICancelledEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAICancelledNR ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAICancelledNR-Item

TAICancelledNR-Item ::= SEQUENCE {


tAI






TAI,


cancelledCellsInTAI-NR

CancelledCellsInTAI-NR,


iE-Extensions

ProtocolExtensionContainer { {TAICancelledNR-Item-ExtIEs} } OPTIONAL,


...

}

TAICancelledNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIList ::= SEQUENCE (SIZE(1..maxnoofTAIs)) OF TAIItem

TAIItem ::= SEQUENCE {


tAI




TAI,


iE-Extensions

ProtocolExtensionContainer { {TAIItem-ExtIEs} } OPTIONAL,


...

}

TAIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIListForRestart ::= SEQUENCE (SIZE(1..maxnoofTAIforRestart)) OF TAI

TAIListForWarning ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI

TargeteNB-ID ::= SEQUENCE {


globalENB-ID

GlobalNgENB-ID,


selected-EPS-TAI
EPS-TAI,


iE-Extensions

ProtocolExtensionContainer { {TargeteNB-ID-ExtIEs} } OPTIONAL,


...

}

TargeteNB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetID ::= CHOICE {


targetRANNodeID

TargetRANNodeID,


targeteNB-ID

TargeteNB-ID,


...

}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer ::= SEQUENCE {


rRCContainer

RRCContainer,


iE-Extensions

ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetRANNodeID ::= SEQUENCE {


globalRANNodeID

GlobalRANNodeID,


selectedTAI


TAI,


iE-Extensions

ProtocolExtensionContainer { {TargetRANNodeID-ExtIEs} } OPTIONAL,


...

}

TargetRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetToSource-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the target RAN node to the source RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system.

TimerApproachForGUAMIRemoval ::= ENUMERATED { 


apply-timer,


...

}

TimeStamp ::= OCTET STRING (SIZE(4))

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

TimeUEStayedInCell ::= INTEGER (0..4095)

TimeUEStayedInCellEnhancedGranularity ::= INTEGER (0..40950)

TNLAssociationList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF TNLAssociationItem

TNLAssociationItem ::= SEQUENCE {


tNLAssociationAddress

CPTransportLayerInformation,


cause





Cause,


iE-Extensions

ProtocolExtensionContainer { {TNLAssociationItem-ExtIEs} } OPTIONAL,


...

}

TNLAssociationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TNLAssociationUsage ::= ENUMERATED { 


ue,


non-ue,


both,


...

}

TNLAddressWeightFactor ::= INTEGER (0..255)

TNLInformationList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivities)) OF TNLInformationItem

TNLInformationItem ::= SEQUENCE {


qosFlowPerTNLInformation

QosFlowPerTNLInformation,

iE-Extensions

ProtocolExtensionContainer { {TNLInformationItem-ExtIEs} }
OPTIONAL,


...

}
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