3GPP TSG-RAN3 Meeting #101
R3-184865
Gothenburg, Sweden, 20 - 24 August 2018
Title: 
(TP for NR BL CR for TS 38.300): Correction on Data forwarding over PDU session tunnel
Source: 
Huawei
Agenda item:
10.5.6.1
Document for:
pCR
1   Introduction
<here you add an introduction, what is the topic and what will you discuss. Example below>

In [x], the [Agreement/Conclusion/Summary] were [add conclusion here]. In this document we [what is the new things that you bring]. 
In RAN3 99bis meeting, we have the following agreement:

For DRB tunnel forwarding, only PDCP SDUs are sent, no QFI in GTP-U extention header
In RAN3 AH1807 meeting, the BL CR for TS38.300 is modified after discussion on end marker in intra-system. But it is unfortunate that the format of forwarding data via the PDU session tunnel is missed. We think we have agreed that only SDAP SDU are forwarded via the PDU session.
2   Annex – TP
9.2.3.2.x

Data Forwarding

The following description depicts the data forwarding principles for intra-system handover.  

The source NG-RAN node may suggest downlink data forwarding per QoS flow established for a PDU session and may provide information how it maps QoS flows to DRBs. The target NG-RAN node decides data forwarding per QoS flow established for a PDU Session.

If "lossless handover" is required and the target NG-RAN node applies the same QoS flows to DRB mapping for a DRB and if all QoS flows mapped to that DRB are accepted for data forwarding, the target NG-RAN node establishes a downlink forwarding tunnel for that DRB.  
For a DRB for which preservation of SN status applies, the target NG-RAN node may decide to establish an UL data forwarding tunnel.
The target NG-RAN node may also decide to establish a downlink forwarding tunnel for each PDU session. In this case the target NG-RAN node provides information for which QoS flows data forwarding has been accepted and corresponding UP TNL information for data forwarding tunnels to be established between the source NG-RAN node and the target NG-RAN node via which SDAP SDUs of these QoS flows are forwarded. 
As long as data forwarding of DL user data packets takes place, the source NG-RAN node shall forward user data in the same forwarding tunnel, i.e. 

-
for any QoS flow accepted for data forwarding by the target NG-RAN node and for which a DRB DL forwarding tunnel was established for a DRB to which this QoS flow was mapped at the source NG-RAN node, any fresh packets of this QoS flow shall be forwarded as PDCP SDUs via the mapped DRB DL forwarding tunnel.

-
for DRBs for which preservation of SN status applies, the source NG-RAN node may forward in order to the target NG-RAN node via the DRB DL forwarding tunnel all downlink PDCP SDUs with their SN corresponding to PDCP PDUs which have not been acknowledged by the UE.

-
for DRBs for which preservation of SN status applies the source NG-RAN node either:
-
discards the uplink PDCP PDUs received out of sequence if the source NG-RAN node has not accepted the request from the target NG-RAN node for uplink forwarding or if the target NG-RAN node has not requested uplink forwarding for the bearer during the Handover Preparation procedure; or

-
forwards to the target NG-RAN node the uplink PDCP PDUs received out of sequence if the source NG-RAN node has accepted the request from the target NG-RAN node for uplink forwarding for the bearer during the Handover Preparation procedure.
Handling of end marker packets:
-
The source NG-RAN node receives one or several GTP-U end marker packets per PDU session from the UPF and replicates the end marker packets into each data forwarding tunnel when no more user data packets are to be forwarded over that tunnel.

-
End marker packets sent via a data forwarding tunnel are applicable to all QoS flows forwarded via that tunnel. After end marker packets have been received over a forwarding tunnel, the target NG-RAN node can start taking into account the packets of QoS flows associated with that forwarding tunnel received at the target NG-RAN node from the NG-U PDU session tunnel.
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