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9.1.33	INITIAL UE MESSAGE
This message is sent by the RNC to transfer the radio interface initial layer 3 message to the CN.
Direction: RNC  CN.
Signalling bearer mode: Connection oriented.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	ignore

	LAI
	M
	
	9.2.3.6
	
	YES
	ignore

	RAC
	C - ifPS
	
	9.2.3.7
	
	YES
	ignore

	SAI
	M
	
	9.2.3.9
	
	YES
	ignore

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	ignore

	Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	YES
	ignore

	Global RNC-ID
	M
	
	9.2.1.39
	If the Extended RNC-ID IE is included in the message, the RNC-ID IE in the Global RNC-ID IE shall be ignored.
	YES
	ignore

	GERAN Classmark
	O
	
	9.2.1.57
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	9.2.3.33
	
	YES
	ignore

	NAS Sequence Number
	O
	
	9.2.3.34
	
	YES
	ignore

	Permanent NAS UE Identity
	O
	
	9.2.3.1
	
	YES
	ignore

	Redirect Attempt Flag
	O
	
	9.2.3.50
	
	YES
	ignore

	Extended RNC-ID
	O
	
	9.2.1.39a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject

	CSG Id
	O
	
	9.2.1.85
	
	YES
	reject

	Cell Access Mode
	O
	
	9.2.1.93
	
	YES
	reject

	L-GW Transport Layer Address
	O
	
	Transport Layer Address
9.2.2.1
	Indicating the Transport Layer address of the L-GW if the L-GW is co-located with the RNC. Only applies to LIPA operation.
	YES
	ignore

	Higher bitrates than 16 Mbps flag
	O
	
	9.2.3.54
	May only be included towards the PS domain.
	YES
	ignore

	Tunnel Information for BBF
	O
	
	Tunnel Information 9.2.2.6
	Indicating HNB’s Local IP Address assigned by the broadband access provider, UDP port Number.
	YES
	ignore

	SIPTO L-GW Transport Layer Address
	O
	
	Transport Layer Address
9.2.2.1
	Indicating the Transport Layer address of the L-GW if the L-GW is co-located with the RNC. Only applies to SIPTO@LN operation.
	YES
	ignore

	LHN ID
	O
	
	9.2.1.123
	
	YES
	ignore

	SGSN Group Identity
	O
	
	9.2.3.57
	
	YES
	ignore

	UE Usage Type
	O
	
	INTEGER (0..255)
	
	YES
	ignore

	DCN ID
	O
	
	INTEGER (0..65535)
	
	YES
	ignore

	UE Application Layer Measurement Capability
	O
	
	BIT STRING (SIZE(8))
	Each bit in the bitmap indicates an UE Application layer measurement capability, refer to TS 25.331[10].

Bit 0 = QoE Measurement for streaming service

Bit 1 = QoE Measurement for MTSIMSTI service

Value ‘1’ indicates “Capable” and value ‘0’ indicates “not Capable”.

Unused bits are reserved for future use.
	YES
	ignore



	Condition
	Explanation

	ifPS
	This IE shall be present if the CN Domain Indicator IE is set to "PS domain".
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9.2.1.127	UE Application layer measurement configuration
The purpose of the UE Application layer measurement configuration IE is to provide configuration information for the QoE function.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Container for application layer measurement configuration
	M
	
	Octet string (1..1000)
	
	Yes
	ignore

	Area scope for UE application layer measurement configuration
	M
	
	Area scope for UE application layer measurement configuration 9.2.1.128
	
	Yes
	ignore

	Service Type
	M
	
	ENUMERATED
(QMC for streaming service, QMC for MTSIMSTI service, ...)
	This IE indicates the service type of UE application layer measurements.
	Yes
	ignore
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9.2.1.129	UE Application layer measurement configuration for relocation
The purpose of the UE Application layer measurement configuration for relocation IE is to provide configuration information for the QoE function during relocation procedure.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Area scope for UE application layer measurement configuration
	M
	
	Area scope for UE application layer measurement configuration 9.2.1.128
	
	YES
	ignore

	Trace Reference
	M
	
	9.2.1.8
	
	YES
	ignore

	Trace Propagation Parameters
	O
	
	9.2.1.68
	Optional for UTRAN. Not applicable to GERAN Iu Mode.
	YES
	ignore

	Trace Collection Entity IP Address
	O
	
	9.2.2.1
	
	YES
	ignore

	Service Type
	M
	
	ENUMERATED
(QMC for streaming service, QMC for MTSIMSTI service, ...)
	This IE indicates the service type of UE application layer measurements.
	Yes
	ignore
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9.3.4	Information Element Definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

RANAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	maxNrOfCSGs,
	maxNrOfErrors,
	maxNrOfPDPDirections,
	maxNrOfPoints,
	maxNrOfRABs,
	maxNrOfSRBs,
	maxNrOfSeparateTrafficDirections,

------------ Skip to next change ------------

UE-Application-Layer-Measurement-Configuration	::= SEQUENCE {
		applicationLayerContainerForMeasurementConfiguration		OCTET STRING ( SIZE (1..1000)),
		areaScopeForUEApplicationLayerMeasurementConfiguration					AreaScopeForUEApplicationLayerMeasurementConfiguration,
		...,
		serviceType													ServiceType
}

UE-Application-Layer-Measurement-Configuration-For-Relocation	::= SEQUENCE {
		areaScopeForUEApplicationLayerMeasurementConfiguration					AreaScopeForUEApplicationLayerMeasurementConfiguration,
		traceReference						TraceReference,
		tracePropagationParameters			TracePropagationParameters OPTIONAL,
		traceCollectionEntityIPAddress		TransportLayerAddress			OPTIONAL,
		...,
		serviceType							ServiceType
}

ServiceType ::= ENUMERATED{
	qMC-for-streaming-service,
	qMC-for-MTSIMSTI-service,
	...
}

------------ Skip to next change ------------

TargetRNC-ToSourceRNC-TransparentContainer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {
	{ ID id-UeApplicationLayerMeasurementSupportIndication	CRITICALITY ignore	EXTENSION  UeApplicationLayerMeasurementSupportIndication		PRESENCE optional},
	...
}


UeApplicationLayerMeasurementSupportIndication::= BIT STRING (SIZE (8))
-- First bit: QoE Measurement for streaming service
-- Second bit: QoE Measurement for MTSIMSTI service


-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.

TBCD-STRING 				::= OCTET STRING

TemporaryUE-ID ::= CHOICE {
	tMSI				TMSI,
	p-TMSI				P-TMSI,
	...
}
------------ Skip to next change ------------
UE-Application-Layer-Measurement-Capability ::= BIT STRING (SIZE (8))

-- First bit: QoE Measurement for streaming service
-- Second bit: QoE Measurement for MTSIMSTI service


-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.


UE-History-Information ::= OCTET STRING
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