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	Reason for change:
	This CR follows the discussion in R3-181774 and aims to clarify that in case of failure during the establishment of an SCTP association toward an IP address, the eNB can try using a different IP address among the ones available. 

	
	

	Summary of change:
	Added one sentence to explain the above.
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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
22.3.1.2
SCTP initialization

For each MME the eNodeB tries to initialize a SCTP association as described in IETF RFC 4960 [8], using a known initial remote IP Endpoint as the starting point, until SCTP connectivity is established.
NOTE: The eNB may use different source and/or destination IP end point(s) if the SCTP establishment towards one IP end point fails.
<<<<<<<<<<<<<<<<<<<< Second Change >>>>>>>>>>>>>>>>>>>>
22.3.2.2
SCTP initialization

For candidate eNB/en-gNB the eNB/en-gNB tries to initialize a SCTP association as described in IETF RFC 4960 [8], using a known initial remote IP Endpoint as the starting point, until SCTP connectivity is established.

NOTE: The eNB/en-gNB may use different source and/or destination IP end point(s) if the SCTP establishment towards one IP end point fails.
<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
