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	Reason for change:
	It has been agreed that UE context retrieval procedure can be applied for both RRC resume and re-establishment cases; hence UE Context ID for retrieval contains both I-RNTI and C-RNTI. However, there is still some place with I-RNTI only.
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Furthermore, the current C-RNTI in UE Context ID refers to TS38.331 only, and should also refer to TS36.331 in case of ng-eNB.

	
	

	Summary of change:
	To correct UE Context ID in all applicable places.

	
	

	Consequences if not approved:
	The usage case is missing.
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///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////
8.2.4.3
Unsuccessful Operation
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Figure 8.2.4.3-1: Retrieve UE Context, unsuccessful operation

If the old NG-RAN node is not able to identify the UE context by means of the  UE Context ID, or if the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message is not valid, or, if it decides not to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT FAILURE message.

If the Old NG-RAN node to New NG-RAN node Resume Container IE is included in the RETRIEVE UE CONTEXT FAILURE message, the new NG-RAN node should transparently forward the content of this IE to the UE as described in TS 38.300 [9].
//////////////////////////////////////////////////////////////          Next change        ////////////////////////////////////////////////////////////////////////////
9.2.3.40
UE Context ID
This IE is used to address a UE Context within an NG-RAN node. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE UE Context ID
	M
	
	
	

	>RRC Resume
	
	
	
	

	>>I-RNTI
	M
	
	9.2.3.46
	How the new NG-RAN node is able to resolve the old NG-RAN ID from the I-RNTI is a matter of proper configuration in the old and new NG-RAN node.

	>RRC Reestablishment 
	
	
	
	

	>>C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRC Re-establishment Request message (TS 38.331 [10]) or RRC Connection Re-establishment Request message (TS 36.331 [14]).

	>> Failure Cell PCI
	M
	
	NG-RAN Cell PCI
9.2.2.10
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