Page 1



3GPP TSG-RAN WG3 #101
Tdoc R3-185205
Gothenburg, Sweden, 20th – 24th August

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.473
	CR
	114
	rev
	-
	Current version:
	15.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction C-RNTI format

	
	

	Source to WG:
	Ericsson.

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-23

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Currently, the C-RNTI over F1AP uses a different format with respect to the C-RNTI in RRC. The format of the C-RNTI needs to be aligned.

	
	

	Summary of change:
	Change the C-RNTI fomat from BIT STRING to INTEGER.
Impact assessment:

This CR is non-bacward compatible (changed IE format).



	
	

	Consequences if not approved:
	Mismatch between F1AP and RRC configuration that reflect inproblems during implementation.



	
	

	Clauses affected:
	9.3.1.32, ASN1.

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Start of Text Proposal 1 for TS 38.473

9.3.1.32
C-RNTI

This IE contains the C-RNTI information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	C-RNTI
	M
	
	INTEGER (0..65335, …)

	C-RNTI as defined in TS 38.331 [8].


Start of Text Proposal 2 for TS 38.473

C-RNTI ::= INTEGER (0..65335, ...)
CUtoDURRCInformation ::= SEQUENCE {


cG-ConfigInfo





CG-ConfigInfo





OPTIONAL,


uE-CapabilityRAT-ContainerList

UE-CapabilityRAT-ContainerList

OPTIONAL,


measConfig






MeasConfig






OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { CUtoDURRCInformation-ExtIEs} } OPTIONAL,


...

}

End of Text Proposal for TS 38.473

