3GPP TSG-RAN WG3 Meeting #101
R3-185217
Gothenburg, Sweden, Aug 20 – 24, 2018
Title: 
(TP for NR BL CR for TS 38.473): on correction to RRC re-establishment on F1
Source: 
Huawei
Agenda item:
31.3.4.8
Document for:
Other
1   Introduction
This TP tries to reflect the following proposal:
Proposal 1: The DL RRC MESSAGE TRANSFER message shall not include the old gNB-DU UE F1AP ID IE in case of UE reselects to a new gNB-DU in RRC re-establishment procedure.  
2   Annex – TP

<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
8.4.2
DL RRC Message Transfer
8.4.2.1
General

The purpose of the DL RRC Message Transfer procedure is to transfer an RRC message. The procedure uses UE-associated signalling.
2.1.1.1   8.4.2.2
Successful operation
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Figure 8.4.2.2-1: DL RRC Message Transfer procedure

If a UE-associated logical F1-connection exists, the DL RRC MESSAGE TRANSFER message shall contain the gNB-DU UE F1AP ID IE, which should be used by gNB-DU to lookup the stored UE context.If no UE-associated logical F1-connection exists, the UE-associated logical F1-connection shall be established at reception of the DL RRC MESSAGE TRANSFER message.

If the Index to RAT/Frequency Selection Priority IE is included in the DL RRC MESSAGE TRANSFER, the gNB-DU may use it for RRM purposes.
The DL RRC MESSAGE TRANSFER message shall include, if available, the old gNB-DU UE F1AP ID IE so that the gNB-DU can retrieve the existing UE context in RRC connection reestablishment procedure, as defined in TS 38.401 [4].
The DL RRC MESSAGE TRANSFER message shall include, if SRB duplication is activated, the Execute Duplication IE, so that the gNB-DU can perform CA based duplication for the SRB.
If the gNB-DU identifies the UE-associated logical F1-connection by the gNB-DU UE F1AP ID IE in the DL RRC MESSAGE TRANSFER message and the old gNB-DU UE F1AP ID IE is included, it shall release the old gNB-DU UE F1AP ID and the related configurations associated with the old gNB-DU UE F1AP ID. 
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