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1	Description and proposal

At the last RAN3 meeting, RAN3 came to a conclusion on how to handle the UE Context Release Command in inactive state in the anchor NG-RAN node:
Upon receiving the UE Context Release Command message while the UE is in RRC_INACTIVE, the last serving gNB may page in the cells corresponding to the RNA and may send XnAP RAN Paging to neighbour gNB(s) if the RNA includes cells of neighbour gNB(s), in order to release UE explicitly.
As can be seen from the above text, there are two possible behaviours for the anchor NG-RAN node:
· The anchor NG-RAN node may decide to not page and release towards 5GC. The desynchronization with the UE will be resolved anyway at next connection setup,
· The anchor NG-RAN may decide to page over RAN to resolve the desynchronization with the UE earlier than at next connection with the UE.
[bookmark: _GoBack]It is therefore clear that there is low priority associated with an NGAP UE Release Command in inactive state in comparison with other potential RAN Paging(s) which may need to be performed for other UEs. It is also clear that it also remains a decision matter for the anchor NG-RAN node when to do the RAN Paging and not a matter of prioritization applied by 5GC.
It is consequently proposed to:
· remove the Paging Priority field from NGAP UE Release Command,
· Remove the related editor’s note. 

Proposal: agree the TP below to clarify the handling of Paging Priority related to UE Release Command.
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Text Proposal for TS 38.413
[bookmark: _Toc518048723]
8.3.3.2	Successful Operation


Figure 8.3.3.2-1: UE context release: successful operation
The AMF initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the NG-RAN node. 
The UE CONTEXT RELEASE COMMAND message shall contain both the AMF UE NGAP ID IE and the RAN UE NGAP ID IE if available, otherwise the message shall contain the AMF UE NGAP ID IE.
Upon reception of the UE CONTEXT RELEASE COMMAND message, the NG-RAN node shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.
If the RAN Paging Priority IE is included in the UE CONTEXT RELEASE COMMAND message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
NOTE:	The applicability of the RAN Paging Priority IE to this procedure may need to be refined.
If the User Location Information IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall handle this information as specified in TS 23.502 [10].
[bookmark: _Hlk489551572]If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall, if supported, store it and may use it for subsequent paging.
[Unchanged text skipped]

[bookmark: _Toc518048929]9.2.2.5	UE CONTEXT RELEASE COMMAND
This message is sent by the AMF to request the release of the UE-associated logical NG-connection over the NG interface.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	CHOICE UE NGAP IDs
	M
	
	
	
	YES
	reject

	>UE NGAP ID pair
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	-
	

	>>RAN UE NGAP ID
	M
	
	9.3.3.2
	
	-
	

	>AMF UE NGAP ID
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	-
	

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore






[Unchanged text skipped]
-- **************************************************************
--
-- UE CONTEXT RELEASE COMMAND
--
-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextReleaseCommand-IEs} },
	...
}

UEContextReleaseCommand-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UE-NGAP-IDs				CRITICALITY reject	TYPE UE-NGAP-IDs			PRESENCE mandatory	}|
	{ ID id-RANPagingPriority		CRITICALITY ignore	TYPE RANPagingPriority		PRESENCE optional	}|
	{ ID id-Cause					CRITICALITY ignore	TYPE Cause					PRESENCE mandatory	},
	...
}

-- **************************************************************
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