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	Reason for change:
	For current “UE Radio Capability” IE in e.g. UE RADIO CAPABILITY CHECK REQUEST message, only generic term “RRC container as defined …” is used in semantics. In current baseline TS38.331 v15.3.0, there is dedicated term “UERadioAccessCapabilityInformation message” defined for that purpose, so NGAP had better be aligned for more precision, similar to S1AP case.
“–
UERadioAccessCapabilityInformation
This message is used to transfer UE radio access capability information, covering both upload to and download from the 5GC.

Direction: ng-eNB or gNB to/ from 5GC”
For current “UE Radio Capability for Paging” in NGAP, only generic term “RRC container as defined …” is used in semantics. In current TS38.331 v15.3.0, the dedicated term “UERadioPagingInformation” (as can be inherited from LTE) was introduced, similar to TS36.331, so NGAP had better be aligned for more precision, similar to S1AP case.

 “–
UERadioPagingInformation
This message is used to transfer radio paging information, covering both upload to and download from the AMF.

Direction: gNB to/ from AMF”

	
	

	Summary of change:
	Refine the TS38.331 RRC Container references for NGAP IE “UE Radio Capability” and “UE Radio Capability for Paging”.
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	The NGAP stage3 details are missing.
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///////////////////////////////////////////////////////////////          First change        ////////////////////////////////////////////////////////////////////////////

9.3.1.68
UE Radio Capability for Paging
This IE contains paging specific UE Radio Capability information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Radio Capability for Paging
	M
	
	OCTET STRING
	 Includes the UERadioPagingInformation 
message as defined in TS 38.331 [18].
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9.3.1.74
UE Radio Capability
This IE contains UE Radio Capability information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Radio Capability
	M
	
	OCTET STRING
	Includes the UERadioAccessCapabilityInformation message as defined in TS 38.331 [18].
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