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1
Introduction

For SN terminated bearer in EN-DC, it is MN to decide DRB ID assignment and DRB type. But for SN terminated bearer in MR-DC, it is still open issue whether MN or SN to decide them.
For DRB ID assignment, in the last meeting, for SN terminated bearer in MR-DC, some agreement has been achieved.
1) MN sends a DRB ID list in SN add req/mod. Typically, the MN should assign a sufficiently large DRB ID list (i.e. usable for the lifetime of the UE context)

2a) For MN-terminated bearers, no problem;

2b) For SN-terminated bearers, SN allocates DRB ID(s) from the list provided

We should not fail the procedure because of a failure to allocate DRB ID(s) at the SN
This paper addresses DRB ID assignment for SN terminated bearer in MR-DC.
2
Discussion

According to current specification (e.g., TS37.340), the following has been captured.

-
QoS flows belonging to the same PDU session may be mapped to different bearer types (see subclause 4.2.2) and as a result there may be two different SDAP entities configured for the same PDU session: one at the MN and another one at the SN, in which case the MN decides which QoS flows are assigned to the SDAP entity in the SN;
And

 -
The MN or SN node that hosts the SDAP entity for a given QoS flow decides how to map the QoS flow to DRBs
So that, the MN decides to split or not to split PDU sessions. For each PDU session including QoS flows, i.e., the MN decides to split some QoS flows terminated at MN and to split the others terminated at SN. Then, for QoS flows terminated at SN side (i.e., ), it is the SN to decide the DRB/ QoS flow mapping.
Proposal 1: In MR-DC, for SN terminated bearer, it is the SN to decide the DRB/ QoS flow mapping.
Furthermore, based on the agreement achieved in the last meeting,
1) MN sends a DRB ID list in SN add req/mod. Typically, the MN should assign a sufficiently large DRB ID list (i.e. usable for the lifetime of the UE context)

2b) For SN-terminated bearers, SN allocates DRB ID(s) from the list provided

We can further suggest that:

Proposal 2: The MN sends a new IE (e.g., Available DRB IDs) contained in S-NODE ADDITION/MODIFICATION REQUEST message. The SN allocates DRB ID(s) from the list provided via S-NODE ADDITION/MODIFICATION REQUEST ACKNOWLEDGE message.
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Figure 1: DRB ID for SN terminated bearer by existing message
3
Conclusion

Proposal 1: In MR-DC, for SN terminated bearer, it is the SN to decide the DRB/ QoS flow mapping.
Proposal 2: The MN sends a new IE (e.g., Available DRB IDs) contained in S-NODE ADDITION/MODIFICATION REQUEST message. The SN allocates DRB ID(s) from the list provided via S-NODE ADDITION/MODIFICATION REQUEST ACKNOWLEDGE message.
Based on the above observation and proposals, we further provide corresponding TP as below.
3
Text Proposal (TS 38.423)

	START of CHANGE


9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	This IE may need to be refined.
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	This IE may need to be refined.
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	YES
	reject

	Available DRB IDs for SN terminated bearer
	O
	
	DRB List

9.2.1.29
	This IE contains the available DRB IDs in SN.
	
	

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	9.2.3.69
	
	–
	

	>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	–
	

	>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – SN terminated
	M
	
	9.2.1.5
	
	–
	

	>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – MN terminated
	M
	
	9.2.1.7
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10] or the SCG-ConfigInfo message as defined in subclause 10.2.2 of TS 36.331 [14].
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	OCTET STRING
	This IE may need to be refined
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	reject

	PCell ID
	O
	
	Global NG-RAN Cell Identity

9.2.2.27
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.

The value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.


	Next CHANGE


9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	This IE may need to be refined.
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	This IE may need to be refined.
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.3.60
	
	–
	

	Available DRB IDs for SN terminated bearer
	O
	
	DRB List

9.2.1.29
	This IE contains the available DRB IDs in SN.
	
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	9.2.3.69
	
	
	

	>>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	–
	

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – SN terminated
	M
	
	9.2.1.5
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Setup Info – MN terminated
	M
	
	9.2.1.7
	
	–
	

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	9.2.3.69
	
	–
	

	>>>Bearer Configurations To Be Modified
	
	1 .. <maxnoofBearerConfigs>
	
	
	–
	

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Info – SN terminated
	M
	
	9.2.1.9
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Info – MN terminated
	M
	
	9.2.1.11
	
	–
	

	> PDU Session Resources To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Released List – SN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	>>PDU Session Resources to Be Released List – MN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10] or the SCG-ConfigInfo message as defined in subclause 10.2.2 of TS 36.331 [14].
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.

This value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.


	END of CHANGE
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