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9.2.4.3
PWS CANCEL REQUEST

This message is forwarded by the gNB-CU to gNB-DU to cancel an already ongoing broadcast of a warning message

Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PWS SI type
	O
	
	ENUMERATED (ETWS, CMAS)
	Indicates a certain SI type for public warning,
	YES
	reject

	Cell Broadcast To Be Cancelled List
	
	0..1
	
	
	YES
	ignore

	>Cell Broadcast to Be Cancelled Item IEs
	
	1.. <maxCellingNB-DU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	-

	Cancel-all Warning Messages Indicator
	O
	
	9.3.1.55
	ENUMERATED (true, …)
	YES
	reject


<Next Change>

IMPORTS


Candidate-SpCell-Item,


Cause,


Cells-Failed-to-be-Activated-List-Item,

Cells-Status-Item,

Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item, 

CellULConfigured,


CriticalityDiagnostics, 

C-RNTI,


CUtoDURRCInformation, 

DRB-Activity-Item,


DRBID,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRB-Notify-Item,


DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DRXConfigurationIndicator,


DUtoCURRCInformation,


EUTRANQoS,


ExecuteDuplication,


FullConfiguration,


GNB-CU-UE-F1AP-ID,


GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 

GNB-CU-Name,


GNB-DU-Name,


InactivityMonitoringRequest,


InactivityMonitoringResponse,


NotificationControl,


NRCGI,


NRPCI,


Potential-SpCell-Item,


RAT-FrequencyPriorityInformation,


ResourceCoordinationTransferContainer,


RRCContainer,


RRCRconfigurationCompleteIndicator,

    PWSSIType

SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item,


SCell-FailedtoSetup-Item,


SCell-FailedtoSetupMod-Item, 

ServCellIndex,


Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,


SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


TimeToWait,


TransactionID,


TransmissionStopIndicator,


UE-associatedLogicalF1-ConnectionItem,


DUtoCURRCContainer,


PagingCell-Item, 


SItype-List,

UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,


GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,


GNB-CU-TNL-Association-To-Remove-Item,


GNB-CU-TNL-Association-To-Update-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


PagingIdentity,


Cells-to-be-Barred-Item,


PWSSystemInformation,


Broadcast-To-Be-Cancelled-Item,


Cells-Broadcast-Cancelled-Item,


NR-CGI-List-For-Restart-Item,


PWS-Failed-NR-CGI-Item,


RepetitionPeriod,


NumberofBroadcastRequest,


Cells-To-Be-Broadcast-Item,


Cells-Broadcast-Completed-Item,


Cancel-all-Warning-Messages-Indicator,


EUTRA-NR-CellResourceCoordinationReq-Container,


EUTRA-NR-CellResourceCoordinationReqAck-Container,

RequestType,


PLMN-Identity,


RLCFailureIndication, 


UplinkTxDirectCurrentListInformation,


SULAccessIndication,


Protected-EUTRA-Resources-Item,


GNB-DUConfigurationQuery,


BitRate,


RRC-Version,


GNBDUOverloadInformation
<Next Change>


id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,


id-Cause,


id-Cancel-all-Warning-Messages-Indicator,


id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item, 


id-Cells-Status-Item,


id-Cells-Status-List,

id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,


id-ConfirmedUEID,


id-CriticalityDiagnostics,


id-C-RNTI,


id-CUtoDURRCInformation,


id-DRB-Activity-Item,


id-DRB-Activity-List,


id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,


id-DRB-Notify-Item,


id-DRB-Notify-List,


id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,


id-ExecuteDuplication,


id-FullConfiguration,


id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 

id-gNB-CU-Name,


id-gNB-DU-Name,


id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,


id-oldgNB-DU-UE-F1AP-ID,


id-Potential-SpCell-Item,


id-Potential-SpCell-List,


id-RAT-FrequencyPriorityInformation,


id-ResetType,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,


id-RRCRconfigurationCompleteIndicator,


id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,


id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,


id-ServCellndex,


id-SpCell-ID,


id-SpCellULConfigured,


id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionStopIndicator,


id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,


id-DUtoCURRCContainer,


id-NRCGI,


id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,


id-SItype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,
    Id-PWSSIType

id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,


id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-Protected-EUTRA-Resources-List,


id-RequestType,


id-ServingPLMN,

id-DRXConfigurationIndicator,


id-RLCFailureIndication,


id-UplinkTxDirectCurrentListInformation,


id-SULAccessIndication,


id-Protected-EUTRA-Resources-Item,


id-GNB-DUConfigurationQuery,


id-GNB-DU-UE-AMBR-UL,


id-GNB-CU-RRC-Version,


id-GNB-DU-RRC-Version,


id-GNBDUOverloadInformation,


maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB
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-- PWS Cancel Request 

-- 

-- ************************************************************** 

PWSCancelRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {PWSCancelRequestIEs} }, 

... 

} 

PWSCancelRequestIEs F1AP-PROTOCOL-IES ::= { 

{ ID id-TransactionID




CRITICALITY reject TYPE TransactionID




PRESENCE mandatory
}|

{ ID id-PWSSIType




        CRITICALITY reject TYPE PWSSIType






PRESENCE optional
}|

{ ID id-NumberofBroadcastRequest 

CRITICALITY reject TYPE NumberofBroadcastRequest 

PRESENCE mandatory }| 

{ ID id-Broadcast-To-Be-Cancelled-List
CRITICALITY reject TYPE Broadcast-To-Be-Cancelled-List
PRESENCE optional
}|

{ ID id-Cancel-all-Warning-Messages-Indicator
CRITICALITY reject TYPE Cancel-all-Warning-Messages-Indicator
PRESENCE optional
}

,

... 

}

Broadcast-To-Be-Cancelled-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Broadcast-To-Be-Cancelled-List-ItemIEs } }

Broadcast-To-Be-Cancelled-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Broadcast-To-Be-Cancelled-Item

CRITICALITY reject
TYPE
Broadcast-To-Be-Cancelled-Item

PRESENCE mandatory
},


...

}

<Next Change>

-- P

PacketDelayBudget ::= INTEGER (0..1023, ...) 

PacketErrorRate ::= SEQUENCE {


pER-Scalar


PER-Scalar,


pER-Exponent

PER-Exponent,


iE-Extensions

ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }
OPTIONAL,


...

}

PacketErrorRate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

PER-Scalar ::= INTEGER (0..9, ...)

PER-Exponent ::= INTEGER (0..9, ...)

PagingCell-Item ::= SEQUENCE {


nRCGI

NRCGI
,


iE-Extensions
ProtocolExtensionContainer { { PagingCell-ItemExtIEs } }
OPTIONAL

}

PagingCell-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

PagingDRX ::= ENUMERATED {


v32,


v64,


v128,


v256,


...


}

PagingIdentity ::=
CHOICE {


rANUEPagingIdentity
RANUEPagingIdentity,


cNUEPagingIdentity
CNUEPagingIdentity, 


choice-extension


ProtocolIE-SingleContainer { { PagingIdentity-ExtIEs } }

}

PagingIdentity-ExtIEs F1AP-PROTOCOL-IES::= {


...

}

PagingPriority ::= ENUMERATED { priolevel1, priolevel2, priolevel3, priolevel4, priolevel5, priolevel6, priolevel7, priolevel8,...} 
PDCPSNLength
::= ENUMERATED { twelve-bits,eighteen-bits,...}

PDUSessionID ::= INTEGER (0..255)

PLMN-Identity ::= OCTET STRING (SIZE(3))

Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}

PriorityLevel
::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)

ProtectedEUTRAResourceIndication

::= OCTET STRING

Protected-EUTRA-Resources-Item ::= SEQUENCE {


spectrumSharingGroupID




SpectrumSharingGroupID, 


eUTRACellsinGNBDUCoordination-List

EUTRACellsinGNBDUCoordination-List,


iE-Extensions
ProtocolExtensionContainer { { Protected-EUTRA-Resources-ItemExtIEs } }
OPTIONAL

}

Protected-EUTRA-Resources-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

Potential-SpCell-Item ::= SEQUENCE {


potential-SpCell-ID


NRCGI
,


iE-Extensions
ProtocolExtensionContainer { { Potential-SpCell-ItemExtIEs } }
OPTIONAL,


...

}

Potential-SpCell-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

PWS-Failed-NR-CGI-Item ::= SEQUENCE {


nRCGI



NRCGI,


numberOfBroadcasts
NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { { PWS-Failed-NR-CGI-ItemExtIEs } }
OPTIONAL,


...

}

PWS-Failed-NR-CGI-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

PWSSystemInformation ::= OCTET STRING

PWSSIType ::= ENUMERATED {


ETWS,


CMAS
}

<End of Change>
