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1   Introduction
It was agreed that the Retrieve UE Context procedure could be initiated by the new NG-RAN node for purpose of RRC_INACTIVE UE mobility or RRC connection reestablishment.

Consequently, this implies that there will be three cases for the new node to initiate the UE Context Release procedure towards the old node:

· Xn Handover.
For handover, the UE Context Release message is initiated by the target node to release the UE context in the source node after handover success. 
· UE Context Retrieval for RRC_INACTIVE UE.
For RRC_INACTIVE, the UE Context Release message is initiated by the new serving gNB to release the UE context in the anchor gNB, after the new serving gNB successfully resumes the connection for an inactive UE. 
· UE Context Retrieval for RRC Connection reestablishment in a new node.

For RRC Connection reestablishment, the UE Context Release message is initiated by the new node to release the UE context in the old node, after the new node successfully re-establishes the connection for a RLF UE. 
The current procedure text in the section of UE context release only supports the first case. Therefore, we propose to modify the UE Context Release related procedure text to support the latter two cases.
Proposal 1: To modify the procedure text to support the cases when the UE Context Release procedure is initiated after Successful UE Context Retrieval.
2   Annex –Text Proposal to 38.423 BL CR
<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
8.2.7
UE Context Release

8.2.7.1
General

The UE Context Release procedure is initiated by the new NG-RAN node to indicate to the old NG-RAN node that radio and control plane resources for the associated UE context are allowed to be released.
The procedure uses UE-associated signalling.

8.2.7.2
Successful Operation
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Figure 8.2.7.2-1: UE Context Release, successful operation

The UE Context Release procedure is initiated by the new NG-RAN node. By sending the UE CONTEXT RELEASE message the new NG-RAN node informs the old NG-RAN node of Handover success, RRC connection reestablishment success, or RRC connection resumption success and triggers the release of resources. 
<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
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