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<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
9.2.2.11
Served Cell Information NR

This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID

	NR CGI
	M
	
	9.2.2.7
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code

	RANAC
	O
	
	RAN Area Code

9.2.2.6
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs

	>PLMN Identity
	M
	
	9.2.2.4
	

	CHOICE NR-Mode-Info
	M
	
	
	

	>FDD
	
	
	
	

	>>FDD Info
	
	1
	
	

	>>>UL NR Frequency Info
	M
	
	NR Frequency Info

9.2.2.19
	

	>>>DL NR Frequency Info
	M
	
	NR Frequency Info

9.2.2.19
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.20
	

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.20
	

	>TDD
	
	
	
	

	>>TDD Info
	
	1
	
	

	>>>Frequency Info
	M
	
	NR Frequency Info

9.2.2.19
	

	>>>Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.2.20
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message for the served cell, as defined in TS 38.331 [10].

	
	
	
	
	

	Connectivity Support
	M
	
	9.2.2.28
	


<<<<<<<<<<<<<<<<<<<< Next Text Proposal >>>>>>>>>>>>>>>>>>>>
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--





-- **************************************************************

<*******skip unchanged part*********>

NRTransmissionBandwidth
::= SEQUENCE {


nRSCS
NRSCS,


nRNRB
NRNRB,


iE-Extensions



ProtocolExtensionContainer { {NRTransmissionBandwidth-ExtIEs} } OPTIONAL,


...

}
<*******skip unchanged part*********>
ServedCellInformation-NR ::= SEQUENCE {


nrPCI







NRPCI,


cellID







NR-CGI,


tac








TAC,


ranac







RANAC





OPTIONAL,


broadcastPLMN





BroadcastPLMNs,


nrModeInfo






NRModeInfo,


measurementTimingConfiguration

OCTET STRING,



connectivitySupport




Connectivity-Support,
iE-Extensions





ProtocolExtensionContainer { {ServedCellInformation-NR-ExtIEs} } OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
