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3.2
Abbreviations
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

5GC
5G Core Network

AMF
Access and Mobility Management Function

AP
Application Protocol

AS
Access Stratum

CM
Connection Management

CMAS
Commercial Mobile Alert Service
ETWS
Earthquake and Tsunami Warning System

F1-U
F1 User plane interface

F1-C
F1 Control plane interface

F1AP
F1 Application Protocol

FDD
Frequency Division Duplex

GTP-U
GPRS Tunnelling Protocol

IP
Internet Protocol

NAS
Non-Access Stratum

O&M
Operation and Maintenance

PWS
Public Warning System

QoS
Quality of Service
RET
Remote Electrical Tilting
RNL
Radio Network Layer

RRC
Radio Resource Control

SAP
Service Access Point

SCTP
Stream Control Transmission Protocol

SFN
System Frame Number

SM
Session Management
SMF
Session Management Function

TDD
Time Division Duplex

TDM
Time Division Multiplexing
TMA
Tower Mounted Amplifier
TNL
Transport Network Layer

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
10.4
E1 interface
3GPP TS 38.460 [17] specifies E1 interface general aspects and principles.
10.5
Antenna interface - general principles
The antenna interface for the control of antenna feature support, e.g. RET antennas or TMAs, is a logical part of the gNB/en-gNB.
The support of any standardised antenna interface technique - like AISG [XX] - shall not be prevented.
<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
