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********************** Changes start **************************
NRNeighbour-Information ::= SEQUENCE (SIZE (1.. maxofNRNeighbours))OF SEQUENCE {


nrpCI



NRPCI,


nrCellID



NRCGI,




fiveGS-TAC


FiveGS-TAC,


configured-TAC

TAC


OPTIONAL,


measurementTimingConfiguration
OCTET STRING,


nRNeighbourModeInfo


CHOICE {



fdd

FDD-InfoNeighbourServedNRCell-Information,



tdd

TDD-InfoNeighbourServedNRCell-Information,



...


},


iE-Extensions





ProtocolExtensionContainer { { NRNeighbour-Information-ExtIEs} } OPTIONAL,


...

}

NRNeighbour-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CellAssistanceInformation ::= CHOICE {






limited-list



Limited-list,

full-list



ENUMERATED  {allServedNRcells, ...},


...

}

Limited-list 
::= SEQUENCE (SIZE (1..maxCellinengNB)) OF SEQUENCE {


nrCellID


NRCGI,



iE-Extensions





ProtocolExtensionContainer { {Limited-list-ExtIEs} } OPTIONAL,


...

}

Limited-list-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- EN-DC X2 SETUP RESPONSE

--

-- **************************************************************

********************** Unchanged part omit **************************
NRFreqInfo ::= SEQUENCE{


nRARFCN


INTEGER (0.. 3279165),




freqBandListNr
SEQUENCE (SIZE(1..maxnoofNrCellBands)) OF FreqBandNrItem,


sULInformation
SULInformation

OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { {NRFreqInfo-ExtIEs} } OPTIONAL,


...

}
**********************End of change**************************
