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1   Introduction and discussion
In RAN3#100 meeting, it was agreed to use the RETRIEVE UE CONTEXT procedure also for RRC Reestablishment (R3-183497). UE Context ID was defined as choice to cover both RRC Resume and RRC Reestablishment cases. Integrity protection information (i.e. ShortMAC-I) could be get from RRCConnectionResumeRequest message or RRCReestablishmentRequest message. However, the semantic description on Integrity protection IE in RETRIEVE UE CONTEXT REQUEST message only refers to RRCConnectionResumeRequest message (refer below). The case to get Integrity protection from RRCReestablishmentRequest message should be added.
	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	ShortMAC-I either contained in the RRCConnection ResumeRequest message as defined in TS 38.331 [10])

or in the RRCConnection ResumeRequest message as defined in TS 36.331 [14])
	YES
	reject


The TP is provided below. 
2   Annex – TP
Beginning of Text Proposal to TS 38.423
9.1.1.8
RETRIEVE UE CONTEXT REQUEST

This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.

Direction: new NG-RAN node ( old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	ShortMAC-I contained in the RRCConnection ResumeRequest message as defined in TS 38.331 [10])
or in the RRCConnection ResumeRequest message as defined in TS 36.331 [14]) or in the RRCReestablishmentRequest message as defined in TS 38.331 [10]) or in the RRCReestablishmentRequest message as defined in TS 36.331 [14])
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity

9.2.2.9
	The Cell Identifier of the cell where the RRC connection has been requested to be resumed or to be re-established.
	YES
	reject


End of Text Proposal to TS 38.423
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