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1   Introduction
As discussed in [1], either the list of E-UTRA cells or NR cells shall be always present if E-UTRA – NR resource coordination is initiated by eNB or en-gNB. However, in current spec, the starting value is 0, which means even the Spectrum Sharing Group ID exists, the cell ID may not be included. The issue needs to be solved in Xn as well.
The starting value however is correct in ASN.1, which means only tabular should be updated. The text proposal to TS 38.423 is followed.
TP to TS 38.423:
9.1.2.23
E-UTRA – NR CELL RESOURCE COORDINATION REQUEST
This message is sent by a neighbouring ng-eNB to a peer gNB or by a neighbouring gNB to a peer ng-eNB, both nodes able to interact, to express the desired resource allocation for data traffic, for the sake of E-UTRA - NR Cell Resource Coordination.

Direction: ng-eNB ( gNB, gNB ( ng-eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE Initiating Node Type
	M
	
	
	
	YES
	reject

	>ng-eNB
	
	
	
	
	
	

	>>Data Traffic Resource Indication
	M
	
	9.2.2.30


	Indicates resource allocations for data traffic.
	–
	

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxnoofCellsinNG-RANnode)
	Indicates the E-UTRA cells involved in resource coordination with the NR cells affiliated with the same Spectrum Sharing Group ID.
	–
	

	>>List of E-UTRA Cells in E-UTRA Coordination Request
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	List of applicable E-UTRA cells. 
	–
	

	>>>EUTRA Cell ID
	M
	
	E-UTRA CGI 9.2.2.8
	
	–
	

	>gNB
	
	
	
	
	
	

	>>Data Traffic Resource Indication
	M
	
	9.2.2.30
	Indicates resource allocations for data traffic.
	–
	

	>>List of E-UTRA Cells in NR Coordination Request
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	List of applicable E-UTRA cells 
	–
	

	>>>E-UTRA Cell ID
	M
	
	E-UTRA CGI 9.2.2.8
	
	–
	

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxnoofCellsinNG-RANnode)
	Indicates the NR cells involved in resource coordination with the E-UTRA cells affiliated with the same Spectrum Sharing Group ID.
	–
	

	>>List of NR Cells in NR Coordination Request
	
	1 .. < maxnoNRcellsSpectrumSharingwithE-UTRA >
	
	List of applicable NR cells 
	–
	

	>>>NR-Cell ID
	M
	
	NR-CGI 9.2.2.7
	
	–
	


	Range bound
	Explanation

	maxnoNRcellsSpectrumSharingwithE-UTRA
	Maximum no. of NR cells affiliated to a Spectrum Sharing Group ID involved in cell resource coordination with a number of E-UTRA cells affiliated with the same Spectrum Sharing Group ID. Value is 64.

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.


9.1.2.24
E-UTRA – NR CELL RESOURCE COORDINATION RESPONSE
This message is sent by a neighbouring ng-eNB to a peer gNB or by a neighbouring gNB to a peer ng-eNB, both nodes able to interact, as a response to the E-UTRA – NR CELL RESOURCE COORDINATION REQUEST.

Direction: ng-eNB ( gNB, gNB ( ng-eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE Responding NodeType
	M
	
	
	
	YES
	reject

	>ng-eNB
	
	
	
	
	
	

	>>Data Traffic Resource Indication
	M
	
	9.2.2.30
	Indicates resource allocations for data traffic.
	–
	

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxnoofCellsinNG-RANnode)
	Indicates the E-UTRA cells involved in resource coordination with the NR cells affiliated with the same Spectrum Sharing Group ID.
	–
	

	>>List of E-UTRA Cells in E-UTRA Coordination Response
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	List of applicable E-UTRA cells 
	–
	

	>>>EUTRA Cell ID
	M
	
	E-UTRA CGI 9.2.2.8
	
	–
	

	>gNB
	
	
	
	
	
	

	>>Data Traffic Resource Indication
	M
	
	9.2.2.30
	Indicates resource allocations for data traffic.
	–
	

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxnoofCellsinNG-RANnode)
	Indicates the NR cells involved in resource coordination with the E-UTRA cells affiliated with the same Spectrum Sharing Group ID.
	–
	

	>>List of NR Cells in NR Coordination Response
	
	1 .. < maxnoNRcellsSpectrumSharingwithE-UTRA >
	
	List of applicable NR cells 
	–
	

	>>>NR Cell ID
	M
	
	NR-CGI 9.2.2.7
	
	–
	


	Range bound
	Explanation

	maxnoNRcellsSpectrumSharingwithE-UTRA
	Maximum no. of NR cells affiliated to a Spectrum Sharing Group ID involved in cell resource coordination with a number of E-UTRA cells affiliated with the same Spectrum Sharing Group ID. Value is 64.

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.


	*** Next change, omitted text not changed ***


-- **************************************************************

--

-- E-UTRA NR CELL RESOURCE COORDINATION REQUEST
--

-- **************************************************************

E-UTRA-NR-CellResourceCoordinationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{E-UTRA-NR-CellResourceCoordinationRequest-IEs}},


...

}

E-UTRA-NR-CellResourceCoordinationRequest-IEs XNAP-PROTOCOL-IES ::= {

{ ID id-initiatingNodeType-ResourceCoordRequest  CRITICALITY reject  TYPE InitiatingNodeType-ResourceCoordRequest  PRESENCE mandatory},

...

}
InitiatingNodeType-ResourceCoordRequest ::= CHOICE {


ng-eNB







ResourceCoordRequest-ng-eNB-initiated,

gNB








ResourceCoordRequest-gNB-initiated,

choice-extension




ProtocolIE-Single-Container { {InitiatingNodeType-ResourceCoordRequest-ExtIEs} }

}

InitiatingNodeType-ResourceCoordRequest-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

ResourceCoordRequest-ng-eNB-initiated ::= SEQUENCE {


dataTrafficResourceIndication

DataTrafficResourceIndication,


spectrumSharingGroupID



SpectrumSharingGroupID,


listofE-UTRACells





SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {ResourceCoordRequest-ng-eNB-initiated-ExtIEs} } OPTIONAL,


...

}

ResourceCoordRequest-ng-eNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResourceCoordRequest-gNB-initiated ::= SEQUENCE {

dataTrafficResourceIndication

DataTrafficResourceIndication,


listofE-UTRACells





SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI OPTIONAL,

spectrumSharingGroupID



SpectrumSharingGroupID,


listofNRCells






SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF NR-CGI OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {ResourceCoordRequest-gNB-initiated-ExtIEs} } OPTIONAL,


...

}

ResourceCoordRequest-gNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- E-UTRA NR CELL RESOURCE COORDINATION RESPONSE
--

-- **************************************************************

E-UTRA-NR-CellResourceCoordinationResponse::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{E-UTRA-NR-CellResourceCoordinationResponse-IEs}},


...

}

E-UTRA-NR-CellResourceCoordinationResponse-IEs XNAP-PROTOCOL-IES ::= {

{ ID id-respondingNodeType-ResourceCoordResponse  CRITICALITY reject  TYPE RespondingNodeType-ResourceCoordResponse PRESENCE mandatory},

...

}

RespondingNodeType-ResourceCoordResponse ::= CHOICE {


ng-eNB







ResourceCoordResponse-ng-eNB-initiated,

gNB








ResourceCoordResponse-gNB-initiated,

choice-extension




ProtocolIE-Single-Container { {RespondingNodeType-ResourceCoordResponse-ExtIEs} }

}

RespondingNodeType-ResourceCoordResponse-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

ResourceCoordResponse-ng-eNB-initiated ::= SEQUENCE {


dataTrafficResourceIndication

DataTrafficResourceIndication,


spectrumSharingGroupID



SpectrumSharingGroupID,


listofE-UTRACells





SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF E-UTRA-CGI OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {ResourceCoordResponse-ng-eNB-initiated-ExtIEs} } OPTIONAL,


...

}

ResourceCoordResponse-ng-eNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResourceCoordResponse-gNB-initiated ::= SEQUENCE {

dataTrafficResourceIndication

DataTrafficResourceIndication,


spectrumSharingGroupID



SpectrumSharingGroupID,


listofNRCells






SEQUENCE (SIZE(1.. maxnoofCellsinNG-RANnode)) OF NR-CGI OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {ResourceCoordResponse-gNB-initiated-ExtIEs} } OPTIONAL,


...

}

ResourceCoordResponse-gNB-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

	*** Changes end ***
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