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[bookmark: _Toc525566957]9.2.1.6	PDU Session Resource Setup Response Info – SN terminated
Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.
This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-U DL UP TNL Information at NG-RAN
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows To Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	The UL QoS flow is not mapped to the DRB if included in the Not Mapped UL Flows Mapped to DRB Item IE included in the Asymmetric UL QoS Information IE.
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>Asymmetric UL QoS Information
	O
	
	9.2.1.xy
	Contains asymmetric UL QoS information
	YES
	ignore

	QoS Flows Not Admitted List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of DL PDUs
This IE may need to be refined. Placeholder only.
	–
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of UL PDUs
This IE may need to be refined. Placeholder only.
	–
	

	Security Result
	O
	
	9.2.3.67
	
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64
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[bookmark: _Toc525566958]9.2.1.7	PDU Session Resource Setup Info – MN terminated
Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.
This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn-U transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	The UL QoS flow is not mapped to the DRB if included in the Not Mapped UL Flows Mapped to DRB Item IE included in the Asymmetric UL QoS Information IE.
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>Asymmetric UL QoS Information
	O
	
	9.2.1.xy
	Contains asymmetric UL QoS information
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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[bookmark: _Toc525566961]9.2.1.10	PDU Session Resource Modification Response Info – SN terminated
Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.
This IE contains the PDU session resource related result of an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Sessions Level QoS Parameters
	
	
	OCTET STRING
	Includes QoS parameters to be modified.
This IE may need to be refined.
	–
	

	NG-U DL UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped To List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	The UL QoS flow is not mapped to the DRB if included in the Not Mapped UL Flows Mapped to DRB Item IE included in the Asymmetric UL QoS Information IE.
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>Asymmetric UL QoS Information
	O
	
	9.2.1.xy
	Contains asymmetric UL QoS information
	YES
	ignore

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	DRBs To Be Released List
	
	0..1
	
	
	–
	

	>DRBS to Be Released Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	QoS Flows Not Admitted to be Added List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	QoS Flows Released List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of DL PDUs.
This IE may need to be refined. Placeholder only.
	–
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of UL PDUs.
This IE may need to be refined. Placeholder only.
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.
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[bookmark: _Toc525566962]9.2.1.11	PDU Session Resource Modification Info – MN terminated
Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.
This IE contains information related to PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoof DRBs>
	
	
	–
	

	>>DRB-ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	
	
	9.2.3.28
	
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	

	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped to DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	The UL QoS flow is not mapped to the DRB if included in the Not Mapped UL Flows Mapped to DRB Item IE included in the Asymmetric UL QoS Information IE.
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>Asymmetric UL QoS Information
	O
	
	9.2.1.xy
	Contains asymmetric UL QoS information
	YES
	ignore

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>QoS Flows Mapped To DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoof QoS Flows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.28
	
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.



------------------------
Skip to next change 
------------------------

[bookmark: _Toc525566966]9.2.1.15	DRB to QoS Flow Mapping List
This IE contains a list of DRBs containing information about the mapped QoS flows.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBS to QoS Flow Mapping Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>DRB ID
	M
	
	9.2.3.33
	
	– 
	

	>QoS Flows List
	
	1
	
	
	–
	

	>>QoS Flow Item
	
	1..<maxnoofQoSFlows>
	
	
	–
	

	>>>QoS Flow Indicator
	M
	
	9.2.3.10
	The UL QoS flow is not mapped to the DRB if included in the Not Mapped UL QoS Flow List IE.
	–
	

	>Not Mapped UL QoS Flow List
	O
	
	QoS Flow List
9.2.1.xx
	Contains information of the UL QoS flows which are not mapped to the DRB.
	YES
	ignore

	>Asymmetric UL QoS Flow List
	O
	
	QoS Flow List
9.2.1.xx
	Contains information of the UL QoS flows mapped to the DRB in asymmetric QoS flow to DRB mapping.
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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[bookmark: _Toc525566971]9.2.1.20	PDU Session Modification Required Info – SN terminated
Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.
This IE contains PDU session resource information of an S-NG-RAN node initiated modification request of DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG-U transport bearer. For delivery of DL PDUs.
	–
	

	QoS Flows To Be Released List
	O
	
	QoS Flow List with Cause
9.2.1.4
	
	–
	

	Data Forwarding Request List
	O
	
	9.2.1.17
	
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>UL Xn-U UP TNL Information at SN
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	The UL QoS flow is not mapped to the DRB if included in the Not Mapped UL Flows Mapped to DRB Item IE included in the Asymmetric UL QoS Information IE.
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>Asymmetric UL QoS Information
	O
	
	9.2.1.xy
	Contains asymmetric UL QoS information
	YES
	ignore

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>UL Xn-U UP TNL Information at SN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	-
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	The UL QoS flow is not mapped to the DRB if included in the Not Mapped UL Flows Mapped to DRB Item IE included in the Asymmetric UL QoS Information IE.
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information
9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>Asymmetric UL QoS Information
	O
	
	9.2.1.xy
	Contains asymmetric UL QoS information
	YES
	ignore

	DRBs To Be Released List
	
	0..1
	
	
	–
	

	>DRBS to Be Released Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.
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9.2.1.xy	Asymmetric UL QoS Information
This information element provides asymmetric UL QoS flow information for a DRB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: _Hlk525854313]Not Mapped UL Flows to DRB Item
	
	0 .. <maxnoofQoSFlows>
	
	Contains UL QoS flows which are not mapped to the DRB.

	> QoS Flow Indicator
	M
	
	9.2.3.10
	

	Asymmetric UL Flows Mapped to DRB Item
	
	0 .. <maxnoofQoSFlows>
	
	Contains information of the UL QoS flows mapped to the DRB in asymmetric QoS flow to DRB mapping.

	> QoS Flow Indicator
	M
	
	9.2.3.10
	

	>Asymmetric UL QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	Contains only QoS Flow level QoS parameters related to UL. The other IEs not related to UL are ignored.



[bookmark: _Toc525567645]9.2.1.xx	QoS Flow List
This IE indicates the list of QoS flows.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QoS Flow Item
	
	1..<maxnoofQoSFlows>
	
	

	>QoS Flow Indicator
	M
	
	9.2.3.10
	



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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[bookmark: _Toc525567094]9.3.5	Information Element definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-AsymmetricUL-QoS-Information,
	id-NotMappedUL-QosFlowList,
	id-AsymmetricUL-QosFlowList,

	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCellsinAoI,
	maxnoofCellsinNG-RANnode,
	maxnoofCellsinRNA,
	maxnoofCellsinUEHistoryInfo,
	maxnoofDRBs,
	maxnoofEPLMNs,
	maxnoofEUTRABands,
	maxnoofForbiddenTACs,
	maxnoofMBSFNEUTRA,
	maxnoofNeighbours,
	maxnoofNRCellBands,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofProtectedResourcePatterns,
	maxnoofQoSFlows,
	maxnoofRANAreaCodes,
	maxnoofRANAreasinRNA,
	maxnoofSliceItems,
	maxnoofsupportedTACs,
	maxnoofsupportedPLMNs,
	maxnoofTAI,
	maxnoofTAIsinAoI,
	maxnoofUEContexts,
	maxNRARFCN,
	maxNrOfErrors,
	maxnoofRANNodesinAoI

FROM XnAP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM XnAP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES
FROM XnAP-Containers;

------------------------
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-- D


DataforwardingInfoperPDUSession ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF DataforwardingInfoperPDUSession-Item

DataforwardingInfoperPDUSession-Item ::= SEQUENCE {
	pduSession-ID			PDUSession-ID,
	dlForwardingUPTNL		UPTransportLayerInformation															OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { DataforwardingInfoperPDUSession-Item-ExtIEs} }	OPTIONAL,
	...
}

------------------------
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[bookmark: _Hlk513995038]DRBToQoSFlowMapping-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBToQoSFlowMapping-Item

DRBToQoSFlowMapping-Item ::= SEQUENCE {
	drb-ID				DRB-ID,
	qosFlows-List		QoSFlows-List,
	iE-Extension		ProtocolExtensionContainer { {DRBToQoSFlowMapping-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBToQoSFlowMapping-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-NotMappedUL-QosFlowList		CRITICALITY ignore	EXTENSION	QosFlowList	PRESENCE optional}|
	{ ID id-AsymmetricUL-QosFlowList		CRITICALITY ignore	EXTENSION	QosFlowList	PRESENCE optional},
	...
}


QosFlowList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowItem

QosFlowItem ::= SEQUENCE {
	qosFlowIndicator		QosFlowIndicator,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowItem-ExtIEs} } OPTIONAL,
	...
}

QosFlowItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



------------------------
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-- P


PacketDelayBudget ::= INTEGER (0..1023, ...)


[bookmark: _Hlk515425527]PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
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[bookmark: _Hlk513990739]-- **************************************************************
--
-- PDU Session Resources To Be Setup List
--
-- **************************************************************


PDUSessionResourcesToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourcesToBeSetup-Item

PDUSessionResourcesToBeSetup-Item ::= SEQUENCE {
	pduSessionId					PDUSession-ID,
	s-NSSAI							S-NSSAI,
	pduSessionAMBR					PDUSessionAggregateMaximumBitRate,
	uL-NG-U-TNLatUPF				UPTransportLayerInformation,
	securityIndication				SecurityIndication																	OPTIONAL,
	pduSessionType					PDUSessionType,
	qosFlowsToBeSetup-List			QoSFlowsToBeSetup-List,
	sourceDRBtoQoSFlowMapping		DRBToQoSFlowMapping-List															OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourcesToBeSetup-Item-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourcesToBeSetup-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515434045]-- **************************************************************
--
-- PDU Session Resource Setup Info - SN terminated
--
-- **************************************************************


PDUSessionResourceSetupInfo-SNterminated ::= SEQUENCE {
	uL-NG-U-TNLatUPF				UPTransportLayerInformation,
	pduSessionType					PDUSessionType,
	qosFlowsToBeSetup-List		QoSFlowsToBeSetup-List-Setup-SNterminated,
	dlForwarding					DLForwarding			OPTIONAL, -- this IE needs to be refined and is only a placeholder
	securityIndication				SecurityIndication																	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSFlowsToBeSetup-List-Setup-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsToBeSetup-List-Setup-SNterminated-Item

QoSFlowsToBeSetup-List-Setup-SNterminated-Item ::= SEQUENCE {
	qfi								QoSFlowIndicator,
	qosFlowLevelQoSParameters		QoSFlowLevelQoSParameters,
	offeredGBRQoSFlowInfo			GBRQoSFlowInfo										OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QoSFlowsToBeSetup-List-Setup-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsToBeSetup-List-Setup-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- PDU Session Resource Setup Response Info - SN terminated
--
-- **************************************************************


PDUSessionResourceSetupResponseInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN			UPTransportLayerInformation,
	dRBsToBeSetup					DRBsToBeSetupList-SetupResponse-SNterminated,
	qosFlowsNotAdmittedList		QoSFlows-List-withCause				OPTIONAL,
	dLForwardingUPTNLInfo			UPTransportLayerInformation			OPTIONAL, -- this IE needs to be refined, placeholder only
	uLForwardingUPTNLInfo			UPTransportLayerInformation			OPTIONAL, -- this IE needs to be refined, placeholder only
	securityResult					SecurityResult							OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupResponseInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupResponseInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeSetupList-SetupResponse-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeSetupList-SetupResponse-SNterminated-Item

DRBsToBeSetupList-SetupResponse-SNterminated-Item ::= SEQUENCE {
	drb-ID													DRB-ID,
	sN-UL-PDCP-UP-TNLInfo									UPTransportLayerInformation,
	dRB-QoS													QoSFlowLevelQoSParameters,
	pDCP-SNLength											PDCPSNLength						OPTIONAL,
	rLC-Mode												RLCMode								OPTIONAL,
	secondary-SN-UL-PDCP-UP-TNLInfo						UPTransportLayerInformation		OPTIONAL,
	duplicationActivation									DuplicationActivation				OPTIONAL,
	qoSFlowsMappedtoDRB-SetupResponse-SNterminated		QoSFlowsMappedtoDRB-SetupResponse-SNterminated,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeSetupList-SetupResponse-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeSetupList-SetupResponse-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AsymmetricUL-QoS-Information		CRITICALITY ignore	EXTENSION AsymmetricUL-QoS-Information		PRESENCE optional },
	...
}

QoSFlowsMappedtoDRB-SetupResponse-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF
																		QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item

QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item ::= SEQUENCE {
	qoSFlowIndicator				QoSFlowIndicator,
	mCGRequestedGBRQoSFlowInfo	GBRQoSFlowInfo														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


AsymmetricUL-QoS-Information ::= SEQUENCE {
	notMappedUL-FlowsTo-DRB-Item					NotMappedUL-FlowsTo-DRB-Item				OPTIONAL,
	asymmetricUL-Flows-MappedToDRB-Item				AsymmetricUL-Flows-MappedToDRB-Item			OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { AsymmetricUL-QoS-Information-ItemExtIEs } }	OPTIONAL,
	...
}

AsymmetricUL-QoS-Information-ItemExtIEs		XNAP-PROTOCOL-EXTENSION ::= {
	...
}



NotMappedUL-FlowsTo-DRB-Item	::=	SEQUENCE (SIZE(0.. maxnoofQoSFlows)) OF UL-QoS-Flows-NotMapped-To-DRB-Item

UL-QoS-Flows-NotMapped-To-DRB-Item 	::= SEQUENCE {
	qoSFlowIndicator							QoSFlowIndicator,
	iE-Extensions				ProtocolExtensionContainer { { UL-QoS-Flows-NotMapped-To-DRB-ItemExtIEs} } OPTIONAL
}

UL-QoS-Flows-NotMapped-To-DRB-ItemExtIEs 	XNAP-PROTOCOL-EXTENSION ::= {
	...
}

AsymmetricUL-Flows-MappedToDRB-Item	::=	SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF AsymmetricUL-Flows-MappedToDRB-Item-Item

AsymmetricUL-Flows-MappedToDRB-Item-Item 	::= SEQUENCE {
	qoSFlowIndicator							QoSFlowIndicator,
	uL-qoSFlowLevelQoSParameters				QoSFlowLevelQoSParameters,
	iE-Extensions				ProtocolExtensionContainer { { AsymmetricUL-Flows-MappedToDRB-ItemExtIEs} } OPTIONAL
}

AsymmetricUL-Flows-MappedToDRB-ItemExtIEs 	XNAP-PROTOCOL-EXTENSION ::= {
	...
}



-- **************************************************************
--
-- PDU Session Resource Setup Info - MN terminated
--
-- **************************************************************


PDUSessionResourceSetupInfo-MNterminated ::= SEQUENCE {
	pduSessionType					PDUSessionType,
	dRBsToBeSetup					DRBsToBeSetupList-Setup-MNterminated,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeSetupList-Setup-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeSetupList-Setup-MNterminated-Item

DRBsToBeSetupList-Setup-MNterminated-Item ::= SEQUENCE {
	drb-ID													DRB-ID,
	mN-UL-PDCP-UP-TNLInfo									UPTransportLayerInformation,
	rLC-Mode												RLCMode								OPTIONAL,
	dRB-QoS													QoSFlowLevelQoSParameters,
	pDCP-SNLength											PDCPSNLength						OPTIONAL,
	secondary-MN-UL-PDCP-UP-TNLInfo						UPTransportLayerInformation		OPTIONAL,
	duplicationActivation									DuplicationActivation				OPTIONAL,
	qoSFlowsMappedtoDRB-Setup-MNterminated		QoSFlowsMappedtoDRB-Setup-MNterminated,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeSetupList-Setup-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeSetupList-Setup-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AsymmetricUL-QoS-Information		CRITICALITY ignore	EXTENSION AsymmetricUL-QoS-Information		PRESENCE optional },
	...
}

QoSFlowsMappedtoDRB-Setup-MNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsMappedtoDRB-Setup-MNterminated-Item

QoSFlowsMappedtoDRB-Setup-MNterminated-Item ::= SEQUENCE {
	qoSFlowIndicator				QoSFlowIndicator,
	qoSFlowLevelQoSParameters		QoSFlowLevelQoSParameters,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsMappedtoDRB-Setup-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsMappedtoDRB-Setup-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Setup Response Info - MN terminated
--
-- **************************************************************


PDUSessionResourceSetupResponseInfo-MNterminated ::= SEQUENCE {
	dRBsAdmittedList				DRBsAdmittedList-SetupResponse-MNterminated,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupResponseInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupResponseInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsAdmittedList-SetupResponse-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsAdmittedList-SetupResponse-MNterminated-Item

DRBsAdmittedList-SetupResponse-MNterminated-Item ::= SEQUENCE {
	drb-ID									DRB-ID,
	sN-DL-SCG-UP-TNLInfo					UPTransportLayerInformation,
	secondary-SN-DL-SCG-UP-TNLInfo		UPTransportLayerInformation		OPTIONAL,
	lCID									LCID								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsAdmittedList-SetupResponse-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsAdmittedList-SetupResponse-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModificationInfo-SNterminated ::= SEQUENCE {
	uL-NG-U-TNLatUPF				UPTransportLayerInformation						OPTIONAL,
	qosFlowsToBeSetup-List		QoSFlowsToBeSetup-List-Setup-SNterminated		OPTIONAL,
	qosFlowsToBeModified-List		QoSFlowsToBeSetup-List-Modified-SNterminated	OPTIONAL,
	qoSFlowsToBeReleased-List		QoSFlows-List-withCause							OPTIONAL,
	drbsToBeModifiedList			DRBsToBeModified-List-Modified-SNterminated		OPTIONAL,
	dlForwarding					DLForwarding			OPTIONAL, -- this IE needs to be refined and is only a placeholder
	securityIndication				SecurityIndication																	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSFlowsToBeSetup-List-Modified-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsToBeSetup-List-Modified-SNterminated-Item

QoSFlowsToBeSetup-List-Modified-SNterminated-Item ::= SEQUENCE {
	qfi								QoSFlowIndicator,
	qosFlowLevelQoSParameters		QoSFlowLevelQoSParameters							OPTIONAL,
	offeredGBRQoSFlowInfo			GBRQoSFlowInfo										OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QoSFlowsToBeSetup-List-Modified-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsToBeSetup-List-Modified-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeModified-List-Modified-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeModified-List-Modified-SNterminated-Item

DRBsToBeModified-List-Modified-SNterminated-Item ::= SEQUENCE {
	drb-ID									DRB-ID,
	mN-DL-PDCP-UP-TNLInfo					UPTransportLayerInformation		OPTIONAL,
	secondary-MN-DL-PDCP-UP-TNLInfo		UPTransportLayerInformation		OPTIONAL,
	lCID									LCID								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeModified-List-Modified-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModified-List-Modified-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

-- **************************************************************
--
-- PDU Session Resource Modification Response Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModificationResponseInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN			UPTransportLayerInformation,
	dRBsToBeSetup					DRBsToBeSetupList-SetupResponse-SNterminated			OPTIONAL,
	dRBsToBeModified				DRBsToBeModifiedList-ModificationResponse-SNterminated	OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause											OPTIONAL,
	qosFlowsReleased				QoSFlows-List-withCause									OPTIONAL,
	dLForwardingUPTNLInfo			UPTransportLayerInformation			OPTIONAL, -- this IE needs to be refined, placeholder only
	uLForwardingUPTNLInfo			UPTransportLayerInformation			OPTIONAL, -- this IE needs to be refined, placeholder only
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationResponseInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationResponseInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeModifiedList-ModificationResponse-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF 
																				DRBsToBeModifiedList-ModificationResponse-SNterminated-Item

DRBsToBeModifiedList-ModificationResponse-SNterminated-Item ::= SEQUENCE {
	drb-ID													DRB-ID,
	sN-UL-PDCP-UP-TNLInfo									UPTransportLayerInformation		OPTIONAL,
	dRB-QoS													QoSFlowLevelQoSParameters			OPTIONAL,
	pDCP-SNLength											PDCPSNLength						OPTIONAL,
	qoSFlowsMappedtoDRB-SetupResponse-SNterminated		QoSFlowsMappedtoDRB-SetupResponse-SNterminated	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {DRBsToBeModifiedList-ModificationResponse-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModifiedList-ModificationResponse-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AsymmetricUL-QoS-Information		CRITICALITY ignore	EXTENSION AsymmetricUL-QoS-Information		PRESENCE optional },
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Info - MN terminated
--
-- **************************************************************


PDUSessionResourceModificationInfo-MNterminated ::= SEQUENCE {
	pduSessionType					PDUSessionType,
	dRBsToBeSetup					DRBsToBeSetupList-Setup-MNterminated						OPTIONAL,
	dRBsToBeModified				DRBsToBeModifiedList-Modification-MNterminated			OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeModifiedList-Modification-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF
																					DRBsToBeModifiedList-Modification-MNterminated-Item

DRBsToBeModifiedList-Modification-MNterminated-Item ::= SEQUENCE {
	drb-ID													DRB-ID,
	mN-UL-PDCP-UP-TNLInfo									UPTransportLayerInformation		OPTIONAL,
	dRB-QoS													QoSFlowLevelQoSParameters			OPTIONAL,
	pDCP-SNLength											PDCPSNLength						OPTIONAL,
	secondary-MN-UL-PDCP-UP-TNLInfo						UPTransportLayerInformation		OPTIONAL,
	qoSFlowsMappedtoDRB-Setup-MNterminated		QoSFlowsMappedtoDRB-Setup-MNterminated	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeModifiedList-Modification-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModifiedList-Modification-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {	
	{ ID id-AsymmetricUL-QoS-Information		CRITICALITY ignore	EXTENSION AsymmetricUL-QoS-Information		PRESENCE optional },
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Response Info - MN terminated
--
-- **************************************************************


PDUSessionResourceModificationResponseInfo-MNterminated ::= SEQUENCE {
	dRBsAdmittedList						DRBsAdmittedList-ModificationResponse-MNterminated,
	dRBsReleasedList						DRB-List					OPTIONAL,
	dRBsNotAdmittedSetupModifyList		DRB-List-withCause			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModificationResponseInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModificationResponseInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsAdmittedList-ModificationResponse-MNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsAdmittedList-ModificationResponse-MNterminated-Item

DRBsAdmittedList-ModificationResponse-MNterminated-Item ::= SEQUENCE {
	drb-ID									DRB-ID,
	sN-DL-SCG-UP-TNLInfo					UPTransportLayerInformation		OPTIONAL,
	secondary-SN-DL-SCG-UP-TNLInfo		UPTransportLayerInformation		OPTIONAL,
	lCID									LCID								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsAdmittedList-ModificationResponse-MNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsAdmittedList-ModificationResponse-MNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Change Required Info - SN terminated
--
-- **************************************************************


PDUSessionResourceChangeRequiredInfo-SNterminated ::= SEQUENCE {
	dataforwardingRequest-List	DataforwardingRequest-List				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceChangeRequiredInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceChangeRequiredInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Change Confirm Info - SN terminated
--
-- **************************************************************


PDUSessionResourceChangeConfirmInfo-SNterminated ::= SEQUENCE {
	dataforwardinginfoTarget		DataForwardingInfoFromTargetNGRANnode				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceChangeConfirmInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceChangeConfirmInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Change Required Info - MN terminated
--
-- **************************************************************


PDUSessionResourceChangeRequiredInfo-MNterminated ::= SEQUENCE {
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceChangeRequiredInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceChangeRequiredInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Change Confirm Info - MN terminated
--
-- **************************************************************


PDUSessionResourceChangeConfirmInfo-MNterminated ::= SEQUENCE {
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceChangeConfirmInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceChangeConfirmInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- PDU Session Resource Modification Required Info - SN terminated
--
-- **************************************************************


PDUSessionResourceModRqdInfo-SNterminated ::= SEQUENCE {
	dL-NG-U-TNLatNG-RAN			UPTransportLayerInformation						OPTIONAL,
	qoSFlowsToBeReleased-List		QoSFlows-List-withCause							OPTIONAL,
	dataforwardingRequest-List	DataforwardingRequest-List						OPTIONAL,
	drbsToBeSetupList				DRBsToBeSetup-List-ModRqd-SNterminated			OPTIONAL,
	drbsToBeModifiedList			DRBsToBeModified-List-ModRqd-SNterminated		OPTIONAL,
	dRBsToBeReleased				DRB-List-withCause									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceModRqdInfo-SNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceModRqdInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeSetup-List-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeSetup-List-ModRqd-SNterminated-Item

DRBsToBeSetup-List-ModRqd-SNterminated-Item ::= SEQUENCE {
	drb-ID											DRB-ID,
	uL-Xn-U-TNLinfoatSN							UPTransportLayerInformation,
	dRB-QoS											QoSFlowLevelQoSParameters,
	qoSFlowsMappedtoDRB-ModRqd-SNterminated		QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeSetup-List-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeSetup-List-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AsymmetricUL-QoS-Information		CRITICALITY ignore	EXTENSION AsymmetricUL-QoS-Information		PRESENCE optional },
	...
}

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF
																		QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item ::= SEQUENCE {
	qoSFlowIndicator				QoSFlowIndicator,
	mCGRequestedGBRQoSFlowInfo	GBRQoSFlowInfo														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToBeModified-List-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToBeModified-List-ModRqd-SNterminated-Item

DRBsToBeModified-List-ModRqd-SNterminated-Item ::= SEQUENCE {
	drb-ID											DRB-ID,
	uL-Xn-U-TNLinfoatSN							UPTransportLayerInformation							OPTIONAL,
	dRB-QoS											QoSFlowLevelQoSParameters								OPTIONAL,
	qoSFlowsMappedtoDRB-ModRqd-SNterminated		QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DRBsToBeModified-List-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

DRBsToBeModified-List-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AsymmetricUL-QoS-Information		CRITICALITY ignore	EXTENSION AsymmetricUL-QoS-Information		PRESENCE optional },
	...
}

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF
																		QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item ::= SEQUENCE {
	qoSFlowIndicator				QoSFlowIndicator,
	mCGRequestedGBRQoSFlowInfo	GBRQoSFlowInfo														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs} } 	OPTIONAL,
	...
}

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
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9.3.7	Constant definitions
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;
------------------------
Skip to next change 
------------------------
id-UEContextInfoHORequest																			ProtocolIE-ID ::= 83
id-UEContextInfoRetrUECtxtResp																		ProtocolIE-ID ::= 84
id-UEContextInfo-SNModRequest																			ProtocolIE-ID ::= 85
id-UEContextKeptIndicator																			ProtocolIE-ID ::= 86
id-UEContextRefAtSN-HORequest																		ProtocolIE-ID ::= 87
id-UEHistoryInformation																				ProtocolIE-ID ::= 88
id-UEIdentityIndexValue																				ProtocolIE-ID ::= 89
id-UERANPagingIdentity																				ProtocolIE-ID ::= 90
id-UESecurityCapabilities																				ProtocolIE-ID ::= 91
id-UserPlaneTrafficActivityReport																	ProtocolIE-ID ::= 92
id-XnRemovalThreshold 																				ProtocolIE-ID ::= 93
id-NotMappedUL-associatedQosFlowList																ProtocolIE-ID ::= xxx
id-AsymmetricUL-associatedQosFlowList																ProtocolIE-ID ::= xxx
id-AsymmetricUL-QoS-Information																		ProtocolIE-ID ::= xxx



END

