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1
Introduction

PDCP duplication with CA requires 2 F1-U/Xn-U bearers per Cell Group. This is not reflected in the respective UP Parameters IE:

9.3.1.13
UP Parameters

This IE provides information related to a DRB configured in the gNB-CU-UP.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UP Parameters List
	
	1
	
	

	>UP Parameters Item
	
	1..<maxnoofUPParameters>
	
	

	>>UP Transport Layer Information
	M
	
	9.3.2.1
	

	>>Cell Group ID 
	M
	
	INTEGER (0..3, …)
	Cell group ID as defined in TS 38.331 [10] (0=MCG, 1=SCG). In this version of the specification, values “2” and “3” shall not be set by the sender and ignored by the receiver.


	Range bound
	Explanation

	maxnoofUPParameters
	Maximum no. of UP parameters (e.g., GTP tunnels) for a DRB. Value is 4.


Section 8.3.2.2 (Bearer Context Modification) states:

For each requested DRB, if the PDCP Duplication IE is included in the PDCP Configuration IE contained in the BEARER CONTEXT MODIFICATION REQUEST message, and one cell group is included in Cell Group Information IE, then the gNB-CU-UP shall include two UP Transport Layer Information IEs in the BEARER CONTEXT MODIFICATION RESPONSE message to support packet duplication for intra-gNB-DU CA. 
So, the idea behind is that approach is that a Cell Group ID is indicated twice in case of CA based duplication.
maxnoofUPParameters was designed to cope for 4 Cell group IDs in maximum, even if Rel-15 only supports 2 Cell Groups. 

It is proposed to keep the forward compatibility of E1AP and extend the maxnoofUPParameters to 8 in order to still allow E1AP to support the theoretical maximum use case.
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.3.1.13
UP Parameters

This IE provides information related to a DRB configured in the gNB-CU-UP.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UP Parameters List
	
	1
	
	

	>UP Parameters Item
	
	1..<maxnoofUPParameters>
	
	

	>>UP Transport Layer Information
	M
	
	9.3.2.1
	

	>>Cell Group ID 
	M
	
	INTEGER (0..3, …)
	Cell group ID as defined in TS 38.331 [10] (0=MCG, 1=SCG). In this version of the specification, values “2” and “3” shall not be set by the sender and ignored by the receiver.


	Range bound
	Explanation

	maxnoofUPParameters
	Maximum no. of UP parameters (e.g., GTP tunnels) for a DRB. Value is 8.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.1.34
gNB-CU-UP Cell Group Related Information 

This IE provides information related to a cell group that the gNB-CU-UP is allowed to change.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UP Parameters List
	
	1
	
	
	-
	-

	>UP Parameters Item
	
	1..<maxnoofUPParameters>
	
	
	-
	-

	>>Cell Group ID 
	M
	
	INTEGER (0..3, …)
	Cell group ID as defined in TS 38.331 [10] (0=MCG, 1=SCG). Used to identify the Cell Group to modify. 
	-
	-

	>>UP Transport Layer Information
	M
	
	9.3.2.1
	
	-
	-

	>>UL Configuration 
	O
	
	9.3.1.33
	Indicates whether the Cell Group is used for UL traffic. 
	-
	-


	Range bound
	Explanation

	maxnoofUPParameters
	Maximum no. of UP parameters (e.g., GTP tunnels) for a DRB. Value is 8.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

E1AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM E1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-reset













ProcedureCode ::= 0

id-errorIndication











ProcedureCode ::= 1

id-privateMessage











ProcedureCode ::= 2

id-gNB-CU-UP-E1Setup










ProcedureCode ::= 3

id-gNB-CU-CP-E1Setup










ProcedureCode ::= 4

id-gNB-CU-UP-ConfigurationUpdate







ProcedureCode ::= 5

id-gNB-CU-CP-ConfigurationUpdate







ProcedureCode ::= 6

id-e1Release












ProcedureCode ::= 7

id-bearerContextSetup










ProcedureCode ::= 8

id-bearerContextModification








ProcedureCode ::= 9

id-bearerContextModificationRequired






ProcedureCode ::= 10

id-bearerContextRelease










ProcedureCode ::= 11

id-bearerContextReleaseRequest








ProcedureCode ::= 12

id-bearerContextInactivityNotification






ProcedureCode ::= 13

id-dLDataNotification










ProcedureCode ::= 14

id-dataUsageReport











ProcedureCode ::= 15
id-gNB-CU-UP-CounterCheck









ProcedureCode ::= 16
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofErrors







INTEGER ::= 256

maxnoofSPLMNs







INTEGER ::= 6

maxnoofSliceItems






INTEGER ::= 1024

maxnoofIndividualE1ConnectionsToReset

INTEGER ::= 65536

maxnoofEUTRANQOSParameters




INTEGER ::= 256

maxnoofNGRANQOSParameters




INTEGER ::= 256

maxnoofDRBs








INTEGER
::= 32

maxnoofNRCGI







INTEGER
::= 512

maxnoofPDUSessionResource




INTEGER
::= 256

maxnoofQoSFlows







INTEGER
::= 64

maxnoofUPParameters






INTEGER
::= 8
maxnoofCellGroups






INTEGER
::= 4

maxnooftimeperiods






INTEGER
::= 2
maxnoofTNLAssociations





INTEGER ::= 32

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
