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	Reason for change:
	In case of two gNB-DU serving one UE, if two gNB-DUs are operating in the same band, gNB-CU needs to inform the new gNB-DU about the existing gap, so that the new gNB-DU just respects the existing gap during scheduling, while the current doesn’t provide the signalling to such operation.

	
	

	Summary of change:
	· To allow the gNB-CU to inform gNB-DU the existing measurement gap
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	Measurement gap could not be generated correctly in case of two gNB-DUs serving a UE.  
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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.3.1.25
CU to DU RRC Information

This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CG-ConfigInfo
	O
	
	OCTET STRING
	CG-ConfigInfo, as defined in TS 38.331 [8].

	UE-CapabilityRAT-ContainerList
	O
	
	OCTET STRING
	UE-CapabilityRAT-ContainerList, as defined in TS 38.331 [8].

	MeasConfig 
	O
	
	OCTET STRING
	MeasConfig, as defined in TS 38.331. 

For EN-DC operation, includes the list of FR2 frequencies for which the gNB-CU requests the gNB-DU to generate gaps.
For NG-RAN, includes the list of FR1 and/or FR2 frequencies for which the gNB-CU requests the gNB-DU to generate gaps and the gap type (per-UE or per-FR).
If MeasGapConfig is included, gNB-DU should respect the received measurement gap during scheduling.

	Handover Preparation Information
	O
	
	OCTET STRING
	HandoverPreparationInformation, as defined in TS 38.331 [8].

	CellGroupConfig
	O
	
	OCTET STRING
	CellGroupConfig, as defined in TS 38.331 [8].

	Measurement Timing Configuration
	O
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].

In EN-DC, it is included when the gaps for FR2 are requested to be configured by the MeNB.
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