
3GPP TSG-RAN WG3 Meeting #101bis
R3-186160
Chengdu, China, Oct. 8– 12 2018
Title:
LS on Notification Control during Handover
Release:
Rel-15
Work Item:
NR_newRAT-Core
Reply to:
 
Source:
RAN3
To:
SA2
Contact Person:

Name:
Feng Han
E-mail Address:
hanfeng3(at) huawei (dot) com
1. Overall Description:
RAN3 discussed the notification control during handover based on section 5.7.2.4 in the TS 23. 501
During a handover, the Source NG-RAN shall inform the Target NG-RAN about those QoS Flows for which a notification that the GFBR cannot be fulfilled has been sent. This is to trigger the Target NG-RAN to send a notification when the GFBR can be fulfilled again for such a QoS Flow which is successfully handed over. After handover, the Target NG-RAN sends a subsequent notification that the GFBR cannot be fulfilled whenever necessary, i.e. even during the configured time described above.

RAN3 discussed the above quoted stage 2 specification and realized that it contradicts admission control principles at RAN: successful setup of RAN resources for a QoS flow implies that resources are available to support the requested QoS and GFBR requirements are fulfilled. This behaviour is also applicable for any resource setup scenario at mobility in RRC_CONNECTED.

Therefore, Path Switch from the NG-RAN indicates that the GFBR can be fulfilled again. There is consensus in RAN3 about this RAN behaviour. 
2. Actions:

To SA2: 
RAN3 kindly asks SA2 to take the above into account and feedback if needed.
3. Date of Next RAN3 Meetings:
TSG-RAN3 Meeting#102


12th – 16th Nov 2018
Spokane, US

TSG-RAN3 Meeting#103


25th Feb – 1st Mar 2019
Athens, Greece


