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1
Introduction

This TP for 38.413 follows discussions in R3-185952 and takes into account discussions along CB#45
CB: # 45_NotifCtrlClean-up

-  refine clean-up for 9.3.1.7

- other changes ok

(E///)

rev in R3-186161
In section 9.3.1.10, the phrase at the end of the first sentence “... , or that PDU session resource(s) for a given UE are released by the NG-RAN node” was removed.

2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.2.4
PDU Session Resource Notify

8.2.4.1
General

The purpose of the PDU Session Resource Notify procedure is to notify that the already established QoS flow(s) or PDU session(s) for a given UE are released or not fulfilled anymore or fulfilled again by the NG-RAN node for which  notification control is requested. The procedure uses UE-associated signalling.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.7
PDU SESSION RESOURCE NOTIFY

This message is sent by the NG-RAN node to notify that the QoS requirements of already established GBR QoS flow(s) for which notification control has been requested are either not fulfilled anymore or fulfilled again by the NG-RAN node. This message can also be sent by the NG-RAN node to notify that PDU session resource(s) for a given UE are released.
Direction: NG-RAN node ( AMF
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.1.10
GBR QoS Flow Information

This IE indicates QoS parameters for a GBR QoS flow for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.4
	Maximum Bit Rate in DL. Details in TS 23.501 [9].

	Maximum Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.4
	Maximum Bit Rate in UL. Details in TS 23.501 [9].

	Guaranteed Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver) in DL. Details in TS 23.501 [9].

	Guaranteed Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver). Details in TS 23.501 [9].

	Notification Control
	O
	
	ENUMERATED (notification requested, ...) 
	Details in TS 23.501 [9].

	Maximum Packet Loss Rate Downlink
	O
	
	Packet Loss Rate

9.3.1.79
	Indicates the maximum rate for lost packets that can be tolerated in the downlink direction. Details in TS 23.501 [9].

	Maximum Packet Loss Rate Uplink
	O
	
	Packet Loss Rate

9.3.1.79
	Indicates the maximum rate for lost packets that can be tolerated in the uplink direction. Details in TS 23.501 [9].


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- N

N3IWF-ID ::= CHOICE {


n3IWF-ID



BIT STRING (SIZE(16)),


choice-Extensions

ProtocolIE-SingleContainer { {N3IWF-ID-ExtIEs} }

}

N3IWF-ID-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

NAS-PDU ::= OCTET STRING
NASSecurityParametersFromNGRAN ::= OCTET STRING

 -- This IE may need to be refined

NewSecurityContextInd ::= ENUMERATED {


true,


...

}

NextHopChainingCount ::= INTEGER (0..7)

NextPagingAreaScope ::= ENUMERATED {


same,


changed,


...

}

NgENB-ID ::= CHOICE {


macroNgENB-ID


BIT STRING (SIZE(20)),


shortMacroNgENB-ID

BIT STRING (SIZE(18)),


longMacroNgENB-ID

BIT STRING (SIZE(21)),


choice-Extensions

ProtocolIE-SingleContainer { {NgENB-ID-ExtIEs} }

}

NgENB-ID-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

NGRAN-CGI ::= CHOICE {


nR-CGI


NR-CGI,


eUTRA-CGI

EUTRA-CGI,


choice-Extensions

ProtocolIE-SingleContainer { {NGRAN-CGI-ExtIEs} }

}

NGRAN-CGI-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

NGRANTraceID ::= OCTET STRING (SIZE(8))

NonDynamic5QIDescriptor ::= SEQUENCE {


fiveQI





FiveQI,


priorityLevelQos


PriorityLevelQos









OPTIONAL,


averagingWindow



AveragingWindow










OPTIONAL,


maximumDataBurstVolume

MaximumDataBurstVolume








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {NonDynamic5QIDescriptor-ExtIEs} }
OPTIONAL,


...

}

NonDynamic5QIDescriptor-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

NotAllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC

NotificationCause ::= ENUMERATED {


fulfilled,


not-fulfilled,


...

}

NotificationControl ::= ENUMERATED {


notification-requested,


...

}

NRCellIdentity ::= BIT STRING (SIZE(36))

NR-CGI ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


nRCellIdentity

NRCellIdentity,


iE-Extensions

ProtocolExtensionContainer { {NR-CGI-ExtIEs} } OPTIONAL,


...

}

NR-CGI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

NR-CGIList ::= SEQUENCE (SIZE(1..maxnoofCellsingNB)) OF NR-CGI

NR-CGIListForWarning ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF NR-CGI

NRencryptionAlgorithms ::= BIT STRING (SIZE(16, ...))

NRintegrityProtectionAlgorithms ::= BIT STRING (SIZE(16, ...))

NRPPa-PDU ::= OCTET STRING
NumberOfBroadcasts ::= INTEGER (0..65535)

NumberOfBroadcastsRequested ::= INTEGER (0..65535)

-- O
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
