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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

A new SI “Study on RAN-centric data collection and utilization for LTE and NR” was approved for Release 16 at the 3GPP TSG RAN #80 meeting and updated in [2]. The study aims to investigate RAN-centric Data collection and utilization for NR and LTE.
1
Scope

The present document provides descriptions of use cases and solutions with regard to RAN-centric data collection and utilization and analysis of these solutions. 
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2] 
3GPP RP-182105: "Revised SID：Study on RAN-centric data collection and utilization for LTE and NR"
…

3
Definitions, symbols and abbreviations
Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
General
5
Use cases and solutions for RAN-centric data collection and utilization
5.1
Capacity and Coverage Optimization
5.1.1
Use case description
Editor Note: capture the use cases description and benefits of the use cases
5.1.2
Solution description
Editor Note: Capture the solutions for the use case, including the procedure for configuration and collection of measurements, necessary procedures and information exchange required for the solution, as well as comparison and evaluation on potential alternative solutions.
5.1.3
Conclusion
5.2
PCI selection

5.3
Mobility optimization

5.4
Load Sharing and Load Balancing Optimisation 
5.5
RACH Optimisation 
5.6
Energy Saving 
5.7
Minimization of Drive Test (MDT) Use Cases
5.8
[…]
Editor Note: other use cases for RAN-centric data collection and utilization will be added when agreed
6
Measurement quantities, events and faults for collection and utilization 

6.1
General

6.2
Measurement quantities

6.2.1
UE originated measurements

Editor Note: RRM measurement quantities, RLF and access failure information, etc from consenting UEs
6.2.2
L2 measurement quantities

Editor Note: these measurements are typically defined in TS 36.314 for LTE
6.2.3
L1 measurement quantities (e.g. Timing Advance in RAR)

6.2.4
Sensor data for UE orientation/altitude to log in addition to location 

Editor Note: e.g., digital compass, gyroscope, barometer
6.3
Events and faults

6.3.1
RLF and access failure information
7
Conclusion
Annex <A>:
<Annex title>

Annexes are only to be used where appropriate:

Annexes are labelled A, B, C, etc. and are "informative" (3GPP TRs are informative documents by nature).

A.1
Heading levels in an annex

Heading levels within an annex are used as in the main document, but for Heading level selection, the "A.", "B.", etc. are ignored. e.g. A.1.2 is formatted using Heading 2 style.

Annex <X>:
Change history
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